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e Tu77 DOCUMENTATION ERRORS-TU7Z PRINT SET e 17727
Author BOB STEERE F.S. Oftice MAYNARD Date 7/7/81 Revision 0
Processor Applicability _ Myr./Sup. Date . Cross Reference
MO L L L] [TAverovar E. MALONE Duw 7/8/81

o 4 NOTE IN SECTION 2C SAYS "TO THO3 ABOL". THIS SHOULD SAY, "TO
5103 AB02",

FOR AN ACCURATE CABLING DIAGRAM, SEE FIGURE 2-12, “SLAVE BUS CABLING
OF TU77 DAISY CHAIN”, LOCATED ON PAGE 2-12 OF THE TU77 USER'S GUIDE
(EK-TU77-UG) .
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POWER RELATED PROBLEMS ON THE TU77 HAVE BEEN TRACED TO
LOOSE CONNECTION'S ON THE FILTER CAPACITORS IN THE BULK
SUPPLY. EXCESSIVE RIPPLE WAS INDICATED AND WAS FIXED

BY TIGHTENING THE FILTER CAPACITOR SCREWS.
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TU77'G HAVE HAD TWO TYPES OF BUFFER BOX DOOR LIMITS. REFER
TO FIG.l1 AND FIG.2 FOR PART NUMBERS.
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TU77

Titte . TUZ7 won't load or intermintently won't load sty TUT7-TT-39

Tach T
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Al
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During load sequence the take-up reel is used for timing pulses. The
pulses are generated from two reflective tape strips located on the
back of the take-up reel. I have found that the reflective tape, if it
gets dirty or greyish looking will give multiple pulses which will
cause intermitent load problems or won't load at all.

By cleaning the reflective tape on back of take-up reel problem was
resolved. I could see good clear pulses from the pack sense/low tape
sensor test point.
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PLEASE NOTE THE FOLLOWING ERRORS IN THE VOL. II T.M. FOR THE TU77-
EK-2TU77-TM-001, CORRECTIONS ARE IN PROCESS.

8 PAGE 2-8, 3.3.2 POWER AND CABLING
ADD STEP 9A.

9A. USING THE GREEN/YELLO GROUND CABLE PROVIDED, GROUND THE
TU77 CABINET FRAME TO THE CPU CABINET FRAME., THE GROUNDING
STUDS FOR THE TU77 ARE LOCATED ON THE LOWER SIDE FRAME
MEMBERS (FIGURE 2-11). ,

0 PAGE 2-12, FIGURE 2-11 CORPORATE CABINET WITH SIDE PANELS AND
m TOP COVER REMOVED, -

DELETE OLD FIGURE 2-11 AND INSERT NEW FIGURE 2-11.

0 PAGE 2-12, 2.4.1 MECHANICAL INSTALLATION
ADD STEPS 13A AND 13B.

13A. USING THE SHORT GROUND STRAP INCLUDED WITH THE SLAVE
TRANSPORTS, GROUND THE MASTER AND SLAVE CABINETS TOGETHER.
USE GROUNDING STUDS ON THE LOWER SIDE FRAME MEMBERS (FIGURE
2"11) '

13B, USING THE GREEN/YELLOW GROUND CABLE PROVIDED WITH THE

MASTER TRANSPORT, GROUND THE MASTER TU77 CABINET FRAME TO THE
CPU CABINET FRAME,

p—

Y.
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0 PAGE 6-16, FIGURE 6-7 FORWARD START RAMP
DELETE OLD FIGURE 6-7 AND INSERT NEW FIGURE 6-7,

8 PAGE 6-32, 6,5.8.1 NRZI THRESHOLD ADJUSTMENT
IN STEP 6, CHANGE THE VOLTAGE RANGES TO:

+1020 MV MAXIMUM
+780 MV MAXIMUM

IN STEP 7, CHANGE THE VOLTAGE READING TO 300 Mv,

® PAGE 6-66, TABLE 6-15 DATA L READ THRESHOLDS
CHANGE THE NRZI READ LOW THRESHOLD VOLTAGES TO:

598 .+900 M +%%0 MV

DEC CONFIDENTIAL

-300 MV FI120 MV

CONTINUED ON PAGE 48
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THE TU77 MANUALS DO NOT MENTION THE INSTALLATION OF THE GROUND STRAP,
PN 74-12827-25 WHICH IS SHIPPED WITH EVERY SYSTEM,

THE STRAP SHOULD RUN FROM ONE 'OF THE GROUND STUDS ON EITHER LOWER
SIDE STRUT TO THE HOST CPU. SEE FIGURE 1. THE MANUALS WILL BE
CORRECTED.,

&) MOUNTING 80LTS
FRONT TRIM

MOUNTING aoLTS wa 2060

Cabinet with Side Panels and Top Cover

Removed )
DEC CONFIDENTIAL
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PART NUMBER FOR THE SPRING LOCATED UNDER THE BUFFER BOX DOOR GLASS

IS AS FOLLOWS.

VENDOR PN 616-0024

(o
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IT HAS BEEN FOUND THAT Q42 ON THE CAPSTAN MODULE AND PRESSURE SOLENOID
FATLURE CAN BE CAUSED BY A STICKY OR SHORTED AIR BEARING PRESSURE SWITCH
AT UNLOAD, CONTINUOUS CURRENT FLOWS THRU THE SOLENOID, AND BOTH Q42

AND THE SOLENOID MAY FAIL, RESET SWITCH WILL RESET IT IF OBSERVED.
CHANGE S1, LOCATED DIRECTLY UNDER THE PRESSURE SOLENOID. THIS STICKY
SWITCH CAN ALSO BE CAUSED BY CONTAMINATION AND/OR DIRTY INLINE FILTER,
THESE FILTERS SHOULD BE CHANGED EVERY 2500 HOURS OR SIX MONTHS, WHICHEVER
OCCURS FIRST,
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CONNECT A DVM POSITIVE LEAD TO TP5 OF THE INTERCONNECT Fl MODULE., CONNECT

THE NEGATIVE LEAD TO TP. |

MANUALLY THREAD A TAPE CONTAINING BOTH BOT AND EOT SENSORS APPROX. 6" APART

THRU AND ONTO THE TAKEUP REEL. KEEP TAPE TAUT,

NO REFLECTOR IN FRONT OF THE SENSOR, METER SHOULD READ QVDC,X .1VDC.

MOVE THE BOT REFLECTOR IN FRONT OF THE SENSOR. DVM SHOULD READZ= +2.0VDC.

MOVE THE EOT REFLECTOR IN FRONT OF THE SENSOR. DVM SHOULD READ<C-2.0VDC.
l IF ANY LEVELS ARE OUT OF RANGE, THE ADJUSTMENTS ARE:

WITH NO REFLECTORS IN FRONT OF THE SENSORS, ADJ., R22 ON THE F1 OR R6 ON
F MODULE FOR QVDC,=£ .1vDC,

- EITHER BOT GR EOT LESS THAN 2,0 VDC, REMOVE COVER FROM SENSOR.
LOOSEN SENSOR MOUNTING SCREW AND MOVE SENSOR ALL THE WAY TO THE RIGHT,
ROTATE THE SENSOR TO OBTAIN A READING OF GREATER THAN 2 VOLTS.
TIGHTEN SCREW, |

IF EITHER CANNOT BE ADJUSTED TO A READING GREATER THAN 2.0 VDC TRY
ANOTHER SENSOR, THEN CHECK THE F1 MODULE.

S SRR ekl 2
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FIG. 2

-

BOT/EOT
ASSY COVER

COVER SCREWS

/( 2) ALLEN HEAD

MOUNTING SCREW-
PHILLIPS

[—————— BOT/EOT ASSY
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THE PRESSURE/VACUUM SWITCHES ON THE BASEPLATE ARE NOT COMPLETELY
THERE ARE DIFFERENT PART NUMBERS, AND THE DIFFERENT
NUMBERS SHOULD NOT BE INTERCHANGED. THE DIFFERENT NUMBERS ARE:

INTERCHANGEABLE.

SWITCH

S1 - AIR BEARING

§2, S16 - SUPPLY REEL LIMIT

PRESS

VENDOR#
506-0008

'506~0023
(ReprLaces 506-0007)

$3, S17 - TAKE UP REEL LIMIT 506-0023

S5 - CRIPPLE REEL SWITCH

S10 - VACUUM SWITCH

S11 - TAPE ON REEL SWITCH

DEC CONFIDENTIAL

(ReprAces 506-0007)
506-0008
506-0008

506-0023
(RepLAces 506-0007)

DEC#

29-23239

29-23238

29-23238

29-23239
29-23239
29-23238

This document is proprietary to Digital Equipment Corporation and is intended for use by its Field Service Organization only.
For information on writing or approving a Tech Tip, see Administration Tech Tip Number 2.
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THERE IS A NEW TYPE OF TRANSDUCER ASSEMBLY BEING INTRODUCED BY PERTEC.

IT IS COMPLETELY INTERCHANGEABLE WITH THE PRESENT ONE, THE PART NUMBER

29-23246-00 WILL NOT CHANGE,
INSTALLATION INSTRUCTIONS

1, REﬁfO\"/i—: TRANSDUCER BOARD, PNEUMATIC TUBING, AND WIRING (SEE FIGURE A)

DISCARD, SAVE EXISTING HARDWARE, (SEE #1 OF FIGURE A)

INSTALL NEW TRANSDUCER ASSEMBLY WITH EXISTING HARDWARE.

CONNECT PNEUMATIC TUBING AND TIE WRAPS AS SHOWN IN FIGURE B, CUT
TUBING TO REQUIRED LENGTH, ™ F GUR A

TRANSDUCER BOARD
\ %%

TAPE DECK_ T\ ;% '!

(VACUUM PLATE) @ A

ZPL
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4. CONNECT CABLE PER WIRING LIST: *7 ©- i -

5, DO TAPE LOOP POSITION ADJUSTMENT,

=Ml NG T
WIRE CONNECT T0 R
COLOR | INTERCONNECT F1. 1] EXISTING HARDWARE
RED m6
| GREEN TB1-7 |
<  CEAR | TBLS.
BLACK TB1-9

TRANSDUCER ROARD

TAPE DECK
(VACLUM PLATE)

+
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THE PART NUMBERS FOR THE TU77/78 OUTER DOOR LATCH ARE SHOWN IN
FIGURE 1. o
i

oo N

—— RETAINER . -

90-07775-02 C—F-1P

BALL STUD—/

90-07775-00 ~

N’
FIGURE 1 DECDOOR

FOR INTERNAL USE ONLY: This information is property of Digital Equipment Corporation
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$5-98-010  08-14-81 RECOMMENDED SPARES LEVEL
ORIGINAL DATE :04-03~79 OPTION ; TU77
REVISION DATE :08-07-81 DESCRIPTION : MAG TAPE TRANSPORT
UPDATE DATE :00-00~00 ~ v
(D DEC PART NO. DESCRIPTION VENDORA coST R IN STOCK LEVEL OF SERVICE c.I.
KiT - PRICE  UPTO 98X UPTO 95% UPTO 90% UPTO 80% LPTO 70% UPTO 50X
29-23257-00 COMPRESSOR 518-100C 139.65. . . . .39
29-23258-00  TRANSFORMER o 511 . °75.08 . .01
29-23279-00 FILTER, RF] 4 102245-01 5.25 . .01
59-23580-00 MOTOR, GEAR DRV,Cu-T-«%e 500-0008 19.95 . . . . . 1,10
99-23381-00 ARM, CARTRIDGE {0AD 107103-01 6.30 * A -01
29-23283-00 GUIDE, AIR 107059-01 47.25 . .02
29-23286-00 ° CATCH, SPRING : 15 . W14 . * * & .01
29-23088-00 RECEPTACLE, FASTENER 615-0121 3.15 . . : _ .01
«  29-23294-00 BELT, COMPRESSOR 108479~02 4.46 * K . . . « .48
29-23295-00 - BELT BLOWER SOHZ HI A © 10847906 3.68 * . . . . « .01
29-23297-00  SWITCH, BKWRAP nereAI,Qatefﬂ/z) 506~0021 3.41 . * .02
«  29-23303-00 BELT BLOWER SOHZ LO 7 108479-05 368 N . . . . + .60
«  29-23304-00 BELT, COMPRESSOR 108479-01 .46 * . . * . .48
* gzssos-oo BELT BLOWER 60HZ LO A 10847903 - 446 * * * * . « .60
o3 RELAY REED SS 12vDC 2 10-000% 28.35 * 02
29-23309-00 47000 MFD 15WVDC+75%~" 134~4792 6.60 .
29-23310-00 61000 MFD SOWVDC+100% 134-6102 26.75 .
29-23311-00 RECT. BRDG 25A 100PN 320-2510 3.58 .
29-23312~00 RECT. BRDG 10A 100A 320-1010 3.85 . *
29-23320~00 330 204 10X W 111-3305 45 * . .
29-23321-00  CABLE FL REBN D1(P24~ 107302-01 141.75 . * . * N + .13
- 29-23322-00  THREAD BLOCK 2 107272-01 1.31 . * : ; -0l
29-23323-00 THREAD BLOCK 4 107274-01 1.58 * -01
29-03324-00  THREAD BLOCK ASSY W/L 107160-01 7.35 * .01
29-23325-00  THREAD BLOCK ASSY W/L 107160-05 6.04 . > +.01..
29-23326-00 THREAD BLOCK ASSY W/L 107160-06 ©1.05 * .01
+  29-23475-00 HUB REEL 109555-01 1107.63 * . “04
«  29-23774-00 PCBA, CNTL M2 © 106876~02 265.00 * * . 1.45
x . 29-23779-00 CONTROL ASSY 109536-01 94.60 * . 32
29-23964-00  SWITCH ASSY, SAF INTL 109530-00 68.00 * * . .01
e ? |
29-23988-00 BELT, BLOWER ¢ " 108479-03 4£.50 * * * * * « .01
29-23989-00 BELT. BLOWER 73133104 4.00 . . . * . « .01
29-23990-00 BELT. BLOWER 108479-05 4.00 * * . * . « .01
29-23991-00 BELT. BLOWER - 108479-10 §.00 * . * * * « .01
29-23992-00 BELT. BLOWER  108479-11 4.00 . * * . * « .01
29-23993-00 BELT, BLOWER 108479-12 4.00 . * * * * « .01
29-23994-00 BELT. COMPRESSOR 108479-01 5.00 . . . * * « 0
29-23995-00  BELT. COMPRESSOR 108479-07 350 . * * * . « .0
29-23996-00 BELT. COMPRESSOR 108479-08 3.50 . . . * . « .01

R
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FS-98-010  0B-14~81 RECOMMENDED SPARES LEVEL
ORIGINAL DATE :04-03-79 OPTION : TU77 : :
REVISION DATE :08-07-81 DESCRIPTION : MAG TAPE TRANSPORT
UPDATE DATE :00-00~00 -
(D DEC PART NO. DESCRIPTION VENDORA cosT IN STOCK LEVEL OF SERVICE
KIT PRICE  UPTC 98% UPTO 95% UPTO 90X UPTO BOX UPTO 70X LPTO soz
70-14569-00 BLOWER ASSY 52.40 * .10
TOTAL COST 5274,38 3474.20 2846.91 2258.10 1560.65 1201.02
PM SECTION:  INDICATED LEVELS BASED ON 1 YEARS MAINTENANCE
. 292322 26MUFFLER _ 8.40 2 2 2 2 2 2
v 29-23259+ 26FILTER, AIR .08 2 2 2 2 2 2
Eh ' ‘ TOTAL COST 16.96  16.96 16.96 16.96 16.96  16.96
MISCELLANEOUS PARTS
. . : ?
12-14073-01 SW.RKR 1P 15A ON/OFF 38
12-14405-00 DOOR,TAPE TRANSPORT,FRONT.NORYL,19" %26'° 41.48
13-11003-01 R NETWORK 14-180 14-390 _16PIN DIP(13-00 267
29-11691-00  96TAPE MSTR OTPT 1200x1/2 ™ i) 68.90
29-16871-00 9IMAGNASEE 6 2.87
29-19224-00 96TAPE, MASTER SKEW 1200° 171.72
29-22568-00 . B3RESISTOR PACK 14 PIN DIP 760-5-R 1.75
29-23219-00  26SPRING, COMPRESSION 1 .09 .
29-23222-00  26SPRING.BELLVILLE - : : .09 .
29-23223-00  26WASHER : . .28 '
29—23241-00 26CLEANER, TAPE ' B 25.46
23284~00 26HUB, MOTOR SOHZ 1 19.95
29—23255-00 26HUB, MOTOR 60HZ 1 15.23
29-23298-00 26BLOWER ASSY 91.88
29-23299-00 26PULLEY, 60HZ LO ALT MIR 1 25.73
29-23300-00  26PULLEY 60HZ HI ALT MIR 1 30.98
. 29-23301-00 26PULLEY, 50HZ LO ALT MIR ° 1 26.25 o
29-23302-00 26PUI.LEY SOHZ HI ALT MIR 1 35.70
. 29-23351-00  26CAP P 1 10
29-23378-00 26HOSE 3/16" D11 FT : .28 :
29-23655-00 26KIT VAC Hosenuams ' | 43.05 i
29-23997-00  26PULLEY, MOTOR 1 27.00
29-23998-00 26PULLEY. MOTOR 1 23.00
29-24000-00  26PULLEY, MOTOR 1 38.00
29-24002-00 MOTOR 1 38.00

)

26PULLEY,

F980.4397
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RECOMMENDED SPARES LEVEL

OPTION : TU7?7
DESCRIPTION : MAG TAPE TRANSPORT

COPYRIGHT

1981

R f \
BRECEE. —

Herme! Com poyng,

|0 DEC PART NO.  DESCRIPTION VENDORA cosT IN STOCK LEVEL OF SERVICE
KIT PRICE  UPTO 98X UPTO 95% UPTO 903 UPTO 'oz PTO 708 LPTO 505

29-24003-00  26PULLEY, MOTOR | 38.00

29-24004-00  26PULLEY. MOTOR 1 38.00

25-c4007-00  g6PULLEY. MOTOR 1 38,00

50-24008-00  26PULLEY. _— 1 38.00

095L005 00 SePuLLEY: MONR: R 1 4.75

29-24010-00 26PULLEY, COMPRESSOR 1 4.75

59-24011-00 26PULLEY. COMPRESSOR 1 24.00

59-24012-00 26PULLEY, COMPRESSOR 1 2.00

90-07221-00 FUSE.REG'BLO 5  A.250V GLASS - 200

. 90-08835-00 FUSE.REG BLO 20 A, 32V GLASS 200

Y .

'90-08838-00  FUSE,REG BLO 10 . A, 32V GLASS .00 |

SPECIAL TOOtS

" 29-10562-00 . 97HANDLE .92

29-11001-00  97SCREWDRIVER *1°* PHILLIPS .86

50-11625-00 97EXTENSION 7°° 149

50-11630-00 97BALLDRIVER 5/32"° 43

59-11635-00 97TACHOMETER, HAND HELD 120:5%

29-11636-00  97GUAGE, 0-5PSI MAG DIFF 31.69

29-11647-00  97ACCESSORIES, PORTABLE USE 14.73

59-11650-00 97GUAGE, 0-40" H20 3169 ;
29-20273-00  97MICROSCOPE 50X 37.10

59-23206~00 96CENTERING TOOL REEL MOTOR 33,92 )
29-23207-00  96BAR. LOCATING, VAC RL FLNG ’ 6.07

29-23218-00 96PCBA EXTENDER 26 1 133.56

59-23228-00 99FITTING, LOW RES TUBE 5.00

47-00038-00 CRIMPER,TAPE 1/2'° MAG. AUTO LOAD 40.00

-0t -00

4 180 397
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Thte TU?7 - Porward Eitch/Capstan Ramp Adj. aﬁ':.’,', 2 m?ﬂ’?-ﬂ-”
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With the Rev G change to the M2 module, 29-23774, a loglc change {s
being incorporated in the TU??7. This additional logic adds what is
referred to as a “Forvard Hitch®, when a reverse tape motion is attempted
after a delay of 10 to 20 ms.

W Ve b ey e

Por the TU77, this logic also changes the weveform that is seen during
capstan ramp adjustment on Pin 21 of the Rev G and above M2 molule. Fig. 1
shows the waveform that will be seen on TP21l with this change installed.

1,

The time relationship, T1, shows the slight hitch of forward tape movement
and will be botween 2.4 and 1.6 ma, This T1 time frame is fixed snd i not
adjustable. .

¥
-1

T2 time frame, which is the actual backward start ramp, is adjustable and
should be 3.0 ms ¢ .15 ms (2.88 - J.lsl ms).

This hitch will not be present between consecutive forward tape sotions.
It will only be present before reverse tape motion, whan 10-20 ms has
elapsed since the previous command. .

Fu . Thwd Moron—> _ co
> #nhn R

; FIG 1 . | g

Erfors will also occur during the drive function timer diagnostic -
Test 16 - forward half gap stop test. The diagnostic is being updated.
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