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TERMINAL 

TERMINAL 

TERMINAL 

TERMINAL 

TERMINAL 

Figure 5-1 

CABLES 
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25-PIN EIA HOST PORT 

W NULL MODEM CABLE 

~ BCC22D-l0 (10 feet) 
-25 (25 feet) 
-50 (50 feet) 

20rnA PORT 

k' 20 rnA CABLE 

~ BC05F-15 (15 feet! 
-50 (50 feet) 

20 rnA PORT 

{ 20 rnA EXTENSION 20 rnA CABLE 

.J -, BC05X-15 (15 feet) BC05F-15 (15 feet) 
-50 (50 feet) 

K 
f.J 

25-PIN EIA HOST PORT 

MODEM CABLE 

BCC04-10 (10 feet) 
-25 (25 feet) 
-50 (50 feet) 

9 PIN PRINTER PORT 

Cables 

MODEM 

PRINTER CABLE 

BCC05-10 (10 feet) 
-25 (25 feet) 
-50 (50 feet) 

-50 (50 feet) 

HOST 
COMPUTER 

HOST 
COMPUTER 

HOST 
COMPUTER 

HOST 
COMPUTER 

PRINTER 

MA-1014-83 

Figure 5-1 shows the RS232C cables you can use to connect the terminal to a 
host computer and printer. 

PRINTERS 
You can connect the terminal to a local asynchronous serial printer using a null 
modem cable. Here are some of the Digital printers you can use with the 
VT240. 

LA12 
LA34 
LA35 
LA36 
LA38 

LA50 
LA100 
LA120 
LQP02 
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IDLE 
START BITOF 

STATE OF NEW CHARACTER 

~
INE 70RS 10R2 

DATA BITS BITS 

SPACE + ' - T T ... - ~ -"T .,. -"T 'r - ~,-<----
00 I 01 I 02 I 03 I 04 I 05 I 06 I 07 I STOP r STOP 

LSB MSB 1 2 
MARK - t _ ... - .L - .L~ - .1. - .J.. -7 .1 '-.:~..J........:,~ 

START ONE BIT OPTIONAL OPTIONAL RETURN TO IDLE 
BIT TIME = 8TH BIT PARITY STATE OF LINE 

ONE/ BIT 
BAUD RATE 

Figure 5-2 Character Format 

CHARACTER FORMAT 
The terminal sends and receives characters in serial format. You select the 
character format (Figure 5-2) in set-up. 

NOTE: Detailed information on character format is available in ANSI Standard 
X3.15. 

TERMINAL-HOST DATA FLOW CONTROL 
The terminal stores incoming characters in a character input buffer and 
processes the characters on a first-in/first-out basis. The size of the input 
buffer is 2048 characters. When the input buffer fills to 64, 256, 512, or 1024 
characters (selected from the Communications Set-Up screen), the terminal 
sends an XOFF character (if you enabled XOFF from the Communications 
Set-Up screen) to stop the host computer from sending more characters. If the 
computer fails to respond to the XOFF character, the terminal sends a second 
XOFF character when the input buffer fills to 1920 characters. The terminal 
sends a third XOFF character when the buffer is full. 

When the input buffer contents falls below 16, 80, 160, or 240 characters 
(corresponding to the XOFF point of 64, 256, 512, or 1024 respectively), the 
terminal sends an XON character to signal the host computer to start sending 
characters again. 

NOTE: If you disable XOFF in set-up, the terminal does not send XOFF to the 
host computer when the input buffer fills. The Hold Screen key is also disabled. 
With XOFF disabled, there is no way to ensure that data will not be lost. 
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If you enable XON/XOFF, the terminal recognizes received XON and XOFF 
characters. When the terminal receives XOFF, it stops sending data (except 
XON/XOFF characters). If the keyboard data buffer overflows, the keyboard 
locks and the Wait indicator turns on. The terminal starts transmitting again 
when it receives XON. 

Conditions That Send XON 
When you enable the XOFF/XON feature in set-up, the following conditions 
send XON. 

• The number of characters in the input buffer reaches the XON point, and 
the last flow control character sent was XOFF. 

• A clear terminal operation is performed. 

• A recall operation is performed. 

• The power-up self-test is completed (Chapter 6). 

• You press the Hold Screen key to release the screen when the input 
buffer is at or below the XON point. 

Conditions That Send XOFF 
When you enable the XOFF/XON feature in set-up, the following conditions 
send XOFF. 

• The number of characters in the input buffer reaches the first XOFF point 
(64, 256, 512, or 1024 characters, selected in set-up) for the first time 
since the last XON was sent. 

• The number of characters in the input buffer reaches the second XOFF 
point (1920 characters) for the first time since the last XON was sent. 

• The terminal receives a character when the input buffer is full (2048 
characters). 
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Buffer Overflow Prevention 
If the host computer does not respond to the XOFF from the terminal, the input 
buffer continues to fill with characters. If the buffer is filled and characters are 
still coming, the buffer overflows and characters are lost. In place of lost 
characters, the terminal displays reverse question mark characters (1'). 

You can use the following formulas to determine how fast the host computer 
must respond to the first XOFF character, to prevent loss of characters due to 
buffer overflow. Calculate the overflow first, then host response time. 

NOTE: These formulas assume that you set the transmit rate limit feature in 
the Communications Set-Up screen to Unlimited. 

1. Overflow 

OVFL = (MXBF - XOFF) - [3 x (RCDR/XMDR)] 

where: 

OVFL = the number of characters to overflow 

MXBF = the receive buffer size (2048 characters) 

XOFF = the first XOFF point (64, 256, 512 or 1024) 

RCDR = the received data rate (receive speed) 

XMDR = the transmitted data rate (transmit speed) 
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2. Host Response Time 

HRST = OVFL x [(DATA + STOP + PRTY + 1)/RCDR] 

where: 

HRST = the host computer response time (in seconds) 

OVFL = the number of characters to overflow 

DATA = the number of data bits per character 

STOP = the number of stop bits per character 

PRTY = the number of parity bits per character 

Example 
The VT240 sends and receives 8-bit characters with no parity at 4800 bits per 
second. There is 1 stop bit. XOFF is sent when the buffer has 1024 characters 
in it. 

OVFL = (2048 - 1024) - [3 x (4800/4800)] 
= 1021 characters 

HRST = 1021 x [(8 bits + 1 bit + 0 bits + 1)/4800] 
= 2.13 seconds 

Therefore, the host computer must stop sending data in 2.13 seconds, or the 
terminal input buffer will overflow. 

Use of Fill Characters 
Software that does not support XON/XOFF characters from the terminal can 
still use all terminal features by using fill characters. In some applications, you 
can use the terminal without XON/XOFF support or fill characters. However, 
the bit rate must be limited to 4800; also the software must not send the ESC 
(escape) code, or use slow scrolling, split screen, or the printer port. 
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Connect/Disconnect 
When a connection is made to the host computer via a modem, the terminal 
performs the following operations to ensure it is ready to send and receive. 

• Unlocks the keyboard (if it was locked). 
• Clears any transmit in progress. 
• Clears the keyboard buffer and all message buffers. 
• Clears the input buffer. 
• Clears XOFF sent and XOFF received. 

The following conditions cause communications line disconnect. 

• Typing Shift-Break 

• Invoking Recall or Defaul t values in the Set-Up Directory screen 

• Loss of DSR 

• Loss of RLSD for a time you defined in set-up 

• No RLSD within 30 seconds after DSR 

• A self-test command received from the host computer 

• Switching among the EIA port, the 20 mA port, and the integral modem 
port 

The usual way to disconnect the terminal from the communications line at the 
end of communications is to type Shift-Break. The host computer's response 
to the disconnect signal depends on the computer and the software. 



COMMUNICATION 109 

PRINTER PORT OPERATION 
You can use the printer port as an input, output, or input/output device (select­
ed in set-up). 

When you select the printer port as an input device (printer-to-host mode), you 
can send data from the printer (or auxiliary device) and the keyboard to the 
host (Figure 5-3). The terminal treats data from the printer port the same as 
keyboard data. Usually, this data is sent to the host computer. 

rvrno------, 

I I 
I I 
I ~I ----I 

I 
L ______ ---' 

PRINTER 

Figure 5-3 Printer Port as Input Device 
(Printer-to-Host Mode) 

HOST 
COMPUTER 

MA-0647-83 
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When you select the printer port as an output only device (no printer-to-host). 
you can start text and graphics print functions from the keyboard as well as 
from the host computer. However. input from the printer is disabled 
(Figure 5-4). 

When you select the printer port as an input/output device (printer controller 
mode). the device connected to the printer port is treated as a terminal. while 
the VT240 monitors line traffic (Figure 5-5). All characters from the host are 
sent directly to the device connected to the printer port. except XON. XOFF. 
NULL. and control functions from the host that turn printer controller mode on 
and off. All characters from the printer are sent directly to the host. except 
XON. XOFF. and NULL. 

NOTE: Make sure the host line is compatible with the printer port line. 
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rvrno------, 
I I 
I 1 

1 1'L-1------I .... 
I 
L ____ _ 

Figure 5-4 

PRINTER 

Printer Port as Output Device 
(Normal Print Mode) 

rvrno------, 

: ~ : 
1.-----1 SYSTEM 1''-_1 __ .... I (KrnoARD\ BOX 

L ____ _ 

Figure 5-5 

PRINTER 

Printer Port as Input/Output Device 
(Printer Controller Mode) 

HOST 
COMPUTER 

HOST 
COMPUTER 

MA-06478-83 
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TERMINAL-PRINTER DATA FLOW 
The XON/XOFF protocol controls data flow between the terminal and the 
device connected to the printer port. You can enable or disable XON/XOFF 
support in set-up. When XOFF is enabled, and the device sends XOFF, the 
terminal stops sending data through the printer port. The terminal starts send­
ing data again when it receives XON or when a clear comm operation is 
performed. 

The terminal has a 256-character input buffer for the printer port, with XOFF 
paints of 128, 184, and 256 characters. The XON pOint is 16 characters. 

When XOFF is enabled, the printer receive buffer fills to the first or second 
XOFF point. A third XOFF is sent when the buffer reaches the third XOFF point. 
An XON is sent when the buffer empties to the XON point. 



PROBLEM SOLVING 6 

GENERAL 
This chapter describes what to do if you have a problem with the VT240. The 
chapter provides a problem checklist, and describes the power-up self-test. 

COMMON OPERATING PROBLEMS 
Table 6-1 lists common operating problems and their possible solutions. Check 
this list before calling for service. 

113 
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POWER-UP SELF-TEST 
The power-up self-test runs automatically each time you power up the terminal. 
During the test cycle, the power-up self-test has full control of the the terminal. 
The terminal cannot respond to commands other than those used for the test 
itself. When the test cycle ends, control returns to the terminal. 

In the self-test mode, the monitor screen and the keyboard indicators (Hold 
Screen, Lock, Compose, and Wait) provide information about the terminal 
operating status. The monitor screen displays a text message, and the key­
board indicators provide a coded message. 
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PERFORMING THE POWER-UP SELF-TEST 
Start the power-up self-test by setting the terminal power sw.itch to 1 (on) 
(Figure 6-1). 

During the self-test the following events should occur . 

• All keyboard indicators turn on and off. 
• The bell tone sounds. 

A successful power-up self-test ends with all keyboard indicators off, the 
power ok indicator on, and the screen displaying the message shown in Figure 
6-1. The message is erased when a character is received from the host com­
puter, or when you press any key. 

The terminal displays an error message on the screen (if possible) if the test 
finds an error. Table 6-2 explains the error messages displayed on the screen. 

\ VT240 OK \ 

2=: 2 2 

MA-1136-83 

Figure 6-1 Power-Up Self-Test Indicators 
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DIGITAL SERVICE 
If the self-test indicates a problem, call your local Digital Fie.ld Service number 
for assistance. Before calling, make sure to. note the exact nature of the 
problem, when it occurred, and any error messages or codes that appeared. 

Information about your warranty, Digital services, terminal supplies, and spare 
parts is provided on the inside of the back cover of this manual. 



SPECIFICATIONS A 

GENERAL 
This appendix lists the specifications of the VT240 and VT241 video terminals. 

Physical 

System box 

Height 
Width 
Depth 
Weight 

Keyboard 

Height 
Width 
Depth 
Weight 

Monochrome monitor 

Height 
Width 
Depth 
Weight 
Adjustable tilt 

10.2 em (4 in) 
45.7 em (18 in) 
30.5 em (12 in) 
7.2 kg (16 Ibs) 

5.1 em (2 in) 
53.3 em (21 in) 
17.1 em (6.75 in) 
2 kg (4.5 Ibs) 

29.2 em (11.5 in) 
34.9 em (13.75 in) 
31.1 em (12.25 in) 
6.4 kg (14 Ibs) 
+5 to -25 degrees 
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Color monitor 

Height 
Width 
Depth 
Weight· 

Environmental 

Operating 

Temperature 

Relative humidity 
Maximum wet bulb 
Minimum dewpoint 
Maximum altitude 

Storage 

Temperature 

Relative humidity 
Maximum altitude 

Electrical 

Line voltage 
(switch selectable) 

Line frequency 

Power cord 

32.4 cm(12.75 in) 
38 em (15 in) 
42.1 cm (17 in) 
16.6 kg (36.6 Ibs) 

10° to 40°C 
(50° to 104°F) 
10 to 90% 
28°C (82°F) 
2°C (36°F) 
2.4 km (8000 ft) 

-40° to 66°C 
(140° to 151°F) 
o to 95% 
9.1 km (30,000 ft) 

90 to 128 Vac 
. (100 to 120 RMS nominal) 

single-phase, 3-wire 

180 to 268 Vac 
(220 to 240 RMS nominal) 
single-phase, 3-wire 

47 to 63 Hz 

Detachable, 3-conductor, grounded 
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Display 

Format 24 lines x 80 characters or 
24 lines x 132 characters 

Character 7 x 9 dot matrix in 10 x 10 cell for 
80 columns 

5 x 9 dot matrix in 6 x 10 cell for 
132 columns 

Character size 3.35 mm x 2.0 mm for 80 columns 

3.35 mm x 1.3 mm for 132 columns 

Active display size 20.2 cm x 11.5 cm (8 in x 5 in) 

Character sets ASCII, national replacement (NRC), 
DEC supplemental, and DEC special 
graphics, in loadable 80- or 
132-column font 

Control characters (using control 
representation mode) in 80-column 
font only 

Character attributes Reverse video, underline, bold, 
blinking (maximum of 100 characters), 
alternate character ROM 

Cursor type Blinking block cursor or blinking 
underline cursor 
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Keyboard 

General 

Keypad 

Key size 

Key spacing 

Numeric keypad 

Function keys 

Visual indicators 

Audible signals 

Keyclick 

Bell 

Multiple bell 

1 OS-key detachable unit with a 1.9 m 
(6 ft) coiled cord with a 4-pin 
telephone-type modular connector. 
Word processing and data processing 
versions available in 15 languages. 

Sculptured key array. Matte texture 
finish keys. Home-row key height 
30 mm (1.18 in) above desktop. 

1.27 cm (0.5 in) square 

1.9 cm (0.75 in) center-to-center 
(single-width keys) 

18 keys 

36 keys, firmware and software 
driven 

4 LED indicators: Hold, Lock, Wait, 
and Compose 

Sounds after each keystroke. 

Sounds when BEL character received, 
when approaching right margin, and 
when compose errors occur. 

Sounds when error occurs in set-up 
save or recall operation. 



OPTIONS, DOCUMENTATION, B 
AND SUPPLIES 

GENERAL 
This appendix describes the options, documentation, and supplies offered by 
Digital for the VT240. Part numbers and ordering information are included. 

AVAILABLE OPTIONS 
There are two options available for the VT240. You can order these options 
from Digital. 

Part Number 

VT24X-AA 

VR24X-AA 

Description 

Integral modem/auto dialer - This option is a circuit 
board installed in the VT240 system box. The option 
lets you dial through to a host computer from the 
keyboard, eliminating the need for a telephone as a 
dialing mechanism. 

Tilt swivel option for the color monitor 
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RELATED DOCUMENTATION 
In addition to this owner's manual, you can order the following VT240 docu­
ments from Digital. 

Title and Part Number 

Vl240 Programmer Reference Manual 
(EK-VT240-RM) 

VT240 Installation Guide 
(EK-VT240-IN) 

VT240 Programmer Pocket Guide 
(EK-VT240-HR) 

VT240 Pocket Service Guide 
(EK-VT240-PS) 

VT240 Technical Manual 
(EK-VT240-TM) 

Description 

Describes VT240 character 
processing, character codes, 
and control sequences needed 
to generate terminal control 
programs. This manual also 
provides an overview of ReGIS 
graphics and Tektronix 
4010/4014 programming. 

Describes the installation 
for the VT240. This document 
comes with the terminal. 

Provides a summary of VT240 
programming information in a 
pocket size guide. This 
document comes with the 
terminal. 

Describes the procedures used 
to troubleshoot and repair 
the VT240 to the field 
replaceable unit. 

Describes the VT240 to a 
detailed functional block 
level. Provides trouble­
shooting information. Does 
not include detailed 
schematics. 



Title and Part Number 

VT240 Video TerminallPB 
(EK-VT240-IP) 

VT241 Video TerminallPB 
(EK-VT241-IP) 

VT240 Field Maintenance 
Print Set 
(MP-01807-00) 

VT241 Field Maintenance 
Print Set 
(MP-02002-01 ) 

SPECIFICATIONS 

ANSI specifications are available from: 

Sales Department 
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Description 

Provides a detailed parts 
breakdown of the VT240 field 
replaceable units. Does not 
provide part numbers for 
printed circuit board 
components. 

Provides a detailed parts 
breakdown of the VT241 field 
replaceable units. Does not 
provide part numbers for 
printed circuit board 
components. 

Provides a complete set of 
VT240 electrical and 
mechanical schematic 
diagrams. 

Provides a complete set of 
VT241 electrical and 
mechanical schematic 
diagrams. 

American National Standards Institute 
1430 Broadway 
New York, NY 10018 

EIA specifications are available from: 

Engineering Department 
Electronic Industries Association 
2001 Eye Street, NW 
Washington, DC 20006 
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International standards are available from: 

CCITT 
UN Book Store 
United Nations Building 
New York, NY 10017 

ORDERING INFORMATION 
You can order options, supplies, and documentation by phone from 8:30 a.m. 
to 6:00 p.m. (EST) or by mail. 

Continental USA and Puerto Rico 
Call 800-258-1710 or mail to: 

Digital Equipment Corporation 
P.O. Box CS2008 
Nashua, NH 03061 

New Hampshire, Alaska, Hawaii 
Call 1-603-884-6660. 

Outside the USA and Puerto Rico 
Mail to: 

Digital Equipment Corporation 
Attn: Accessories and Supplies Business Manager 
c/o Local Subsidiary or Digital-Approved Distributor 



KEYBOARDS c 
GENERAL 
This appendix provides illustrations of all national keyboards for the VT240 in 
the following order. 

NOTE: Most of the keyboards are available in two versions, standard and 
word processing. The key positions on both types of keyboards are the same. 
However, the word processing version has different key legends, appropriate 
to word processing only. 

United States/Canada 
United Kingdom 
Belgium (Flemish) 
Canada (French) 
Denmark 
Finland 
France/Belgium 
Germany/Austria 
Holland 
Italy 
Norway 
Spain 
Sweden 
Switzerland (French) 
Switzerland (German) 
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4010/4014 character mode, 65, 
91 

-A-

ANSI standards, 4, 104, 125 
Answerback message, 83-84 
Application keys, 20 
Arrow keys, 21, 50 
Auto repeat feature, 82 
Auto answering a telephone, 94 

- B-

Bell, 22,83 
Break key, 19, 29, 83 
BS(backspace) ke~ 20 

-c-
Changing operating features. 

See Chapter 4 
Character set mode, 67 
Character sets 

DEC multinational, 4, 5 
national, 4, 5 

INDEX 

Clear comm, 57 
Clear display, 56 
Communications, 97-112 

buffer overflow, 106-107 
cables, 103 
character format, 72, 78, 104 
connect/disconnect, 108 
fill characters, 107 
host computer data flow, 

104-108 
interfaces, 98 
modems, 98 
printer data flow, 112 
printer port operation, 109-110 
printers, 103 
signals, 99-102 
standards, 97 
XON/XOFF conditions, 105 

Communications port 
selecting, 73 

Components, 1-2 
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Composing characters, 31-44 
aborting or restarting, 33 
Compose Character key, 16, 

31-33 
Compose indicator, 21 
multinational mode,34-38 
national mode, 39-44 
three-stroke sequence, 31, 32 
two-stroke sequence, 32, 33 

Control codes display, 61 
CR effect, 91 
CRT saver feature, 5 
Ctrl (control) key, 15 
Cursor keys, 21 , 68 
Cursors 

graphics, 14,38 
text, 14,63 

- 0-

Data flow control 
terminal-host computer, . 

104-108 
terminal-printer, 112 

Data mode, 25 
Data processing keys, 81 
Data/Talk key, 19 25-27, 29 
Default settings, 59 
Delete key, 16, 26 
DEL Implies Lo Y feature, 92 
Dialer mode, 26-30 

call status, 28 
dialing a new telephone number, 

27 
dialing a stored telephone 

number, 28 
disconnecting calls, 29 
redialing a telephone number, 

27 
screen messages, 29-30 

storing telephone numbers, 28, 
94-95 

typing a telephone number, 26 
Digital service, 118 
Disconnect delay, 74 
Documentation, 124-125 

-E-

Editing, 17 
Editing keys, 17,21 
Enter key, 1 7, 50 
Entering data, 2 
ESC (escape) ke~ 20 

- F-

Function key summary, 20-21 

-G-

Graphics features 
cursor, 88 
HLS/RGB print, 89 
macrograph report, 88 
mono/color print, 89 
print, 89 
print background, 89 

GIN terminator, 92 

-H-

Hold Screen 
key, 18 
indicator, 21 

Indicators 
audible, 22 
visual, 21 

-1-



Integral modem/auto dialer, 25 
data mode, 25 
dialer mode, 26 
talk mode, 26 

Interfaces 
host ports (comm and 20 rnA), 

98,99-101 
printer port, 98, 102 

- K-

Keyboard, 2,14-22 
auxiliary keypad, 17 
editing keypad, 17 
main keypad, 15-17 
national keyboards, 127-142 
selecting, 58 
top-row function keys, 18-21 

Keyclick, 22,82 
Keypad characters, 68 

- L-

Language 
set-up, 58 
keyboard, 58 

LF effect, 92 
LF (line feed) key, 20 
Lights. See Indicators 
Local, 3 
Local echo, 73 
Lock 

key, 16,82 
indicator, 21, 82 

-M­

Modems, 25, 98 
Monitor, 2, 10-13 

monochrome, 10-11 
color, 12-13 

Multinational mode, 5, 67 

INDEX 145 

- N-

National mode, 5, 67 
National replacement character 

sets, 21 
Next Screen key, 21 

-0-

On-line, 3 
Operating modes 

4010/4014, 4,65 
VT52, 4,65 
VT100, 4,65 
VT200, 7-bit controls, 4, 65 
VT200, 8-bit controls, 4, 65 

Operating states 
local, 3 
on-line, 3 
set-up, 3 

Options, 1 23 
Ordering information, 126 

- P­

Power-up self-test, 115-117 
Error messages, 11 7 

Print characters, 79 
Printer port operation, 109-111 
Printers, 23, 103 
Printer to host feature, 76 
Printer port XOFF, 77 
Printing, 23-25 
Printing modes, 24-25,27 

auto print, 24 
local controller, 24 
normal, 24 
printer controller, 25 

Print region, 78 
Print Screen key, 19, 24 
Print terminator, 79 
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Problem solving, 113-118 
common problems, 113-115 

Programming the VT240, 5 

- R­

Recalling operating feature 
settings, 58 

Receive speeds 
with a host computer, 70 
with a printer, 76 

ReGIS graphics, 2, 5 
Resetting the terminal 57 
Return key, 16 ' 

-S-

Saving operating feature 
settings, 58 

Screen display 
color map, 63 
type, 62 
width, 61 

Scrolling, 62 
Service, 118 
Set-up, 3,45-52 

controls and cursor, 50 
example, 51-52 
fields, 48, 50 
firmware version, 48 
key, 19,50 
NVR memory, 45 
status line, 48,49 
terminal identifier, 47 

Set-up features. See Set-up 
screen summary 

Set-up screens, 46, 52-95 
4010/4014, 90-92 
Communications, 69-74 
Directory, 54-59 
Display, 60-63 

General, 64-68 
Graphics, 87-89 
Keyboard, 80-84 
Printer, 75-79 
Summary, 52-53 
Tab, 85-86 
Telephone, 93-95 
Titles, 47 

Shift key, 16 
Specifications, 119-122, 125 
Status line messages, 49 
Supplies, 123 
System box, 2, 7-9 

-T-

Tab key, 1 5, 85 
Tabs, 85-86 
Talk mode, 25 
Tektronix4010/4014, 2,65,87,90 
Telephone, 25-29 

call status, 27 
dialing a new number, 26 
dialing a stored number, 28 
disconnecting calls, 28 
redialing a number, 27 
screen messages, 29 
storing numbers, 27-28 
typing a number, 26 

TerminallD, 66 
Transmit speeds 

with a host computer, 70, 74 
with a printer, 76 

Typewriter keys, 81 

-v-
VT240 components, 1-2 
VT240 series terminals, 1-2 
VT240 programming, 5 



-w-
Wait indicator, 21 
Wrapping text, 62 

-x-
<:::XJ (delete) key, 16,26 
XOFF feature, 46,71, 77 
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INSTALLATION, WARRANTY, AND SERVICE INFORMATION 

Installation/Warranty 
If you purchased directly from Digital, refer to the sales agreement for installation 
and warranty terms purchased with your system. 

If you purchased, leased, or rented from a vendor other than Digital, contact your 
vendor for information regarding installation and warranty terms. 

Digital Services 
Digital provides a wide range of maintenance programs to meet your service 
needs, from complete Digital support to complete self-maintenance. 

On-Site Service 
For quality maintenance performed at your site, you can choose from DECservice, 
Basic Service Agreements, or Time and Materials Service. 

Carry-In Service 
This is "return-to" maintenance at a considerable savings over on-site service. 

DECmailer 
If you perform your own maintenance, you should use our fast-turnaround, 
module-and-subassembly repair service, called DECmailer. 

For more information on any of Digital's maintenance services, call the Digital 
Field Service information number in your area during normal business hours. 

U.S.A (800)554-3333 Italy (02)617961 
Australia (02)41 25555 Japan (03)9897161 
Austria (222)6776410 New Zealand (09)595914 
Belgium (02)2425095 Norway (2)160290 
Canada (800) 267-5251 Portugal (1)725402 
Denmark (2)889666 Spain (1)7331900 
Finland (0)423511 Sweden (08)7338000 
France (6)0778292 Switzerland (01)8169111 
Holland (30)640293 United Kingdom (734)868711 
Ireland (1) 308433 West Germany (089)95910 

Training 
Digital offers hardware maintenance courses at 17 worldwide training centers or 
your own facilities. 

Spare Parts 
If you perform your own maintenance, Digital Customer Spares provides spares 
inventory planning, maintenance test equipment and documentation, and 
emergency spare parts. 
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