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PREFACE

These notes have evolved as a result of teaching a one-week

course entitled Principles of Time Sharing. This course is

designed to introduce IBM Marketing people to the fundamentals
of terminal oriented computing and to acquaint them with the
support offered by IBM in this area. Much of the value of the
course is derived from the actual hands-on terminal sessions
during the class. These notes are intended to document the
classroom lectures and provide background for analysis and
evaluation of the terminal sessions.

It is said that in the course of a lifetime one should plant a
tree, sire a child, and write a book. The authors have accom-
plished the first two of these life goals and now submit this

monograph in partial fulfillment of the third.
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I.

What is '"time-sharing'"?

A.

Introduction

1.  The term 'time-sharing' was introduced in 1959 in a paper
delivered by a British mathematician, Christopher Strachey.
Almost at the same time, Professor John McCarthy, then of
MIT, produced independently an unpublished paper on the same
subject. In the intervening years, much discussion, development,
publicity, time, and money have been devoted to ''time-sharing. "
The term has been applied broadly to include any system where
components are used in an interleaved manner. The term has
also been applied in a narrower sense to mean specific imple-
mentations of interactive data processing systems. As a result,
"time-sharing' has no universally accepted definition. Today
there are many and varied definitions in the data processing
industry. Like much of the jargon in our marketplace, ''time-
sharing' has been overused and misunderstood. It is frequently
equated to multiprogramming, or to remote job entry, or to
""on-line'" systems, or even to ''real-time' systems. InIBM
particularly, ''time-sharing'' has meant TSS - the S/360 Model 67
hardware and software system. It is important to recognize
that there is no rigorous and widely accepted definition of
""time-sharing.' When you hear or speak of '"time-sharing',
remember the scornful but dangerous counsel of Humpty Dumpty
who said, "When I use a word, it means just what I choose it to
mean - neither more nor less. "

2. Time-sharing in the literal sense of the term refers to the allocation
of computer resources in a time dependent manner to the several
programs simultaneously core resident. In this general context
time-sharing is merely synonymous with multiprogramming. It
represents an attempt to maximize utilization of the collective
resources of a computing system. It was this concept of time-
sharing that was presented by Christopher Strachey at UNESCO's
International Conference on Information Processing in 1959.

Note that in this use of the term, ''time-sharing' is not concerned,
at least not directly, with what an individual computer user wants
to do.

3. In the late 1950's there existed a number of people with certain
computing requirements - requirements that were not being met
satisfactorily by the existing batch systems. For the most part
these people were located in the M, I, T, - Lincoln Laboratory
complex and the SAGE related activity at the RAND Corporation
and System Development Corporation. Their concern was the
efficiency of persons trying to use a computer facility. Their
objective was to provide a man-computer relationship to enhance
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3. Characteristics of traditional batch system:

a.

= oo

Thruput has been the major consideration in the develop-
ment of the local or on-site batch system.
The jobs to be run are accumulated in batches.

The system depends on the queue of jobs to keep the system

busy.

The user is divorced from direct contact with the
computer. He may even be divorced from the program
where professional programmers operate in a ''closed
shop'" environment.

Turnaround time is a problem in the batch system.
Directly coupled systems such as ASP were developed
to reduce turnaround time.

Simple errors cause frustrating re-runs and the delay
of turnaround adds greatly to total problem solution time.
'""Local" batch system jobs are submitted physically to
computer center.

4, Characteristics of remote batch:

Communication facilities are used in lieu of submitting
jobs physically to the computer center.

Jobs are submitted on-line into the normal batch
processing mode.

Response is a function of the design of the host batch
system. Job scheduling can be handled in a number

of ways. With priority scheduling, remote jobs can
be integrated into the local batch queue on an automatic
basis. On the other hand, a separate queue may be
used to accumulate remote jobs. The operator would
have to intervene to switch to this alternate input job
stream.

Remote batch processing does not necessarily mean
that results will be returned to the input station. Re-
mote job entry (RJE) does not imply remote job output
(RJO).

Keydriven devices such as Teletype, 1050, and 2740/41
lend themselves to low speed remote job entry, but
are too slow for output listings and dumps, etc.

Higher speed devices such as the 2780 Data Trans-
mission Terminal provide both job input and output to
the remote station over communication facilities.
So-called "intelligent'' terminals, i.e. the 1130,
Model 20, and other models of System/360 have the
speed, storage, and logic of stored programming

to enhance the input/output station capability. Pre-
editing, formatting, and data compaction are functions
possible with "intelligent'' terminal stations.
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€.

More flexibility and capability from the terminal will ‘
be necessary to provide access to the on-line integrated

information systems required in the years ahead. The

time-sharing mode of operation can meet this require-

ment of Management Information Systems.

""Time-sharing'' is much more than just providing a

better slide rule for the engineer.

3. '"Time-sharing'" is not a meaningful term:

a,

There is much more to time-sharing than just the
sharing of CPU time. Time-sharing involves sharing
resources of the entire hardware-software system.
Space-sharing is required in main core storage and

in direct access auxiliary storage. Storage allocation
is an important consideration in a time-sharing system.
Program sharing is a capability that makes time-
sharing particularly valuable and operationally efficient.
A program can be shared '""externally'" from a program
library when the '"owner' makes the program available
to other users. Each user granted access can have his
own copy to use or modify.

System programs, compilers for instance, can be
shared "internally' when the code is designed as
serially re-usuable or re-entrant. Each user executes
the same '"public'' copy of read-only code.

Data sharing is very much like program sharing, and
is a facility of great value in a time-sharing system.
Security controls, as in program sharing, permit
limited or unlimited access to read or change datasets.

4. '"Time-sharing' is not a specific system:

a.

b,

C.

€.

The IBM System /360 Model 67 Time Sharing System
is only one specific ""time-sharing'' system.

RAX, CPS, APL, CALL/360: BASIC, QUIKTRAN,
CP67/CMS, ATS, and TSS are all IBM ''time-sharing"
systems.

No one specific system will satisfy the needs of all
our customers.

"Time-sharing' can be provided by a customer
house'' system or he can buy service from a vendor
of "time-sharing."

Purchasing of '"time-sharing'' service provides
capability with a minimum investment by the user.

Hin_
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5. Classification of '"time-sharing' systems

a. Time-sharing systems can be categorized by
several attributes:

1) Function provided to the user

2) Implementation technique

3) Environment

b. General purpose as opposed to special purpose or
limited function systems.

1) The definition of '"time-sharing' given earlier
listed the following user functions:

a) Solve a problem
b) Create a program
c) Get information from a system

2) A general purpose system would permit the
terminal user to perform any of the above
functions.

3) A special purpose system might be limited to one
of the above functions. Airline Reservations, for
for example, can be considered a special purpose
""time-sharing'' system because the terminal user
is limited to data entry or retrieval.

4) Generality in a '"time-sharing' system is
determined to some extent by the number of
programming languages available, size of
programs and file space available. Certainly
a system that provides only one language is
limited.

5) Note that some people consider 'time-sharing"
as general purpose if batch processing takes
place concurrently.

c. Classification by implementation techniques

1) A "time-sharing' systems may use a traditional
batch compiler that produces object code from source
language entered at the terminal. RAX and Call/360:
BASIC are examples of such systems.

2) Interpretive systems or incremental compilers
provide another type of implementation for ''time-
sharing' systems. QUIKTRAN, CPS, and APL
are examples of interpretive systems.

3) Virtual memory systems employ special hardware
for dynamic address translation and paging. TSS
and CP67 may be classified as such. Note that 1)
and 2) are concerned with a compiler technique
while 3) is a method of memory management. The
compilers used in virtual memory systems are
essentially batch compiler types but there is no
reason why an interpretive system could not be
incorporated into a virtual memory system.
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1.

Why is "'time-sharing'?

A. What motivates the growing desire to use computers interactively?

B.

1.

The frustration with delays involved in the batch

processing mode have generated a desire for a
more responsive and accessible mode of operation.

The shortage of trained and talented people make
it imperative that the available resources be used
to the best advantage.

The growth and diversification of computer usage
demands a man-computer relationship that enhances
man's problem solving ability.

Time-sharing offers the opportunity to improve performance in what
is currently being done with computers.

10

Interaction in program development has proven
very effective.

Elapsed time for program development has been
reduced and consequently lowered the total cost
of development.

Better utilization of a limited resource - qualified
people.

A time-sharing approach permits auser toconcentrateon a

single job without fill-ins or additional programming tasks because
of ""wait'" periods. Immediate turnaround eliminates

need for secondary tasks.

Management of programming development is
simplified where ''time-sharing'' permits continuous,
dedicated effort to a single problem solution.

There are an estimated 100, 000 trained programmers
active at the present time. Another 50, 000 to 75, 000
are probably needed. Every programmer is a potential
""time-sharing'' user for program creation,

Interactive development, debugging, and execution can
reduce some of the erroneous output and unnecessary

listings and voluminous dumps that frequent the batch
processing mode.
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C.

D.

If the user can interact, as the solution unfolds,
unproductive runs can be eliminated, exception
coding can be reduced simplifying program logic,
and the printing of repetitive listings, dumps,
and results can be avoided.

"Time-sharing'' extends the range of computer usage to the problems
""too small' for traditional computer methods.

1.

Small jobs presently done by slide rule, desk
calculator, ''seat of the pants, ' or not done at
all because of impracticality in batch mode are
made practical in '"time-sharing mode."

The experience of the Ford Motor Company with 16, 000
small jobs, cited in EDP Analyzer, showed that the
median user was on the terminal for 10 minutes.

In the university environment, student problem
solving can be best handled in the time-sharing
mode. There are nearly three million students
in the schools and universities of the United States.

"Time-sharing''extends the range of computer usage to the problems
""too complex' for traditional computer methods.

1.

3.

There is a whole span of problems that probably
cannot be solved except by a highly interactive man-

machine environment.

In problem solving, man excels in setting goals,
in laying down guide lines, choosing approaches,
following intuition, exercising judgement, and
evaluating results. These aspects are heuristic,
meaning that they lead toward or facilitate in-
vention or discovery.

The great value of computers lie in their ability
to execute very rapidly and very accurately, pro-
cedures that have been defined explicitly and in
detail. These procedures are called algorithms.

In batch mode processing, the heuristic contributions
are supplied by the user before the program gets into
the computer. The heuristic contribution then ceases
abruptly, and the execution of the algorithm begins.
This separation of the two aspects is a serious handicap
to the solution of the problems that face our customers
in the frontiers of computing.

IBM Internal Use Only
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E. "Time-sharing" extends the range of computer usage by making the
computer more accessible to other professionals.

1

In addition to the 800, 000 to 1, 000, 000 scientists and
engineers at work in the United States, other non-
programmer professionals are potential users of
"time-sharing" systems.

Financial institutions are particularly active in
using and providing "time-sharing" service to their
customers. Investment analysis is the salient
application area.

Statisticians, actuaries, market-forecasters, and
analysts of every kind have need of the immediate
problem solving made possible by "time-sharing. "

Doctors, lawyers, accountants, brokers, credit
managers, real estate people, and legislators have
need of "data bank" access that "time-sharing"

can provide.

Authors, educators, and technical writers have
found text processing at the terminal to be an ex-
cellent tool to facilitate text-book and manual pre-
paration.

Application oriented languages are vital in extending
computer usage to non-computer professionals.
Conversational programs like COGO, STRESS, GPSS,
ECAP, PMS, STATPAK, MPS (LP), AND GIS will
pave the way for other professionals to avail them-
selves of computing or processing utility.

Professional users who are not programmers and

have no intention of becoming such are often motivated
or stimulated by "time-sharing" to incorporate additions
or modifications to packages or even write processors
of their own.

F. Expertise with attendant publicity, salesmanship, and financial support
have contributed significantly to "time-sharing" evolvement.

1.

Acknowledged centers of computer technology have
been leaders in the development of "time-sharing”
systems. Our leading universities and the so-called
"think tanks" have contributed the expertise in the

early and continuing evolvement of " time-sharing. "
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13,

14,

The batch compiler produces object code. Program
execution is direct without loss of speed. Given an
assignment statement:

Y=A+B

The possible symbolic code is as follows:

LD 8,A
AD 8,B
STD 8,Y

The CALL/360: BASIC system is a compile-type

time-sharing system. However, the compiler was
specifically designed for the time-sharing environ-
ment., It may or may not reside ""in-core' depending

on the instantaneous load on the system.

D, Interpretive Time-Sharing Implementation:

1.

One method of achieving a high degree of con-
versationality in a time-sharing system, is to
employ an interpretive system for program creation
and execution.

In the interpretive system, the source language is
converted to an internal tabular form instead of
being compiled to object code. The internal tabular
form must then be "interpreted' to be executed.
Each statement or line of the source language is
handled individually as entered. The program is
compiled incrementally into the internal tabular
form a statement at a time. Hence, the term
"incremental compiler' is inherent to an inter-
pretive system,

This mode of operation provides interaction on a
line-by-line basis. The user will know immediately
that a statement has been rejected or accepted since
each statement is compiled individually.

The internal form is generally a chained list structure.
Each statement represents an element in the chain.
The statements are chained together in statement
number order. Since each statement points to the

next one in the chain, variable length elements and
changes to elements are accommodated easily.
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A + B is Infix notation whereas
AB + is one form of Polish notation

In Polish notation, if the operator lies to the right of its
operand pair, then the form is called reverse or suffix
Polish. However, sometimes a form of Polish called
prefix Polish is used, in which case the operator is placedto
the left of the operand pair that it binds; e. g.:

+ AB

Here are some examples of infix notation paired with the
corresponding reverse Polish form:

Infix Polish
A+B-C AB + C -
A+BxC ABC x +
Z=A+B Z AB+ =
Z=AxB+C ZABxC+-=
Z=(A+B)xC ZAB+Cx-=

The advantage of Polish notation over the more familiar

infix notation lies in the fact that the order of the operators

in the Polish string reflects the order in which these operators
are to be executed. Consequently, in an interpretive mode of
program execution only a single scan is needed to convert the
Polish string into executable object code.

Operands, when encountered in the scan, are placed in a
push down stack. When an operator is met, the two top most
operands are accessed from the stack and combined with the
operator. The temporary operand representing the result

of the operation relative to the accessed operands is then
placed back in the stack and the scan continues as before.

Polish notation was developed by the Polish mathematician

J. Lukasewicz as a '"'normal form' for the representation of
formulae in logic. The notation permits an unambiguous
sequential specification of the order of evaluation of logical

and arithmetic expressions without requiring the use of
parentheses. For this reason it has been found useful as a
normal form for computer oriented mathematical languages.

The work by the above named mathematician was done in the
1920s in Warsaw on a broken typewriter, andtherebyhangsatale.

CPS uses reverse Polish notation to represent the PL/I statement
in the "L string.
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8.

Converting from Infix to Polish Form

a.

The order of operands remains the same in both source and target
string. A push down stack is used to permute the operators so that
they occur in the target (Polish) string in the order in which they
are to be used. This order reflects the precedence hierarchy
given below.

low precedence ( when in the stack
to + -
*
high precedence ( when outside the stack

The rules for manipulating the stack are as follows:

1.

Source operands bypass the pushdown stack and enter the target
string directly.

If an operator in the source string has greater precedence than the
operator at the top of the stack, then enter the operator into the stack;
otherwise, remove the operator currently at the top of the stack, move
it to the target string and repeat this test.

A left parenthesis always enters the stack and is assigned lowest
precedence.

A right parenthesis always forces operators from the stack until
a left parenthesis is encountered.

The attached page contains an example which shows the intermediate
steps in forming a Polish string.

Converting from Polish Form to Object Code

a. Rules

An operand, when encountered in the scan of the Polish string is
entered into a pushdown stack.

When an operator is met, the two topmost operands are accessed
from the stack.

Object code with a temporary operand is outputted.

The temporary operand is placed in the stack.

Conversion of a Polish string to object code is illustrated on a
following page. IBM Internai
26



10. Summary

a. The order of operators in a Polish string reflects the order in which
these operations are to be executed. It is for this reason that the
original infix form of the arithmetic statement is converted to Polish
notation for the L string.

b. This conversion from infix to Polish form is done only once, namely
by the incremental compiler at the time the L string is formed.

c. The subsequent scan of the Polish string to produce object code is
done each time the originalarithmetic statement is to be executed.

However, this scan is relatively fast because of the ordering of the
operators within the string.
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13.

14,

15.

16.

17.

18.

It is relatively easy to relocate a program when it is initially
loaded before execution begins. It is another matter to relocate
a program that has been partially executed during a previous
time slice. Consider the program that came to time-slice-end
when a base register had just been loaded. If this program is
saved and properly re-loaded to the same storage locations,

the program can be re-started without problem. However, to
move this program to another partition or set of locations
introduces some real complications---in base addressing, adcon
resolution, etc. Dynamic relocation generally requires some
hardware assist such as a relocation register to adjust addresses
by the relocation constant. Itis possible to relocate dynamically
by programming if the user programs adhere to very strict,
perhaps intolerable, programming conventions.

In the single-partition swap, all programs are loaded into the

same starting locations. Hence, dynamic relocation is not necessary.
Dynamic relocation is alsonotnecessary inthe multiple-partition swap
if the programs are always rolled in to the same partition on each
time slice. Interpretive-type systems using list structures can be
easily relocated to different swapping partitions since address-
dependent information is either relative or nonexistent.

The problem of '""Who's minding the store? ' extends to auxiliary
storage also. Space for swapping, program libraries, scratch-work
areas, check point, and data file areas must be allocated on the direct-
access storage units of the time-sharing system.

Rolling out a program is essentially a check point operation. Certain
status information must be saved and written out with the program.
Contents of the general registers, floating-point registers, PSWs, etc.,
are obviously required for the next time-slice. The simplest approach

is to allocate enough direct-access storage for each user to accommodate

the saved status information plus the entire swapping partition.

RAX uses this straightforward approach in rolling out its single swap
partition. A 2311 cylinder is used for each user-swap area. A simple
count of available cylinders is incremented and decremented as user
programs are rolled in and rolled out.

APL uses a sophisticated extension of the above approach in swapping
a '"'work space.'" Only that portion of the ''work space'' that is occupied

is actually written to disk, thereby reducing I/O time and space required

on the disk. The swapped areas are no longer fixed-size blocks. Thus,
allocation and management of auxiliary storage space becomes more
complex as variable length blocks are accommodated.
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19.

It should be noted that the complete program is rolled out at the end of
time slice and rolled in before the next time slice is started. No matter
how much of the code is actually executed during a time slice, all of

it is written out and subsequently read in. Obviously, a great deal of
code, especially exception routines, is repeatedly moved in and out but
never executed. This characteristic of swapping contributes to the over-
head and degrades performance. Time-sharing architects developed
new techniques in second generation systems to eliminate or reduce the
swapping of unnecessary code. Paging or page-turning is a refined
storage management technique intended to improve program swapping
time. Programs are developed in fixed-size blocks called pages. Only
those pages actually required or demanded are placed in core storage
during a time slice. At time-slice end only changed pages need be
written to auxiliary storage device. The subject of paging and virtual
memory is treated in a following section.

G. Paging--An Advanced Storage Management Technique

1.

In a multiprogramming environment a job step generally is constrained

to execute in a contiguous area of core storage. This area of core may

be static and hence used sequentially by a succession of jobs. On the
other hand, an area may be dynamic in that its fences come down after
completion of the job step in order to release the core used. The static
area of core is called a partition and is representative of multiprogramming
under DOS or OS-MFT. In contrast, the region concept of OS-MVT rep-
resents a more general approach to storage management. A job step is
allowed to specify its core requirement on a control card. The operating
system will then attempt to satisfy this request from its pool of unassigned
core. However, in both the partition and region approach, all core re-
quests made by the job step during execution must be satisfied from the
partition or region. Both region and partition, to repeat, represent
contiguous areas of core storage.

When a time-sharing subsystem uses an existing operating system which
handles the multiprogramming by either a partition or region approach,
the time-sharing tasks roll out from and roll back into an assigned par-
tition or region. Furthermore, a module of code which is rolled out of
some core area prior to completion of execution must be rolled back into
its original core locations. This is the essence of static relocation. In
contrast, dynamic relocation implies the freedom of the system to move
code which has not completed execution to another set of core locations
before allowing execution to resume., To do this without restriction,
extra hardware is required.
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Consider the following example:

loc

100
104
108

Instruction

L 15, X' 108
BALR 14, 15
DC A (700)

This program loads register 15 with the address constant 700 at location

108 and then branches to location 700 within the program.

is moved unaltered elsewhere we have, say:

loc

1500
1504
1508

Instruction

L 15, X' 108
BALR 14, 15
DC A(700)

If this code

In order for the relocated program to execute properly, the instruction
at location 1500 must generate address 1508 and the instruction at 1504

must cause a branch to location 2100 to take place.
plished by introducing a single hardware register.

This can be accom-
The content of this

relocation register is added to core addresses generated during instruc-
tion executions. It is these relocated core addresses that are sent to the
address register. In our example the relocation register should con- ‘
tain, obviously, 1400.

It has long been thought that to support a large general purpose time-
sharing system, a less restrictive method of managing core is necessary.
Partitioned core, together with the absence of a dynamic relocation

facility, imposes many system constraints.

In the following allocation

scheme real core is divided into standard-size units called blocks, whose
size depends upon system architecture and software design considerations.
occupy several core blocks. These need not be
contiguous. Any available blocks may be assigned to a program. More-
over, if a core block is assigned to a section of a program, it is only
because that section is actually referenced during program execution.

This program section to which a block can be assigned is called a page.

A given program can

Page size and block size are the same.

A page is referenced by execu-

tion of an RX, RS, or SS type instruction or by the instruction address in
the PSW. If the referenced page already has a core block assigned, in-

struction execution continues to completion.

Otherwise an interrupt

occurs, and the supervisor assigns a core block to the offending page
Note that no unreferenced page can have a core

within the program.
block assigned to it.
program will take up

Consequently, only the active portions of a
core.
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With this introduction let us take another tack. Often a programmer is
forced to code an application in two phases. In phase one he constructs
an algorithm to implement the application. In phase two he faces up to
the fact that there is not sufficient core to execute his algorithm. That
is to say, the programmer structures the application as an overlay
module. Inasmuch as phase two coding is concerned with implementing
a strategy to execute the algorithm, it is evidently desirable to relieve
the programmer of this burden and place it on the system.

This was first done on the ATLAS machine produced in 1961 by Ferranti
Ltd. in England. In this machine a program was spread out over core
and drum. During execution the program, of course, referenced code
not yet in core, hence an interrupt occurred. The page containing the
referenced item was assigned a block of core by the supervisor, and the
contents of that page was read from the drum into the newly assigned
block. When I/O was complete, the program was again given control,
and the instruction that caused the interrupt was re-executed. All of this
was entirely transparent to the programmer. He merely assumes that
he always has as much core as he needs for his application and hence
can dispense with creation of an overlay program structure.

The key to implementing such a scheme is recognition that a core
address represents two things: First, it represents the unique name

of some data item; and secondly, it also represents the core location of
the said item. The thought occurs of splitting apart these attributes.
Let what is ordinarily the address now represent only the name of the
data. Using this name as an argument, do a table look-up to determine
the location of the data. Thus, we now have the concept of a set of
names whose range is dependent only on the addressing capability of the
hardware. In contrast, the set of core locations has a range determined
by the amount of core possessed by the system. Inasmuch as System/360
works with a 24 bit effective address, names can range from 0 to
2°7-1=16 million, whereas core locations range from 0 to typically
512K or 1M, depending upon how much core the machine possesses.

The programmer codes within this name space of 16 million bytes and
so can dispense with overlays. The memory corresponding to these
names is nonexistent. This conceptual memory within which the
programmer works is called a virtual memory. Only its addresses are
real. These addresses are generated in the usual fashion by adding a
12-bit displacement to the contents of the base register. However, this
virtual memory address provides an argument for a table look-up to
determine the corresponding real core address, if any. If the transla-
tion (look-up) process indicates that the referenced item is not in core,
an interrupt occurs. The supervisor assigns a core block to the virtual
memory page containing the referenced item. Then an I/O operation is
initiated to read the page contents (on drum or disk) into the assigned
core block. One can think of a typical translation table entry as
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4. LOADED VIRTUAL MEMORY— THREE
' CORE BLOCKS
ASSIGNED ®

IBM Internal Use Only

42
















? ———aJd

(:: (:: (:: (:: (:: (:: (:: (:: == (== &=¥ (::

>



5(

4(

%

J

%

&l

& 'l

"ok

"%

(
I
& (
o
(
%

II@*
"% ! #
P
"% 1)

9P(
?&
" $ll
!
P
'&
&
%

( &
%
(
&' !
D(
& !
& & % 1
'l
& $" "
% ! %
% 1
!
%
% | + %
l! ,
(
‘o | (
V)
AP 111 1
I < '
' "% (&
!
&
& P
&"#$$ A2
D! &
% | !
!
|
I J
L
P ! &
( (

57



58






2!

&?

n@*

%
%

?7&

Jry(

I(












& :
(
& DO
! (
!
& !
o 6 & &
( D (
- & - ? &
1 ( %
DO & %
!
5! &
- & - &?
& 1 )
( !
$ [ (!
$ "&: DE )
1 % ' n
( P&
! 1
! DO
?2& % '
& 14
41 " ‘(
( & - & - &?
&
P& ! (
! (
& ' &
! ( - -
& P &
% D D
S ( &
] 1 !
& ! )
DE
&:! DO

&)












$
A2 $

9!

&!

0!

@
0AB( $
A2

D!

DO'!

41



Extended PSW

Power on brings up the Model 67 in Model 65 mode. In 65 mode
the system runs with a standard PSW controlling the CPU. The
change to 67 mode is made under program control. In this mode,
the CPU runs under control of an extended PSW, This PSW has a
completely different format from the standard PSW used by all
other System/360 models. In particular, the instruction counter
is 32 "bits long. There is a bit to indicate whether the Dynamic
Address Translation Unit is to be active or not. Fields in the
standard PSW set at time of interrupt have been relegated to
fixed locations in the prefix storage area of the CPU. A bit

in one of sixteen special hardware registers governs the mode

of operation of the system. 'Extended PSW mode' is a term used
to indicate that the Model 67 is executing as a Model 67, not as a
Model 65,

Multi-Paths Between Devices and Memory

Access to a device from more than one control unit is accom-
plished by tape and disk switches. Access to a device through
one aof several channels is accomplished by control unit switches.

Each channel in the duplex system is attached to the system via
a Channel Controller Unit (CCU). Channel addressing is defined
by the CCU to which a given channel is attached.

Channel addresses 0 -6, for example, can be assigned to either
CCU when the system is operating in the extended PSW mode,.

Floating Address Switches

The position of a rotary switch gives the corresponding memory
box a particular 256K range of addresses. When a memory box
is undergoing maintenance, these switches are set to reflect the
reduced address range starting from zero. When the system is
partitioned, then the address switches are set to provide two
address ranges both starting at zero,

Configuration Unit Control Panel

This panel contains the following:

l)_ The floating address switches

2). A separate rotary switch operative when the system is running
in the standard PSW mode. There is one such switch for each
CPU, used to assign to that CPU either one of two Channel
Controller Units.

3). Status switches to indicate the partitioned status of system
units, The settings of these switches can be accessed by a
CPU for sensing under program control . The status switches

also serve to é:ﬁa nggxf*%(:tivﬁs mbnly
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D.

The Multiprocessor 65 System ‘

1.

The Multiprocessor Model 65 fulfills all the requirements of

a true multi-processing system. Although this system is less
elaborate than a fully duplexed Model 67, nevertheless it offers
the features one expects of a multi-processor.

a. Availability arising from a redundancy of components
together with error detection and correction capability.

b. Pooling capabilities ensure:

1), Better resource management through a single
supervisor and job queue

2). Load leveling.

3). Common program library.

4). Shared I/O and main storage

c. Increased CPU power
d. Configuration flexibility through the ability to partition

The configuration of an M65 multi-processor is symmetric as
shown by the accompanying diagram. Each channel in the system .
is wedded to a particular CPU. In contrast, the Model 67 Channel
Controllers allow any channel to float from CPU to CPU as needed.

Inter-CPU communication is used in three different ways
a. Task Management under OS-MVT uses this facility to:

1. Insure that the two highest priority ready tasks are
being serviced.

2. Abend a subtask executing in one CPU when the mother
task terminates abnormally in the other.

3. Exit to a special processing routine when the interrupt is
detected by one CPU and the task is being executed by the other.

b. Alternate Path I/O Control also uses ''shoulder tapping' when
a path to some device from one CPU is active or unavailable.
The supervisor Input-Output System (IOS) can request that
the other CPU perform the I/O operation. This function of
inter-CPU communication overcomes the inability of any
channel to float from CPU to CPU.
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c. Machine or channel malfunction control is entered when
the malfunction alert signal from a failing CPU triggers an '
external interrupt in the other CPU.

Recovery Management Support provides the software needed to im-
plement the ''fail soft" capability embodied in the hardware.

a. The Machine Check Handler allows recovery from many
CPU or main storage failures by retrying the failing
operation, correcting invalid data, or terminating the
failing job.

b. The Channel Check Handler provides recovery from many
intermittent channel malfunctions.

Direct Address Relocation

a. The MP65 system uses two Permanent Storage Areas (PSA s).
One occupies the area encompassing addresses 0 through 4095
and the other lies in the uppermost 4K bytes of core storage.

b. There is a toggle switch for each CPU on the Configuration
Control Panel. The setting of the switch controls whether
the corresponding CPU prefixes or not. The non-prefixing
CPU owns the PSA in low core. '

c. The CPU which undergoes prefixing owns the high core PSA,
Prefixing implies reverse prefixing as explained below. When
the prefixing CPU generates an address in the range 0 to 4095,
hardware monitoring detects that the high order twelve bits
are zero. This address is mapped into a corresponding
address in the high PSA, Thus the prefixing CPU reterences
its own ''low core'' area. On the other hand when the prefixing
CPU generates an address in the range spanned by the uppermost
4K bytes of core storage in the system, reverse prefixing occurs.
This address is mapped by hardware onto a corresponding one
in the true low core area of the system. In this way a prefix-
ing CPU can access the PSA of the alternate CPU.
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V. Design of a Virtual Memory Based Programming System

A.o

Intr oduction:

].o

Is the design of an operating system which controls many
users, each with their own virtual memory, like that of a
conventional system? Or is the design fundamentally
different? The answer lies below,

In a conventional system, core storage is divided into two
parts, each representing a separate level of control. Level
one provides a supervisor containing interrupt handling
routines, Input-Output Subsystem (IOS), task management
services and so forth. In level two, there resides at
execution time user written programs, language processors,
or utility routines. Control passes from level two to level
one by means of an interrupt.

The interruption is a request by the program in level two

for service on the part of the supervisor in level one. Even

in a multi-programming environment the design of the operating
system is still two level in nature, The overall user area

may contain more than one program competing for use of the
CPU. Nevertheless, when any given program is executing, the
supervisor in level one is the sole support for that program.

It therefore provides all the requisite services needed to
maintain any program executing in level two,

A virtual memory based programming system, like Caesar's
Gaul, is divided into three parts. That is to say, it is a
tripartite structure in contrast to a conventional system which
is two level only.

Contemplation of the Trinity

1.

Intr oduction:

a. In a virtual memory based programming system, there
are two storage areas to be considered -- core storage
and the virtual memory belonging to some user of the
system., Core storage is divided into standard size units
called core blocks., Each user virtual memory is divided
into units called pages.
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Within core storage some core blocks are permanently

assigned to the system supervisor. This supervisor

constitutes level one in the tripartite structure. 'L'he .
remaining core blocks represent a resuurce ot core

storage available for allocation to the multi-users of

the system or even to.the supervisor itself. Typically

a core block is assigned to some user as tne result of

a paging demand. Occasionally the supervisor requires

a block to fashion temporary control blocks.

Each user's virtual memory is divided into two basic

areas, each constituting another level of control within

the overall programming system. Level two contains a
control program designed to provide the usual program
support services. Level three contains user written
programs, language processors, and utilities. Note

that each virtual memory presents to its user the ap-
pearance of a conventional (two level) programming system.
Indeed, control passes from level three (the user area invir-
tual memory) to level two (the control program within virtual
memory) by means of an interrupt - a virtual interrupt.

The extended PSW contains a bit to control the supervisor/
problem state and a separate bit to control the non-relocated

(D. A. T. unit inactive)/relocated mode of operation. In

the two IBM programming systems which exploit Model 67 .
technology, level one is assigned the supervisor state and
non-relocated mode of operation. Levels two and three are
assigned the problem state and relocated mode. This choice

is purely one of software design.

2. Levels One and Two Compared

a.

C.

The overall programming system contains two control
programs, There is a system oriented supervisor resident
in core storage. In addition, there is a task oriented
supervisor resident in each user's virtual memory. In
what ways are these alike or different?

Level One Characteristics ILLevel Two Characteristics

one per system . one per user
supervisor state . problem state
non-relocated mode . relocated mode
not time sliced . time sliced
permanently core resident . pageable

All characteristics listed above for level two ‘
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hold as well for level three. But the control pro-

gram in level two must be given a degree of privilege ‘
denied to level three. Since both levels run in the
problem state, this ''privilege' must be implemented by
software. The method used depends upon the particular
programming system in question. In any case, only
modules executing in level two are privileged to make
certain service requests to the system supervisor in
level one. Such requests are monitored by level one

to ascertain that they were issued from level two within
the virtual system.

Level One Functions

1. Field, analyze, queue hardware interrupts.
2. Process system oriented interrupts
paging-in
paging-out
1/0O requests
3. Operate the system recovery nucleus and inter-CPU
communication routine.

Level Two Functions

All functions not specifically undertaken by the level one .
supervisor default to the virtual system.

Interrupt Handling Examples

a.

Floating Point Overflow

This program interrupt is recognized by level one as germane
to the originating task only. Therefore, the interrupt is re-
flected back to the task as a virtual program interrupt. Level
one merely fields the hardware interrupt and queues it on the
task for processing within the virtual system.

Timer Interrupt

If the interrupt results from a time slice end for some task,
processing is handled completely within level one. Unchanged
core blocks are made available immediately and changed
blocks are queued for writing to auxiliary storage. Upon
receipt of the subsequent I/O interrupt, these latter blocks
are also made availableas a system resource.

On the other hand, if the interrupt represents a user timer ‘
interrupt, then level one merely gives the relevant task a

pending virtual timer interrupt. All processing in this case

is done at a task (virtual system) level.
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I/O Interrupt From a User Device

A user read or write request emanates from an access
method within a task, but a Start I/O instruction executed

in level one implements the request. The subsequent

I/O interrupt is processed on two levels. The initial
processing of the I/O interrupt takes place in level one. The
remaining processing is handed over to the task as a pending
virtual I/0O interrupt.

4. The Virtual Interrupt

a.

When a hardware interrupt occurs, the current PSW is
stored as an old PSW and the corresponding new PSW is
made the current. This interrupt sequence is driven by

a micro-program resident in Read Only Storage. This
latter entity can be thought of as constituting a level zero in
support of level 1.

The new PSW contains the location of an entry point in level
one. Therefore, any hardware interrupt causes control to pass
initially to the system supervisor. The interrupt may possibly
be fully processed at this level. However, if level one deter-
mines that some or all processing is to take place in the
virtual system, then at this time the virtual system is given

a ""pending'" interrupt. That is to say, the control block
representing this processing is queued on the task as a future
interrupt of one of the types defined for the virtual system.

At the time of its dispatching, the task 'takes'' .one of its
pending interrupts. In this way, task oriented interrupts are
fielded by the system supervisor and reflected back to the
virtual system. All of this is transparent to the user. As
far as he is concerned, his control program has fielded an
interrupt originating from some point in his virtual memory.

The virtual interrupt procedure is completely software im-
plemented., KEach virtual memory contains a 'low core'' area
in which are stored both old and new virtual PSW's. These
need not agree in number and type with those associated with
the hardware of the real system. In addition, each task
possesses a current PSW. This is nothing more than the old
PSW stored by the real interrupt mechanism at the instant
the task last 'lost the CPU. "

Recall that a micro-program in level zero causes the real
PSW's in level one to be swapped when a CPU takes an in-
terrupt. By analogy, a routine in level one swaps the virtual
PSW's in level two when the corresponding task receives a
virtual interrupt.
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f. Each new virtual PSW contains the location of an entry

This routine is entered just after the task has been

selected by the scheduling algorithm to receive a CPU.

The routine checks the task for unmasked pending ‘
interrupts. If one or more exist, the highest priority

such interrupt is taken. The current PSW for the task

is stored as an old virtual PSW and the corresponding

new virtual PSW is made the current PSW.

point in the control program comprising level two of a
virtual system. When a task is dispatched, its current
PSWiis loaded into the hardware register of the machine.
If a task interrupt has been taken, then execution within
the virtual system commences at an entry point in the
level two control program. To the user, control has
passed to one of the defined entry poiants in an interrupt
driven control program in the lower portion of his virtual
memory.

C. The Virtual Machine Concept

1.

Introduction

a. The IBM Model 67 TSS provides each user with a virtual
memory containing a standard control program . At the time
of log-on, the newly defined task comes provided with trans-.
lation tables containing predefined entries to establish
addressability for this standard control program.

b. This control program can be modified by any user to
provide linkages to user written interrupt handling routines.
Such user written routines handle program interrupts caused
by arithmetic overflow and underflow conditions, user
written SVC's and user timer interrupts.

c. These linkages, needed to '"boost'' the task interrupt from
level two to level three, are inserted into the level two
control program by means of macro instructions. These
macros are issued by the user and represent a means of
tailoring the standard control program to suit his individual
needs.

The Virtual Machine

a. CP67 is another programming system based on the Model
67 technology. It was developed as an experimental system.
by the IBM Cambridge Scientific Center. It provides a
system supervisor resident in core storage and a separate .
virtual memory for each user of the system. However, at
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log-on time, the system sets up a virtual machine

for the user based on his user identification. The
virtual machine is a functional simulation of a real
computer and its associated I/O devices. It is
indistinguishable from a real system but is really

one that the level one supervisor is managing. This
supervisor allocates the resources of the real machine
to each virtual machine, in turn, for a short time slice.

b. Since virtual machines are simulated, their
configurations differ from each other and from real
machines. Regardless of the configurations, each
user controls his virtual machine from his terminal,
which is, effectively, his console key-board.

c. Virtual machines, in common with real machines, will
operate most efficiently under an operating system.
One user may choose to '"load" OS into his virtual
memory, whereas another may decide in favor of DOS,
In general, any system which does not contain either
time dependent code or self-modifying I/O sequences
can be used. In each such case, the user terminal
becomes the operator console for the system loaded.

d. Those users of the CP67 system who wish to engage in
conversational computing must "IPL'" CMS into their re-
spective virtual memories. This system, the Cambridge
Monitor System, like OS and DOS, is a stand-alone
system. In addition, it is terminal oriented, and con-
versational, designed to handle a single user at his
terminal.
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In interactive computing, i.e., 'time-sharing, ' the user or
problem-solver uses a key-driven terminal to communicate
directly with the system. Although the degree of interaction will
vary with the implementation technique, the user will engage in a
continuous dialogue with the system. Responses from the system
are predictable and may be on a line-by-line basis.

Remote batch in its simplest form allows submission of the normal
preplanned job deck to the batch processing system by communication
facilities. It eliminates the need to deliver the program physically
to the computing center.

Remote batch, again in simplest form, responds only at the com-
pletion of the processing requirements. It does not provide the
interactive environment of 'time-sharing.' Errors in the preplanned
job deck are eliminated by the normal repetitive runs inherent in
batch processing.

Whereas the response from a '"time-sharing'" system is predictable,
such is not the case with remote batch entry. The program is
entered as an entity and is run to completion. The turn-around
time or response is a function of the system loading, job priority,
and maybe the whim of the computer operator.

A low-speed job entry system where the user types input at a
keyboard may have some of the features of an interactive system.
Selective program modification allows an RJE user to change or

edit a data set previously submitted. The entire program is not
resubmitted when alterations are required. Line-by-line syntax
analysis can also be incorporated to make a RJE more conversational.

A sophisticated remote batch entry system can approach the
capability of a simple ''time-sharing'' system. The distinction
between the two types of terminal computing methods becomes less
clear as the features of low-speed batch input are increased. Ex-
amples of such features would be on-line program modification,
line-by-line syntax analysis, and ''desk calculator'' capability.

Design Considerations in Remote Batch Systems

1.

The response from a remote batch system (or job turn-around time)
depends upon system design. A complete remote batch computing
system allows remote job entry (RJE) and remote job output (RJO).

A limited system would allow RJE but require output--listings, dumps,
etc., to be delivered to remote locations. Low-speed terminals in
particular might be used for RJE but are too slow for output printing
loads. Selective printing is sometimes implemented to provide limited

RJO at the low speed, i.e., key-driven terminals.
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Remote batch systems generally employ the higher-speed terminals,
such as the IBM 2780 and IBM 1130, Model 20, Model 25, and up,

to provide both RJE and RJO. The user or problem-solver does

not use a key-driven device to deal directly with the system. His
job is just one of the batch of job decks to be submitted at the remote
terminal.

One approach to integrating remote batch processing into the central
processing system is simply a job collection method. Remote jobs

are accumulated into a special queue on direct access storage allocated
for this purpose. The system operator is advised as to the status of
the queue as jobs are entered. The jobs collected from the remote
terminal are processed when the system operator takes the necessary
steps to switch to this special queue. Scheduling of the remote jobs

is dependent upon operator intervention. Response or job turn-around
time may be highly variable and unpredictable.

Automatic merging of remote jobs into the batch stream provides
significant improvement over the job collection method. Using a
standard priority scheme for both remote and local batch jobs,

an integrated job queue is created. Remote jobs are not segregated
but are processed on the basis of individual job priority. The turn-
around time for remote jobs is equivalent to the on-site batch
performance.

Remotely submitted jobs are subject to the same fate as any job
submitted to the batch processing system. An error--trivial

or otherwise--will frequently flush the job out of the system. It

is desirable to eliminate such errors in any system. Remote batch
provides potential processing points to reduce errors in JCL and
source language programs.

If the remote station is an intelligent terminal, processing can be
incorporated at the remote location to detect errors in the input job
decks. Processing at the remote station can also be used for data
compaction, i.e., the elimination of blanks in the input job decks.
This technique permits efficient transmission where communication
costs are significant. Obviously, the central station has the additional
burden of converting the input back to the original job deck input.7

The remote batch processing of the central station can also incorporate
preprocessing to catch errors prior to entry into the "batch. "

Syntax analysis for JOB Control Language and programming languages
can be performed on each line as received at the central station. This
technique makes sense in low-speed batch entry where a user is
entering a job directly from a terminal keyboard. Format errors

are detected and indicated to the user who corrects them immediately.
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A desk calculator capability is also a likely feature when the user
types input at a low-~speed terminal. The user can enter arithmetic
expressions for immediate evaluation., The terminal is used as

a desk calculator in this mode of operation to perform one-time
arithmetic computations. A third feature that can be provided is a
message facility. Remote stations can send messages to the central
station operator and other remote station-users.

The size of the partition or region that supports the remote batch
system is a function of the number and variety of terminals and the
features provided. Obviously, syntax analysis, ''desk calculator' mode,
and other features require additional core storage over and above the
terminal I/O buffers and access method. The trade-off between

space required and function must be considered in the evaluation of
remote batch entry systems.
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VII.

Communications for Terminal Based Computing

A. Introduction

1. Terminal based computing encompasses both ''time-sharing', i.e.
interactive or conversational computing, ard non-interactive remote computing.
"Time-sharing'' generally involves the use of low-speed or key driven ter-
minals while remote computing spans the full spectrum of communications
capability from the low-speed to the highest speeds available. Hence,
Communications for Terminal Based Computing is a very broad subject

covering the full range of communications facilities. These notes are
provided as an introduction to the subject. They rely heavily on the def-
initions as given in the IBM Computer Description Manuals. The first
section deals with the definition of the key words used in the communications
aspect of terminal based computing.

2. What makes a terminal based computing system different from other
on-line systems ?

Terminal based computing systems are intended to give improved ser-
vice to the user~--manifested in immediate access, rapid response or minimum
turn-around time. A time-sharing system will have a specific number of
connections available to the users of the system. At any point in time, the
number of terminal users on the system is limited to the number of connections
or lines into the system. Some users or terminal locations may have dedi-
cated lines. They have guaranteed access into the system. Other users
must contend for the remaining lines or connections. Obviously, a small
number of connections cannot serve a large population of active users without
excessive delays. Continuous dialing with busy signals mean frustration and
this defeats the intent of time=-sharing systems.

Time=-sharing, particularly, is based on the concept of one terminal
per line. One access to the system is dedicated to one user when the
connection is made. Multi-drop connections are not consistent with this
philosophy. There should be no controlled sharing of the line via addressing
or polling. There should be no time out. The terminal must remain active.
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transmission speed of 600 bits per second or less', and medium speed
as '"usually data transmission speed between 600 bps and the limit of

a voice grade's facility''s (2} High speed transmission is not defined

in the Glossary.

Because there does not seem to be an industry standard of what is
meant by the terms low, medium and high speed when used in connection
with data transmission, the time-sharing system portion of the CDM
will use the term ''low speed' terminal and ""high speed' terminal in
the following manner.

a. Low speed terminals will be the class of all keyboard-
driven terminals. Other devices such as paper tape readers
and card readers may be attached to the keyboard-driven,
device, but if the terminal may be keyboard-driven, it will
classed as a low speed terminal. If the terminal is a
computer system or a group of components which do not
possess the property of being keyboard-driven, this
terminal will be called

b. a high speed terminal. Therefore, the two definitions

are user oriented rather than transinission speed oriented.

In a low speed environment, a user may elect to communi-

cate with a system via a keyboard whereas in a high speed
environment, the only method of communication the user

has are through devices such as tapes and card readers.

(When analyzing individual terminals, it will be found that

most keyboard-driven devices transmit at less than 300

BAUD, and most high speed terminals at more than 600 BAUD.)

co Remote/Local A local terminal is a terminal which

is connected directly to the computing system via its con-
control unit. A remote termiral is a terminal which is
connected to the computing system via communication lines.
The method of connection, and not the type of terminal denotes
the difference. For example, the IBM RAX System supports
local and remote IBM 1050 terminals, but only local

IBM 2260's.

d. Home Loop/Line Loop Operation A home loop operation
is one which involves only those input/output units associated
with the local terminal., When local terminal is in home loop
operations, it is said to be ''off-line''. A line loop operation
takes place over a communication line between the input

units at one terminal and the output units of another terminal.
In both of these modes of operations, the resources of the

central computer system are used.
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RAX program need only concern itself with processing
information from one terminal per line. It need not sort
out transmitted information, or direct information over

a single line to different terminals or stations on that line.
On the other hand, a multidrop system, such as the IBM
CCAP Message Switching System, must determine which
terminal on the line sent a message, and/or which terminal
on a line will receive a particular message. Most problem-
solving time-sharing systems of today have single-drop
capabilities only.

3. Modulation-Demodulation Techniques Modulation is the "process
by which some characteristic of an electrical wave is varied in accordance
with another wave or signal. "(1) In Data Processing, modulation is used
to make business machine signals compatible with communications facilities.
In a specific case, it is the conversion from digital signals to audio signals
for transmission over communication lines. Demodulation would then be
the conversion from audio signals from the communication lines to digital
signals for business machines. A data set is a device which performs
this modulation-demodulation and the control functions necessary to
provide compatibility between business machines and the communication
facilities. Another word used for this device is modem, which is the
contraction of modulator-demodulator.

4. Transmission Techniques

a. Asnychronous Transmission: In this type of transmission
each information character is individually synchronized and

is normally preceded by a Ma start signal, which serves to
prepare the receiving mechanism for the reception and regis-
tration of a character, and is followed by a stop signal, which
serves to bring the receiving mechanism to rest in preparation
for the reception of the next character.”

"Synchronizing each transmission independently permits
multipoint line operation, with each station sending with its
own bit and character phase. "

b. Synchronous: "having a constant time interval between

successive bits or characters. The term implies that all
equipment in a system is in step. n

1 Op. Cit.,, C20-1666-1, page 15.

IBM Internal Use Only

100



MODULATION TECHNIQUES

DIGITAL SIGNAL: |

CARRIER WAVE: /\/\/\/\/\/
@  AMPLITUDE

MODULATION: |

FREQUENCY SHIFT

MODULATION:

PHASE N\ N
MODULATION:

/ /
</ \ \\_ /

\ 180°  180° -180°
CHANGE CHANGE CHANGE
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Classes of Modems

Model Range Type Timing
100's Low Speed Serial Start-Stop
200's Medium Speed Serial Synchronous
300's High Speed Serial Synchronous
400's Low & Medium

Speed Parallel -
500's High Speed Parallel -
600's Voice Band Analog -
700's Wide Band Analog -
800's Auto-Dial Units

Western Union model numbers are usually four digits but the
first signifies range just as numbers shown above.

Rates for Modems

103 $25/Month

201 2400B $70/Month

202 1200B $40/Month

301 40. 8KB $250/Month

401A TRANS 20 Char. /Sec. $5/Month 16 Char.
401B RECVR 20 Char. /Sec. $40/Month 16 Char.
401E TRANS 20 Char. /Sec. $7/Month 99 Char.
401F RECVR 20 Char. /Sec. $30/Month 99 Char.
500's Nothing Available Yet

602A T/R Low Speed Fax. $30/Month

700's Nothing Available

801 10 Pulses/Sec. No Prices Available

Note: Prices may vary with different operating companies.

Typical MODEM Operation

a.

The 100 series AT&T Modem is frequently encountered in time-
sharing communications. Specifically, the 103F is used on a leased
line, and the 103A is used on the switched network.

This modem is compatible with low-speed terminals such as 2741

and 1050 that operate in the asynchronous mode - i.e., with start/stop
technology. It provides for transmission of binary serial data up to
200 baud in either or both directions, simultaneously if desired. Two
different frequency bands are used, each carrying data in only one
direction. Each band carries a single carrier tone that is shifted to
one of two frequencies, one representing the MARK state (a binary one)
and one the SPACE state (binary zero). This technique is called

Frequency Shift Keying (FSK).
IBM Internal Use Only
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2741 2741
Correspondence EBCD

APL RPQ E62267 RPQ F24235

ATS PartNo. 1167043 Not supported
without Interrupt
Feature)

CALL/360:

BASIC PartNo. 1167087 Not supported

CALL/360:

DATATEXT| PartNo. 1167043 Not supported

CPS PartNo. 1167015 Part No. 1167963
(translation req'd.
5 char.)

CP67 PartNo. 1167015 Part No. 1167963 '
(RPQ 40681) req'd. (RPQ 40681) req'd.

RAX Part'No. 1167015 Not supported
(announced for
Version IV)

TSS Part No. 1167015 PartNo. 1167963
(supportavailable) (RPQ 40681) req'd.

With the 1167015 typing element on the 2741 correspondence, type

upper case 1 for » (greater than); type upper case 6 for ( (less than);
type upper case 7 for AND symbol; type upper case (to the right of P on
second row) for ™V (NOT symbol); type lower case (to the right of P on
second row) for l (OR symbol).

There is a paper by Nat Rochester of the IBM FSD entitled, Type 2741
Typewriter Terminal Accessories for Time Sharing. This report con-
tains simple design specifications for a working surface, a paper supply
and stacker, and wheels to improve the utility of the IBM 2741.

From a human factors standpoint, the IBM 2741 has advantages in
appearance and simplicity of operation. Lack of paper tape or card
input is a handicap in some time-sharing/RJE applications. Some
additional nitty gritties for the IBM 2741 are contained in the attached
two pages.

IBM Internal Use Only

107




IBM 2741 PRINCIPLES OF OPERATION

MODES OF OPERATION

The 2741 Communications Terminal has two modes
of operation: communicate mode and local mode.
The mode of the terminal is controlled by terminal
mode switch which is located on the left side of the
typewriter stand (see Figure 3).

When in local mode, the terminal is disconnected
from the communication line to the computer. The
terminal can be used for typing, just as any other
Selectric typewriter. Nothing can be transmitted
or received.

When switched to communicate mode, the ter-
minal is in a control-receive state. Automatically,
the print element is shifted to lower case, if neces-
sary, and the terminal goes to the communicate-
transmit state. A code is sent to the computer
and the keyboard unlocks. The operator may now
type whatever requests and text are desired.

The basic indication of the terminal state (trans-
mit or receive) is the keyboard. The keyboard is
locked whenever the terminal is not in transmit
state. Receive-control is a momentary state in
which the keyboard is locked and the terminal is
waiting for a @ from the computer. The @ code
pleces the terminal in a receive state. An automatic
lower case shift occurs in the receive-control state
if required.

Attention

This key performs two different functions, depending
upon the mode of the terminal. If the terminal is in
local mode, the attention key is used to test the ter-
minal. A separate test of each key may be made to
be sure the transmission circuits are operable.
When in communicate mode, this key causes a
to be sent to the computer.
If the interrupt special feature is installed, the

®

Text CR

@ Text ©

Terminal

attention key has a third function. This function is
active only in communicate mode and only in the
receive state. The operation of the attention key
under these conditions causes a 200 ms signal to be
transmitted, indicating that the operator wishes to
interrupt the computer. In the transmit state, this
key retains its standard function, sending a @ to
the computer.

IBM 2741 LINE CONTROL

Line control becomes effective on the 2741 as soon
as the terminal power switch is turned on and the
terminal mode switch is set to communicate. The
terminal is automatically put in the transmit state
and a @ code-is sent. The operator may transmit
by keying as on a typewriter.

Terminal transmission ends when the terminal
transmits a When the attention key is operated,
a @ is sent., When the carrier return key is pressed,
a carrier return code followed by a code is sent.
The transmission of either code places the terminal
in the receive-control state. The keyboard is locked.

When the computer transmits a code, the
terminal is placed in the receive state. Any valid
character code received from the computer causes
printing.

The receipt of a © code from the computer
causes the terminal to switch to transmit mode. The
keyboard is unlocked and the terminal automatically
transmits a .

Figure 5 shows a typical line control sequence.
The sequence may be ended only by the terminal.

The operator terminates line control by switching
to local mode or by turning the terminal power switch
off.

©

Text CR

© ©

© Text ©

Computer

IBM 2741 Line Control

©0© © Text ©
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APPENDIX A

ACME

TIME-SHARING ACRONYM AND REFERENCE LIST

- ADVANCED COMPUTER FOR MEDICAL EXPERIMENTATION

Provides interactive PL/1 (sub set) compiler for on-line
experiments at Stanford Medical School. S/360 50 with
LCS, 2701, 2702, 1800. Written by customer under
government contract.

ABC - ALLEN BABCOCK COMPUTING, INC.

Provides RUSH (REMOTE USERS SHARED HARDWARE)
on S/360 50 with LCS. Conversational PL/1. Developed
under contract with IBM. Now providing commercial
service. Los Angeles, California.

APL - A PROGRAMMING LANGUAGE

APL/360 is a conversational implementation of Iverson's
language on S/360. Implemented at IBM Watson Research
Center on Model 50. Supports 1050 and 2741 terminals.
Available as Type Ill program -- file number is 360D-03. 3. 007.

APPLIED LOGIC CORP.

ARPA -

ATLAS

Provides service from Princeton, New Jersey on PDP-6
and 2 PDP-8.

ADVANCED RESEARCH PROJECTS AGENCY

Department of Defense Agency that funded much of time-sharing
development at MAC, SDC and others. Sometimes called the
t-s Sugar Daddy to the tune of 12-13 million dollars per year.
Also asking those it has helped to form computer network of
some 16-17 installations.

First computer system built with paging mechanism. Designed
for multi-programming and not specifically time-sharing. Had
32 pages of 512 words each. Parallel page address register
compare included (associative registers). Jointly evolved at
University of Manchester and Ferranti, Ltd.
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APPENDIX A

TINT - TELETYPE INTERPRETER

Language capability available on the SDC-TSS system.
An interpretive system for JOVIAL (algebraic language
developed at SDC). See SDC-TSS.

TORTOS - TERMINAL ORIENTED REAL TIME OPERATING SYSTEM

Generalized TS system to provide full resources of OS/360
plus some special functions to terminal users at UCLA.

Four basic priority classes - batch, background, terminal,
and real time are provided. RJE or conversational Syntax for
FORTRAN, PL/1 and JCL. TIE paper (Z77-7169).

TSM - TIME SHARING MONITOR SYSTEM

Experimental system developed in IBM ASDD on 7090 hardware.
Languages: FAP, FORTRAN, GPSS, and PAT (PERSONALIZED
ARRAY TRANSLATOR) an interpretive sub-system. 7281-II
Data Communications Channel for terminal multiplexing.

TUCC - TRIANGLE UNIVERSITIES COMPUTING CENTER

Non-profit organization at Raleigh, North Carolina set up by
Duke, North Carolina, and North Carolina State to provide
computer facilities to universities in North Carolina. Model
30's and other terminals on campus on-line to Model 75 at
TUCC. Modified OS using LCS to provide batch service with
RJE/RJO via STR access method. CPS used for interactive
computing.

TYMSHARE, INC.
Offers TS service to subscribers in California on SDS 940

from headquarters in Palo Alto. Languages are CAL,
BASIC, FORTRAN, ALGOL and QED.

UCC - UNIVERSITY COMPUTING COMPANY

UCC operates anumber of computing centers providing batch services
and RJE to 1108 and a variety of data processing services. Head-
quarters in Dallas, Texas.
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13.

14.

Corbato, F.J., Daggett, M., Daley, R.C., "An Experimental

Time-Sharing System', Proc. SJCC, (1962).

Corbato, F.J., et al, '"The Compatible Time-Sharing System -

A Programmers Guide', The M.I.T. Press, (1963).

Corbato, F.J., Vyssotsky, V.A,, "Introduction and Overview

of the Multics Systems'', Proceedings, - Fall Joint Computer

Conference, (1965).

Critchlow, A.J., '""Generalized Multiprocessing and Multi-

programming Systems'', Proceedings - Fall Joint Computer

Conference,

Deutsch, L. P., Lampson, B.. W., "An Online Editor'",

Communications of the ACM - Vol. 10, Number 12,

(December, 1967).

Devonald, C.H,., Fotheringham, J.A,, '""The Atlas Computer",

Datamation, (May, 1961).

Dunn, T.M., Morrissey, J. H., "Remote Computing - An
Experimental System Part I: External Specifications', Proc.

SJCC, (1964).
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36.

37.

38.

39.

40.

41.

42.

43.

McNamara, J. E., "Data Communications Systems for Time-

Sharing Computers', Lincoln Lab Paper, (Date Unknown).

Mendelson, M. J., England, A. W., "The SDS Sigma 7: A

Real-Time Time-Sharing Computer', Proceedings - Fall

Joint Computer Conference, (1966).

Nelson, W. D., "How to Pick a Time-Sharing Service',

Computer Design, (August, 1968).

No Author, ""Adding Computers - Virtually', Computing

Report, (March, 1967).

No Author, "An Introduction to CP-67/CMS'", IBM Cambridge

Scientific Center Paper, (August, 1968).

No Author, "Systems Development At TUCC: 1966-67",

Triangle Universities Computation Center Paper, (February, 1966).

No Author, ""Time-Sharing Market Put At $2.5 Billion in 1971

Software, Service Firms Riding Growth Boom!', Electronic News,

(April 29, 1968).

No Author, "Time-Sharing: Who Pays How Much For What?",

Datamation, News Briefs, (February, 1967).
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57. Shaw, J. C., "JOSS: A Designer's View of an Experimental

On-Line Computing System'", Proceedings - Fall Joint Computer

Conf., (1964).

58. Theis, D. J., Hobbs, L. C., "Low-Cost Remote CRT Terminals'!.

Datamation, (June, 1968).

59. Tuttle, J. R., et al, '""The Brown University Interactive Language',

(September, 1968).

60. Wilkinson, B., '"Some Problems with Time-Sharing', Datamation,

(May, 1968).

Additions and Replacements

Seawright, L. H., Kelch, J. A., "An Introduction to CP-67/CMS",
IBM Cambridge Scientific Center Paper 320-2032, (Revised March
1969) replaces #40 above.

Allen, Brandt, "Time Sharing Takes Off', Harvard Business Review,
(March-April 1969).

No Author, "A New Industry's Wild Ride', Business Week,
May 24, 1969.

Weizer, N. , Oppenheimer G., "Virtual Memory Management
in a Paging Environment, "' Proceedings - 1969 SJICC.

Wilkes, M. V., "A Model for Core Space Allocation in a Time-~
Sharing System, " Proceedings - 1969 SJCC.
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APPENDIX C

RELOCATION REGISTER - a single hardware register used to dynamically
relocate code that has been partially executed. A relocation constant is
loaded into the register and subsequently added to the addresses generated
during program execution. The relocation constant is established as the

code is relocated in core storage on each time slice.

A REMOTE terminal is a terminal which is connected to the computing

system via communication lines.

ROLL-IN/ROLL-OUT - a memory management technique employed in
time-sharing systems whereby user programs are written to secondary
storage at time slice end and are retrieved from secondary storage

before starting the next time slice.

ROUND ROBIN - a simple scheduling technique whereby users are served

on a first come, first served basis.

SCHEDULING ALGORITHM - a scheduling algorithm is a series of rules
and decisions used to determine how central processing unit time (as well
as other system resources) is to be allocated among the tasks (jobs or

programs) contending for it.

IBM Internal Use Only
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