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Introduction

This Technical Reference for Hayes Modem Users offers additional information about
the Hayes Standard AT Command Set for users who want to use the command set
to control the modem, rather than using full-featured software. To help you do
this, the complete command set is defined in greater detail than that provided on
the Hayes Standard AT Command Set Reference that accompanied your modem. All
of the commands in the set are included in this document.

You will also find additional discussions on some of the more complicated
options, such as synchronous communications, and the interactions between
communication standards, negotiation commands, and modem speeds. In
addition, information about the connections between the modem and the
computer or terminal is included.

With the information provided here, you should be able to configure your
modem with AT commands for a variety of communication environments. If
you are just starting out with communications programming, this reference
should provide you with sufficient tips to address the modem'’s features through
a software program of your own.

If this reference seems more technically oriented than you anticipated, we
suggest that you purchase one of Hayes Smartcom™ communications software
products. Any of these fine programs will fully control the modem in almost
any telecommunication environment.

Who Should Use this Reference

Users of full-featured communications software such as Hayes Smartcom™
products will not need this reference.

This reference is provided for...

¢ users of communications software packages that require the user to enter
modem configuration strings.

e users who will be installing and operating Hayes modems in a non-PC
environment.

e users who control their modems directly with terminals or terminal
emulation software.

¢ technical personnel responsible for custom installations and applications.

Additional information is available for communications software developers. If
you are, or would like to become, a registered Hayes Software Developer, you
may receive additional technical material on Hayes products. For information
on qualification and registration procedures, contact your nearest Hayes
Customer Service facility. (Refer to the Customer Service Information provided
with your modem for location and telephone number.)
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How this Reference is Organized

This reference is divided into two chapters and four appendices:

Includes definitions of the Hayes Standard AT Command Set including the

commands, result codes, and S-registers.

Includes definitions of the commands used for X.25 packet-switched
communications, PAD and National Parameters, and command listings for
four PAD profiles.

Describes the various asynchronous and synchronous transmission modes
supported by Hayes modems and includes a discussion of the AT commands
related to these modes.

Provides special environmental considerations and offers suggestions for
remedying problems in modem communications.

Discusses the requirements and capabilities of the modem’s data terminal
equipment (DTE) interface.

Offers suggestions for developing applications software using AT commands.

T A
How to Use this Reference

The commands and procedures described in this Reference are intended for use
with a program that provides a command line interface to the modem, or if the
modem is connected to an asynchronous terminal from which commands can
be entered and sent through the serial port to the modem. Although commands
are not required when using Hayes Smartcom products, Smartcom EZ™,
Smartcom Exec™, Smartcom II"™, and Smartcom III™ all support a command line
interface to the modem. Refer to the Smartmodem™ Products User’s Reference or
V-series Products User’s Reference (depending on the modem you purchased) for
descriptions of the features that are enabled by the AT commands and
S-registers defined here. These user’s references both explain how to issue AT
commands, and read and set S-registers/PAD parameters.

Note: This Reference is not a list of the features supported by your modem, but a general guide to
the Hayes Standard AT Command Set as used to control Hayes modems. For a list of features
supported by your modem, refer to the documentation included with your modem. This Technical
Reference for Hayes Modem Users is a supplement to the documentation provided with your
modem, not a replacement.
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Chapter 1
The Hayes Standard AT Command Set

This chapter is divided into three sections: "AT Commands Listing," "Result
Code Listing," and "S-register Listing." The first section defines individual AT
commands. Commands are listed alphabetically for easy reference. The second
section defines the result codes that can be returned by Hayes modems. These
are listed in numeric order. The third section defines Hayes S-registers. These,
too, are in numeric order. For completeness, definitions of the AT command
prefix, the end-of-line character, and other information related to the use of
the Hayes Standard AT Command Set are also included.

Note: For the factory setting and available options/ranges for commands and registers,
refer to the Hayes Standard AT Command Set Reference provided with your modem.
Unless a command, register, or result code is listed in the Reference, it is not supported
by your modem, although it appears in this document.

]
1.1 AT Command Listing

Each step in the evolution of Hayes modems has added to a feature set that has
enhanced the definition of the Hayes standard.

A — Answer Command  The A command instructs the modem to go off hook and respond to an
incoming call, then handshake with the remote modem. When the modem
returns the RING result code, issue ATA<CR>. The modem will send an answer
carrier signal to the originating modem and wait for an originate carrier
signal. When the modem receives the carrier from the originating modem, the
modems go through a handshaking process then go on-line. The modem
returns the CONNECT XXXXX or CARRIER XXXXX result code (see Result
Code Listing in this chapter). If no carrier signal is received within the time
specified in register $7, the modem hangs up, returns the NO CARRIER result
code, and enters the command state. By using the &An command, the modem
can be forced to answer in the originate mode.

B - Select The B command is used to specify the desired communications standard
Communication setting at a particular modem line speed. Because options can select between
Standard groups of options, more than one combination of communication standard

and speed can be selected. For example, you can issue B1 and B16; both will be
in effect because they do not reference the same line speed. However,
choosing B1 then BS selects BS, and replaces BT as the standard for 1200 bps
communications. The most recent selection chosen from any given group will
be in effect for that parameter group.
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Group 1

Command | Description
B or BO V.22 when line speed is at 1200 bps
v | Bl U. S. Domestic industry standard 212A when line speed is at 1200 bps
B2 V.23 R1200/T75 bps Auto Speed Buffering (ASB) when line speed is at
T1200/R1200 bps
B3 V.23 T1200/R75 bps Auto Speed Buffering (ASB) when line speed is at
T1200/R1200 bps
B4 V.23 T1200/R75 bps split speed when line speed is at T1200/R75 bps
B5 V.23 1200 bps half duplex when line speed is at T1200/R1200 bps
Group 2
Command | Description
B10 V.23 R1200/T75 bps split speed when line speed is at R1200/T75 bps
B11 V.23 R600/T75 bps split speed when line speed is at R600/T75 bps
Group 3
Command | Description
B15 V.21 when line speed is 110/300 bps
B16 U. S. Domestic industry standard 103 when line speed is at 110/300 bps
Group 4
Command | Description
B20 V.23 R600/T75 bps ASB when line speed is T600/R600 bps
B21 V.23 T600/R75 bps ASB when line speed is T600/R600 bps
B22 V.23 T600/R75 bps split speed when line speed is T600/R75 bps
B23 V.23 600, half duplex when line speed is 600 bps
Group §
| Command | Description
V' | B30 V.22bis when line speed is 2400 bps
Group 6
Command | Description
V| B4 V.32 full duplex when line speed is 4800 bps
B42 Express 96* when line speed is 4800 bps
Group 7
Command | Description
B50 V.29 HDX when line speed is 7200 bps
Group 8
Command | Description
V'| B60 V.32 full duplex when line speed is 9600 bps
B61 Express™ 96* when line speed is 9600 bps
B63 V.29 half duplex when line speed is 9600 bps

* Express 96 — a Hayes proprietary protocol that simulates full-duplex 9600 bps operation (formerly
known as Hayes fast-turnaround "Ping-Pong" protocol).
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C - Carrier Control
Selection

D - Dial Command

The € command is used by some Hayes modems, such as Smartmodem 1200,
to control the transmit carrier. In these instances, €0 instructs the modem to
not send carrier (i.e., puts modem in a receive-only mode). High-speed
modems (those capable of speeds greater than 1200 bps) accept €1 without
error in order to assure backward compatibility with communications
software that issues C1. However, these modems do not support CO.

Cco Transmit carrier always off (not supported in high-speed modems)

C1 Normal transmit carrier switching

The D command places the modem in originate mode; it then functions as an
auto-dialer. Whether the command is issued on a line by itself, or followed
immediately by the telephone number, it must be preceded by the AT prefix
and terminated with a <CR>. (Note that <CR> is the notation used throughout
this reference to represent the carriage return, enter, or return function on
your keyboard.) The dial string is a combination of dial digits and dial
modifiers. If the modem is off hook, it will neither initially wait nor attempt to
detect dial tone before proceeding. The D command is not valid when the
modem is on-line or if either &Q2 or &Q3 is in effect. Parentheses and
hyphens in a dial string are ignored by the auto-dialer, but are counted as
characters in the command buffer. The command buffer for most Hayes
Smartmodem Products can contain as many as 40 characters. Hayes V-series
products can hold as many as 255 characters in their command buffers.

Result Description

Codes

BUSY if X3 or X4 are selected or W dial modifier is used and busy is detected
NO if X2 or X4 are selected and 1 second of dial tone is not detected;

DIALTONE | in response to a W dial modifier if dial tone is not detected within the
time specified by S7

ERROR if the S=n dial modifier is processed and the n value is out of range (refer to
the S dial modifier in this section) or if the total number of characters in
the command line plus the stored dial string exceeds the command buffer

limit
NO if @ dial modifier is used and then no signal is detected for at least five
ANSWER continuous seconds before the time specified by S7
OK if aborted by DTR ON-to-OFF whenever certain combinations of &D and &Q

are in effect. Refer to the &D command in this chapter for details; if the
semicolon (;) dial modifier is processed in the dial string; if aborted by a
character from the DTE during the dialing process

The Hayes Standard AT Command Set
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Dial Modifiers

Dial modifiers can be combined with the dial (D) command to perform a
series of operations within a single command line. For example,
ATDT9W5552368!@+#71234; <CR> instructs the modem to use tone dialing
(T) to access a number outside a PBX (9), wait for dial tone (W), dial the
number 5552368, enter a timed break recall (!), wait for quiet answer (@), and
issue the PBX transfer code (#7) before dialing extension number 1234, then
return to the command state; before initiating the handshake.

0-9 A B C D # * - Digits/Characters for Dialing

The digits/characters 0-9 A B € D # * are numbers and characters the modem
can dial. The characters A B € D # * represent specific tone pairs and therefore
can be used only when tone dialing is selected; these symbols are ignored when
pulse dialing is used.

P — Pulse Dialing Method

The P dial modifier selects the pulse method of dialing. The P modifier can be
issued with the dial command, or alone, to indicate the method used for
subsequent dialings. The factory-set method is pulse. Once this method is
selected, it is used until the other is chosen, or the modem is reset.

T - Tone Dialing Method

The T dial modifier selects the tone method of dialing. The T modifier can be
issued with the dial command, or alone, to indicate the method used for
subsequent dialings. Once this method is selected, it is used until the other is
chosen, or the modem is reset, reinstating pulse dialing.

W - Wait for Second Dial Tone

The W dial modifier instructs the modem to wait for dial tone before
proceeding. If dial tone detection is not completed within the preset time limit,
the modem hangs up and returns the NO DIALTONE result code. Some PBXs do
not return a secondary proceed indication (second dial tone). The W dial
modifier is not effective in such systems and should not be used.

, — Delay Processing of Next Character

The comma (,) dial modifier in a dial string causes the modem to pause before
processing the next character or symbol in the command line. The duration of
the pause is determined by the value held in register $8. The comma is
frequently inserted after the 9 (digit generally used to gain outside access from
a PBX) to allow sufficient time for the dial tone to occur before the modem
dials the telephone number.

@ - Wait for Quiet Answer

The @ dial modifier instructs the modem to listen for five seconds silence
before continuing. The number of seconds the modem waits for silence is
determined by the value held in $7. This modifier is useful when dialing
telephone systems that produce no dial tone. If a five-second silence has not
been detected within the period set in $§7, the modem hangs up and returns the
NO ANSWER result code. If it detects the five seconds of silence, the modem
processes the remaining characters in the dial string. Note that the modem
does not listen for silence until it first detects dial tone and some other signal,
such as a ringing signal, that lasts longer than 210 milliseconds. For example,
to dial 5552368, wait for a quiet answer, then dial a security code 85939, wait
for a second dial tone, and dial extension 423 you would issue the following
command: ATDT 5552368 @ 85939 W 423 <CR>.

1-4 Technical Reference for Hayes Modem Users



! - Timed Break Recall (Hookflash)

The ! dial modifier issues a timed break recall signal, which causes the modem
to hang up briefly, then reconnect. This feature can be used to access such PBX
features as call transfer.

; — Return to Command State after Dialing

The semicolon (;) dial modifier, used only at the end of a command line (just
before the <CR>), instructs the modem to return to the command state
immediately after dialing, without breaking the connection.

The ; is useful when calling an electronic service, such as that offered by a
bank, that permits you to use tones to transmit numbers once a connection has
been established. The modem can send tones even if your telephone cannot.
The example below illustrates the use of the semicolon modifier in
communications with an electronic banking service.

ATDP 5552368; <CR> Dials bank using pulse method.

OK Command executed, but keeps the modem in command state
(no carrier handshake takes place).

ATDT 4768; <CR> Sends an ID code via tones and maintains modem in
command state.

OK Modem in command state; command executed.

In this example, the ; differs from the +++ in that the escape sequence places
the modem in the command state only when two modems have completed a
handshake. The semicolon keeps the modem in command state; no CONNECT
XXXXX result code is displayed.

DS=n - Dialing a Stored Telephone Number

A stored number can be dialed from an asynchronous terminal by following
the dial (D) command with the § modifier, an equal sign, and the location of
the stored number (see &Zn=x command at the end of this section). The
format of the modifier is $=n, where n is location 0-3. If ATDS=2<CR> were
issued, for example, the modem would dial the string stored in memory
location 3 of its “telephone book.”

R - Originate a Call in Answer Mode

The dial modifier R (Reverse mode) enables the modem to dial an originate
only modem by placing a call in answer mode. This modifier must be entered
at the end of the dialing (D) command string, before the <CR>. The R modifier
directs the modem to act as if it had been sent an A command in that part of
the command string.
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E — Command State
Character Echo
Selection

F — On-line State
Character Echo
Selection

H - Hook Command
Options

| - Internal Memory
Tests

10 - Display Product
Code

The E command determines whether characters are echoed to the DTE from
the modem when it is command state. Some computers and terminals do not
send the characters you type to the screen; they only transmit them to the
remote system through the serial port. In this case, if Command State
Character Echo were not enabled by the modem, you would be unable to see
what you type. If the DTE does echo the characters you type in command state,
and this function is enabled in the modem, each character typed will appear
twice.

EO Command state character echo disabled

E1l Command state character echo enabled

The F command is used by some Hayes modems, such as Smartmodem 1200,
to determine whether characters are echoed to the DTE from the modem when
it is in the on-line state. High-speed Hayes modems do not support the FO
option. However, because the F command may be issued by older
communications software, F1 is supported to assure backwards compatibility.

FO On-line character echo enabled (where not supported, ERROR result code is
returned)
F1 On-line character echo disabled

The H command provides control over the line relay. Its most common use is
with the HO option to initiate the Hangup Process and place the modem on
hook. H1 takes the modem off hook.

HO Execute the Hangup process if in the “on-line” command state or the local
analog loopback and analog loopback self-test conditions

H1 Go off hook; do not execute the Handshake Process

H2 Operate line relay only (applies to certain Smartmodem 1200 products)

The various forms of the I command instruct the modem to query its memory
for information about itself. The results of these tests are frequently used by
programmers to determine compatibility with software. Because these
commands request information about the modem’s firmware, they are not run
when a connection has been established with a remote modem.

This option reports the product code of the modem to the DTE. The modem
produces information text dependent upon its highest DCE line speed. The
responses below are examples:

Result Description

Codes

300 Smartmodem 300

120 Smartmodem 1200, Smartmodem 1200B, Smartmodem 1200C,
Smartmodem 1200A

240 Smartmodem 2400, Smartmodem 2400B, Smartmodem 2400P,

Smartmodem 2400Q, Smartmodem 2400M, V-series Smartmodem 2400,
V-series Smartmodem 2400B, V-series Smartmodem 2400 Quad,
V-series Smartmodem 2400M

960 Smartmodem 9600, V-series Smartmodem 9600, V-series Smartmodem 96008,
V-series ULTRA™ Smartmodem 2400, V-series ULTRA Smartmodem 9600,
Smartmodem Optima™ 9600

14400 V-series ULTRA Smartmodem 14400
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I1- Display ROM
Checksum

12 — Perform ROM
Checksum

14 - Identify Product
Features

The 11 command instructs the modem to calculate the value of the ROM
checksum. The response is a number, the sum of all of the bytes in ROM.

This command instructs the modem to verify the ROM checksum. Depending
on whether the ROM checksum has been found to be correct, the modem
produces text that resembles a result code. The modem memory test compares
the ROM checksum and tests it against the correct sum, also stored in ROM.
Rather than returning a numeric value as in 11, the 12 command generates a
result code. When the checksum is valid, the response is: OK. When the ROM
checksum fails, the modem responds with ERROR.

The capabilities and features of the modem are encoded into a string of text
that consists of several strings that are ASCII character representations of hex
numerals which are bit-mapped. The first character of each string identifies
which bit maps are in that string. For example, the “a-string” starts with a
lower case “a” and identifies most of the basic modem capabilities such as
modulation standards supported and support for AutoSync.

Since the following tables identify features for Hayes modem products, the
values included here and the number of strings are subject to change and
expansion. The maximum length per string is 40 characters.

The 14 text is displayed in the following form:

a097800C204C264

bF60410000

r1031111111010000

r3000111010000000

surrounded by additional <CR> and <LF> characters as are required by the V
command option in effect. According to convention, all <CR> and <LF>

characters are defined by $3 and $4, respectively. The meanings of the a, b, 11,
and 13 strings currently defined are described below.
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14 “a” String The first string, the a-string, is composed of the ASCII character "a" followed by
a series of hexadecimal characters (D1-D16 in this example). The bit map for
each byte is defined below.

a D1 D2 D3 D4 D5 D6 D7 D8 D9 D10 D11 D12 D13 D14 D15 D16 D17

D18....

D1, D2 Reserved

D3 Bit 3: Indicates modem based on SM1200FE commands
Bit 2: Indicates modem based on SM2400 commands
Bit 1: Indicates that modem supports &) commands
Bit 0: Indicates that modem supports &L commands

D4 Bit 3: Indicates that modem supports AutoSync (&Q4)

D5 Bit 3: Plug-in board modem product

Bit 2: Standalone modem product
Bit 1: Supports &HO through &H4
Bit 0: Supports &I0 through &l4

D6 Bit 3: Reserved

Bit 2: Supports M4 command

Bit 1: Supports 32-bit FCS (frame check sequence for AutoSync)
Bit 0: Supports AutoSync Il

D7 Bit 3: Supports V.22 at 1200 bps (B0)

Bit 2: Supports 212A (B1)

Bit 1: Supports ASB in V.23 75 bps xmt/1200 bps rcv (B2)
Bit 0: Supports ASB in V.23 1200 bps xmt/75rcv (B3)

D8 Bit 3: Supports V.23 1200 bps xmt/75 bps rcv (B4)

Bit 2: Supports V.23 1200 half duplex (B5)

Bit 1: Supports V.23 75 bps xmt/1200 bps rcv (B10)
Bit 0: Supports V.23 75 bps xmt/600 bps rcv (B11)

D9 Bit 3: Supports V.21 100/300 bps (B15)

Bit 2: Supports ASB in V.23 75 bps xmt/600 bps rcv (B20)
Bit 1: Supports ASB in V.23 600 bps xmt/75 bps rcv (B21)
Bit 0: Supports V.23 600 bps xmt/75 bps rcv (B22)

D10 Bit 3: Supports V.23 600 bps half-duplex (B23)
Bit 2: Supports V.22bis at 2400 bps (B30)
Bit 1: Supports V.27ter at 2400 bps (B31)
Bit 0: Supports V.27ter at 4800 bps (B40)

DN Bit 3: Supports V.32 full duplex at 4800 bps (B41)
Bit 2: Supports Express 96* at 4800 bps (B42)

Bit 1: Reserved

Bit 0: Supports V.29 half duplex at 4800 bps (B44)

D12 Bit 3: Supports V.29 half duplex at 7200 bps (B50)
Bit 2: Supports V.32 full duplex at 9600 bps (B60)
Bit 1: Supports Express 96* at 9600 bps (B61)

Bit O: Reserved

D13 Bit 3: Supports V.29 half duplex at 9600 bps (B63)
Bit 2: Supports 103 110/300 bps (B16)

Bit 1: Supports V.32bis (7200/12000/14400 bps)
Bit 0: Reserved

* Express 96 — a Hayes proprietary protocol that simulates full-duplex 9600 bps operation (formerly
known as Hayes fast-turnaround "Ping-Pong" protocol).
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14 “b" String

D1, D2 Reserved
D14 0: Reserved
1: Personal Modem 1200
2: Personal Modem 2400
3: Personal Modem 1200 Plus
4: Personal Modem 2400 Plus
5: Pocket Edition
D15 Bit 3: Reserved
Bit 2: Supports $ dial modifier and NO DIALTONE result code.
) Bit 1: Supports S95 Bit 5 for COMPRESSION: result code
Bit 0: Supports S95 Bit 4 for AUTOSTREAM: result code
D16 Bit 3: Supports $95 Bit 3 PROTOCOL: result code
Bit 2: Supports S95 Bit 2 CARRIER result code
Bit 1: Supports S95 Bit 1 CONNECT/ARQ result code
Bit 0: Supports S95 Bit 0 CONNECT XXXX (for DCE rate)

The second string, the b-string, is composed of the ASCII character “b”
followed by a series of hexadecimal characters (D1-D9). The bit map for each

character is defined as follows:

b D1 D2 D3 D4 D5 D6 D7 D8 D9....

D1

Bit 3: V.42 Alternate Protocol Supported

Bit 2: V.42 LAPM Protocol Supported

Bit 1: X.25 Protocol Supported

Bit 0: LAPB (Original V-series Point-to-Point error-control)
Protocol Supported

D2

Bit 3: Reserved (should be set to zero)

Bit 2 MNP™ Class 5 Supported

Bit 1: V.42bis Supported

Bit 0: Compression through the X.25 Network Supported

D3/D4

These combine to indicate the number of AutoStream Type A
channels which are supported. The formula (D3*16 + D4) is
used. Zero means AutoStream is not supported

D5

Bit 3: Reserved

Bit 2: Reserved

Bit 1: Adjustable startup (ASU) is supported
Bit 0: Negotiates adjustable startup

D6

Bit 3: &KS5 not supported

Bit 2: &KS5 supported

Bit 1: Unidirectional flow control
Bit 0: S105 N104 Parameter supported

The Hayes Standard AT Command Set

1-9



14 “r1, r2"” and “r3”
strings

These ID strings allow software to determine the available speeds that may be
used to send AT commands. The r1-string contains a bit map that indicates at
which DTE rates the autobaud process is supported.

The presence of the r2-string in the I4 result infers that S87 is supported and is
required for autobauding at the higher speeds. To autobaud at one of the speeds
indicated in the r2-string requires that S87 be set to match that speed.

The r3-string is issued if synchronous DTE speeds are supported. The map
indicates which DTE rates are supported in synchronous modes. Each r-string
begins with the lower case letter "t" and may be followed by as many as 39
additional characters, not counting <CR><LF>'s that will be used to separate
them from other strings. Those 39 additional characters are limited to the
ASCII-HEX alphabet 0-9 and A-F.

After the two lead-in characters (i.e., r<n>), all subsequent characters contain
the DTE rate maps. All maps have the same mapping for convenience to
software. (Refer to the following chart.) Not all bit assignments are possible:
for example, the split speeds have no meaning in the 3 synchronous map and
are always filled with zeros.

In r1, if the bit is filled with a 1, the corresponding DTE rate is supported for
sending AT commands to the device. A zero indicates that DTE rate is not
supported for AT commands.

In the 13 map, the bits simply indicate which DTE rates are supported for
synchronous operation on-line. This does not indicate, however, the supported
rates for synchronous V.25bis commands.

Split speeds if available are marked in the r1 string only when the appropriate
B command option has been selected. Future expansion of these strings may
include new speeds that are not in strict ascending order.
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DTE Rate Bit Map for r1, r2 and r3 Strings

Character Bit # DTE Rate
3:1 bit 0 45.45 bps

2 bit 1 50

4 bit 2 75

8 bit 3 75/600 (xmt is 75, rcv is 600)
4: 1 bit 4 75/1200

2 bit 5 110

4 bit 6 134.5

8 bit 7 50
5:1 bit 8 300

2 bit 9 450

4 bit 10 600

8 bit 11 600/75
6: 1 bit 12 1200

2 bit 13 1200/75

4 bit 14 1800

8 bit 15 2000
7: 1 bit 16 2400

2 bit 17 3000

4 bit 18 3600

8 bit 19 4200
8: 1 bit 20 4800

2 bit 21 5400

4 bit 22 6000

8 bit 23 6600
9: 1 bit 24 7200

2 bit 25 7800

4 bit 26 8400

8 bit 27 9000
10: 1 bit 28 9600

2 bit 29 12000

4 bit 30 14400

8 bit 31 16800
11: 1 bit 32 19200

2 bit 33 21600

4 bit 34 24000

8 bit 35 26400
12: 1 bit 36 28800

2 bit 37 31200

4 bit 38 33600

8 bit 39 36000
13: 1 bit 40 38400

2 bit 41 43200

4 bit 42 48000

8 bit 43 52800
14: 1 bit 44 56000

2 bit 45 57600

4 bit 46 62400

8 bit 47 64000
15: 1 bit 48 67200

2 bit 49 72000

4 bit 50 76800

8 bit 51 81600
16: 1 bit 52 86400

2 bit 53 91200

4 bit 54 96000

8 bit 55 100800
17: 1 bit 56 105600

2 bit 57 110400

4 bit 58 115200

8 bit 59 reserved ("0")
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L — Speaker Volume
Level Selection

M — Speaker On/Off
Selection

N - Negotiation of
Handshake Options

The L command setting determines the volume level of the speaker, when
supported by the modem. Some modems use the speaker of the computer in
which they are installed. In this case, where supported, the L command adjusts
the speaker volume as indicated in the options below for the duration of the
communications session.

- L0, L1 Low speaker volume
2 Medium speaker volume
3 High speaker volume

The M command setting determines whether the speaker function of the
modem is on or off. Some modems use the speaker of the computer in which
they are installed. In this case, where supported, the M command turns the
speaker on and off as indicated in the options below for the duration of the
communications session.

»| MO Speaker always off.
M1 Speaker on until carrier detected.
M2 Speaker always on; stays on after carrier is detected.
M3 Speaker off as digits are dialed, but on during ringback and on until carrier
signal is detected.

The N command selects whether or not the local modem performs a
negotiated handshake with a remote modem when the communications
speeds of the two modems are different. The options for this command are
useful when a particular speed and communication standard are required.
Both symmetrical and asymmetrical protocols can be selected. Note that the
options supported by this command vary significantly between country-
specific implementations.

NO When originating or answering, handshake only at the communication
standard specified by S37 and B command.

N1 When originating, begin handshake at the communication standard
specified by the B command and $37. During handshake fallback to a lower
speed may occur. Gt 5 el e

When answering, negotiate 9étording to the fQIIdWing sequence of
communication standards: V.32, Express 96, V.22bis, V.22/212A, and
V.21/103.

N2 When originating, begin handshake at the communication standard
specified by the B command and S37. During handshake fallback to a lower
speed may occur.

When answering, negotiate according to the following sequence of

communication standards: V.32, Express 96, V.22bis, V.22/212A, V.23, and
V.21/103.

N3 When originating, handshake only at the communication standard specified
by $37 and B command. When answering, negotiate according to the
following sequence of communication standards: V.32, Express 96, V.22bis,
V.22/212A, and V.21/103.

N4 When originating, handshake only at the communication standard specified
by $37 and B command. When answering, negotiate according to the
following sequence of communication standards: V.32, Express 96, V.22bis,
V.22/212A, V.23, and V.21/103.

N5 When originating, begin handshake at the communication standard
specified by B command and $37. During handshake fallback to a lower
speed may occur.

When answering, handshake only at the communication standard specified
by S37 and B.
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O - On-Line Command  If the modem is in the on-line command state, then the O0 command causes it
to go to the on-line state of the previously established connection. If the 01
command is issued (modems supporting 2400 bps and higher), the modem
goes to on-line state and retrains its adaptive equalizer. If the 03 command is
issued (modems supporting V.32bis), the modem goes to on-line state and
initiates the CCITT V.32bis renegotiation sequence.

If the modem is off hook in the idle state, then 00 and O1 (modems supporting
2400 bps and higher) cause it to go to the handshaking state. Originate or
answer mode is determined from the last D or A command or R dial modifier
that was selected. If the modem is on-hook, idle, or if the modem is in a test
condition, a command execution error results. Note that O1 serves a different
purpose in lower speed modems (e.g., Smartmodem 1200 and Smartmodem
300).

P — Select Pulse Dialing The P command instructs the modem to use pulse dialing. Dialed digits will be
Method pulse dialed until a T command or dial modifier is received. This command is
also discussed under "Dial Modifiers," in conjunction with the D command.

Q - Result Code The Q command controls whether the result codes generated by the modem
Display Options are displayed to the attached DTE. Some software does not function properly
when modem responses are returned.

Qo0 Result codes enabled
— | Q1 Result codes disabled
Q2 Disables the RING result code. In answer mode, also disables CONNECT and
NO CARRIER result codes.

Sr — Addresses An The Sr command points to a specific S-register. Subsequent commands, such as

S-register ? and =, may read or write to the selected register. Note that $0 is the factory-
set pointer for this command, and that the S-address is not stored in a stored
profile. Thus, the &F, Z0, and Z1 commands will select 50 and possibly affect
subsequent ? and = commands unless they are preceded by an Sr command.
Note that the value of SO is of course storable; it is the pointer to SO that is not

storable.
Sr=n — Write To An The Sr=n command is writes a value to a specified register. The value of n is
S-register written to the S-register specified by r, overriding the previous value. If no n

suffix is present, the address previously selected via Sr is used. If no n suffix is
present, the value O is written.

Sr? — Read An The contents of S-register r are sent to the DTE as three decimal digits. This

S-register informational text response is formatted with <CR><LF> as determined by the
V command currently in effect. If no n (suffix) is present, the last register
selection is assumed. (Refer to the Sr command.) On power up, the factory-set
selection is 0. Note that ? is interpreted by the modem as Sr?.

T - Select Tone Dialing The T command instructs the modem to send DTMF tones while dialing.

Method Dialed digits will be tone dialed until a P command or dial modifier is
received. This command is also discussed under "Dial Modifiers," in
conjunction with the D command.
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V — Result Code
Format Options

W — Negotiation
Progress Message
Selection

The V command determines whether result codes (including call progress and
negotiation progress result codes) are displayed as numbers or words.

VO

Result codes displayed as numbers

A WV

Result codes displayed as words

The W command works in conjunction with $95 (where supported) to
determine which result codes will be used to describe the type of connection
and protocol, etc., that resulted from handshaking and negotiation.

The W command supports extended result codes in addition to the CONNECT
result code. When the modem is operated in error-control mode (&QS5 is in
effect), the W command and $95 together allow the user to select these
additional result codes:

CARRIER
PROTOCOL
AUTOSTREAM
COMPRESSION
CONNECT

Any result codes enabled by the W command and $95 will be generated in the
order indicated above. If AutoStream is not being used, no AUTOSTREAM result
code is returned. Result codes not enabled when the W command option is in
effect may be turned on by setting certain bits in $95. The W command
options below are available when $95 is configured for any setting other than
the factory-setting of 0.

CONNECT result code reports DTE speed, and if $95=0, then disable all

wo
extended result codes

w1 CONNECT result code reports DTE speed, and if $95=0, then enable the
CARRIER and PROTOCOL extended result codes

W2 CONNECT result code reports DCE speed, and if $95=0, then disable all
extended result codes

Refer to the $95 bit map description in the next section. Note that selecting WO
and setting $95=12 is the same as selecting W1; and that selecting WO and
setting $95=1 is the same as selecting W2. $95 cannot be configured to force
W2 to report DTE speed in the CONNECT result code; there is no setting of $95
that will force W1 not to produce the CARRIER and PROTOCOL result codes.
595 extends the functionality of the W command. The W command with
$95=0 (factory setting) maintains backwards compatibility with previous
V-series Products. However, selecting WO and setting $95 as required allows
you to tailor result code characteristics to your own requirements.
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X - Call Progress The X command enables tone detection options used in the dialing process. As

Options these functions are enabled and disabled, the modem’s result code reporting is
also affected. For this reason, this command is frequently used to control the
modem’s range of responses; however, its primary function is that of
controlling the modem’s call response capabilities. Some call progress options
are not available in certain countries due to PTT regulations. Refer to the
Hayes Standard AT Command Set Reference supplied with your modem for
applicable X commands and result codes. Result code definitions are provided
in the next section.

X0 Busy and dial tone detection are disabled. Only result codes 0-4 are enabled.
Only the CONNECT result code is permitted, but with no indication of the
telephone line speed. This setting overrides any other result code selections
made with the W command and S$95.

X1 Busy and dial tone detection are disabled. Result codes 0-5 are enabled and
line speed reporting with CONNECT XXXX messages. W command options
and S95 are enabled.

X2 Busy detection is disabled. Dial tone detection is enabled. Result codes 0-6
are enabled and line speed reporting with CONNECT XXXX messages. W
command options and S95 are enabled.

x3 Busy detection is enabled. Dial tone detection is disabled. Result codes 0-5
and 7 are enabled and line speed reporting with CONNECT XXXX messages.
W command options and S95 are enabled.

x4 Busy and dial tone detection are enabled. Result codes 0-7 are enabled and
line speed reporting with CONNECT XXXX messages. W command options
and S95 enabled.

ot

The @ and W dial modifier result codes are not affected by the X command.
The @ dial modifier enables result codes 8 (NO ANSWER) and 7 (BUSY) each
time it occurs in the dial string. The W dial modifier enables result codes 6 (NO
DIALTONE) and 7 (BUSY) each time it occurs in the dial string.

Y — Long Space The Y command determines if the modem will disconnect a call upon

Disconnect Options receiving a long space (1.6 sec break) signal from the distant end. If Y1 is
selected, the modem will send a 4-second break (space) before going on hook
when an HO command is issued or, if &D2 is selected, when DTR goes off.
Refer also to register SB} for more information.

-1 YO Disable long space disconnect

Y1 Enable long space disconnect

Z - Soft Reset The modem can be reset by issuing the Z command. The command tells the

Command modem to go on hook and restore the selected stored profile. Any non-storable
parameters previously set by commands are returned to their factory settings.
The modem aborts execution of all commands following the Z command on
the same command line. Subsequent commands on the same line are ignored.
Refer to the &W command for description of which modem parameters are
included in a stored profile. ZO recalls stored user profile 0, stored with &WO;
Z1 recalls stored user profile 1, stored with &SW1.

20 Recall stored profile 0

Z1 Recall stored profile 1
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&A - Select Originate
or Answer Role for
Auto-Answer Mode

&B - V.32/V.32 bis
Auto Retrain Options

&C - Data Carrier
Detect Options

The &A command determines whether the modem will attempt to connect as
the originating or answering modem when auto-answering calls.

&A0 Connect as answering modem when auto-answering
&A1 Connect as originating modem when auto-answering
Notes:

1. 80 must be set to a non-zero value to enable AutoAnswering.

2. The &An setting only affects the mode of AutoAnswered calls. The &An setting does not affect
the mode or behavior of ATA, ATD, ATDR, DTR-Dial, MI/MIC, KDS, or Power-Up initiated
connections.

3. The &A or &AO setting is exactly equivalent to traditional Auto-Answered connections. It is
controlled by register $0. Answer Tone is issued if the modulation standard requires it, and
handshaking proceeds in the answer direction.

4. When &A1 has been selected and $O is non-zero and the modem AutoAnswers an incoming
call, the modem performs the Answer process and then the Handshake process with the exception
that the Handshake process is performed in the Originate mode and Answer Tone is not issued.

5. If parameter values greater than 1 are attempted, an ERROR result code is issued, and no
change is made to the &An setting.

The &B command is used to enable and disable auto retrain in V.32/V.32bis
mode. During a V.32 or a V.32bis connection, the modem continually
monitors line quality. The &B command determines whether the modem
ignores a line quality problem or attempts to correct the situation by
retraining. The selection made with this command affects V.32/V.32bis
connections only.

&B and Disable V.32/V.32bis Auto Retrain
&BO
&B1 Enable V.32/V.32bis Auto Retrain

The &C command determines how the state of the DCD lead relates to the
carrier from the distant end. The command will take effect immediately when
issued. The behavior patterns for DCD depend on the specific &C and &Q
commands in effect. Also, DCD patterns depend on whether on-line operation
is half or full duplex. Finally, if &Q5 is in effect, DCD behavior depends on
whether $10=255 or $10<255. DCD circuit operation is according to the
descriptions below.

DCD Behaviors for Full-Duplex DCD Behaviors for Half-Duplex
Operation ) Operation
&Co &C1 &C2 &CO &C1 &C2

&QO0 A B D &Q1 E C C

&Q1 B B B &Q2 E C C

&Q2 B B B &Q3 E C C

&Q3 B B B &Q4 E C C

&Q4 B B B &Q5 A E A

&QS5 A E) A &Q5 A C F

&Q6 A B D $10=255

&Q5 A B D

$10=255 See Table Legend on next page for
explanation of table entries A-F.
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Table Legend:

A The DCD circuit is ON at all times.

B DCD=0 in idle; DCD tracks carrier in On-Line State with S9 -

The DCD circuit is OFF while the connection attempt is being made. It goes
ON immediately after the CONNECT result code is issued, and goes OFF
immediately after loss of remote carrier. If the remote carrier is restored and
the $9 (carrier detect response time) delay is completed before the $10 (lost
carrier to hang-up) delay expires, then hang-up is avoided and the DCD
circuit goes ON again as the modem goes on-line. Otherwise, DCD remains
OFF during the hang-up process prior to the result code message. If
$10=255, hangup will not occur unless initiated by the DTE.

C DCD=0 in idle; DCD tracks carrier in On-Line State without $9 -
The DCD circuit is OFF when the modem is idle. It goes ON immediately
after the CONNECT result code is issued, and goes OFF immediately after
loss of remote carrier. If the remote carrier is restored, then DCD will go ON
regardless of the $9 value in effect.

D DCD=1 in idle; DCD tracks in On-Line with S9 -

The DCD circuit is normally ON when the modem is idle, and it is ON while
the remote carrier is present and the modem is on-line. The signal goes OFF
immediately after loss of remote carrier. If the remote carrier is restored, then
DCD will go ON again regardless of §9. If the Hangup Process is initiated
by the DTE using DTR or issuing ATH<CR> from the on-line state, then DCD
will return ON just prior to the modem issuing the OK result code. If
$10<255 (lost carrier to hang-up delay) and a timeout equal to $10 expires
before the remote carrier is restored, then the hang-up process begins during
which DCD=0. DCD will return ON again just prior to the issue of the NO
CARRIER result code. If the remote carrier is restored and the $9 delay is
completed before the $10 delay expires; then the modem does not hangup,
and DCD will go ON again when the modem returns on-line.

E DCD=0 in idle; DCD=1 in On-Line State (no tracking) -

The DCD circuit is OFF when the modem is idle in the command state. DCD
goes ON immediately after the CONNECT result code is issued, and it goes
OFF when the modem begins the hangup process. DCD does not track the
presence of remote carrier energy.

F DCD=1 in idle; DCD tracks in On-Line without $9 -

This behavior pattern is associated only with (&C2, &Q5, $10=255, half
duplex), and it only occurs at 4800 and 9600 bps when Express 96 is in
effect (Hayes proprietary V.32 half-duplex operation (Ping Pong)). The DCD
circuit is normally ON when the modem is operating in half duplex and idle
in the command state, and it is ON while the remote carrier is present in the
on-line state. It goes OFF approximately 3 seconds after loss of remote
carrier. If the remote carrier is restored, then DCD will go ON again
(regardless of §9). If the hangup process is initiated by the DTE using DTR
or escaping to command state and issuing ATH<CR> when on-line, DCD
will return ON just prior to the modem issuing the OK result code. The
modem will not begin the hangup process if $10=255.
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&D - Data Terminal

Ready Options

The &D command affects how the modem will respond to the state of the DTR
signal and changes to this circuit. The effects of DTR states and changes are
also very dependent upon the &Q command that is in effect. The test modes
associated with certain &T commands are only affected by DTR changes when
&D3 is in effect and are not affected by &Q command options. Below, DTR-
related behaviors are defined in relation to the &D and &Q commands in
effect in smart mode. In dumb mode, the behavior is as defined below for &D2
regardless of the actual &D command in effect.

DTR Behaviors in Smart Mode

&DO &D1 &D2 &D3
&Q0 none E I, H R
&Q1 H E I,C,H R
&Q2 I, D, H I,D, H I, D, H I, D, R
&Q3 LO,H I,O, H IO, H 1,0, R
&Q4 H E I, C, H R
&Q5 {none’ E S R
&Q6 none E I, S R

Legend for Table Above -
Auto-Answer Function

The DCD circuit is ON at all times.

DTR OFF-to-ON Effects

D

If $1=0 and in the idle condition, DTR OFF-to-ON signals the modem to go
off hook and start the dialing process using the dial string stored by the last
&Z0= command. $25 does not affect the modem's reactions to DTR going
OFF-to-ON.

If $1=0 and in the idle condition, DTR OFF-to-ON signals the modem to go
off hook and start the originate handshake process. $25 does not affect the
modem's reactions to DTR going OFF-to-ON.

Following a CONNECT result code, DTR must go ON before the time
specified by $25 (in seconds), or CTS will not go ON and the modem will
go to the Hangup Process, issue the NO CARRIER result code, at the
Response Speed, and go to the idle condition.

DTR ON-to-0FF Effects

E

If in the on-line state, DTR ON-to-OFF signals the modem to exit the on-line
state, issue an OK result code at the response speed, and go to command
state, while maintaining the connection. DTR transitions to OFF that do
not persist more than the time specified by $25 will not cause the modem
to exit the on-line state.

If in the on-line state, or in the handshaking, dialing, or answer process,
DTR ON-to-OFF signals the modem to execute the hangup process, issue an
OK result code at the response speed, and go to the idle condition. The
modem is not reset by DTR. This will also abort any dial, handshake, or
answer in progress. DTR transitions to OFF that do not persist more than the
time specified by $25 will not trigger a transition to the hangup process.

DTR ON-to-OFF signals the modem to immediately perform a hard reset
regardless of state. All processes are aborted. S25 does not affect the
modem's reactions to DTR going OFF-to-ON. There is no result code.

If in on-Line, or in the handshaking, dialing processes, or answer process, a
transition of DTR ON-to-OFF signals the modem to shut down the
communications link. When the modem has completed transmitting the data
placed into its buffer by the DTE and has completed sending the received
data to the DTE, the modem will execute the hangup process, issue an OK
result code at the response speed, and remain idle in the command state. The
modem is not reset by DTR. This will also abort any dial, handshake, or
answer in progress. DTR transitions to OFF that do not persist more than the
time specified by $25 will not trigger a transition to the hangup process.
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&F - Recall Factory The &F command recalls the configuration stored and programmed in ROM at

Profile the factory. This operation completely replaces the command options and
S-register values in the active configuration with those comprising the ROM
configuration. For the commands and registers stored and their factory-set
ROM default values, see the Hayes Standard AT Command Set Reference or
Appendix of AT commands accompanying your modem.

&G - Guard Tone The &G command tells the modem which guard tone, if any, to transmit while
Selection transmitting in the high band (answer mode). Guard tone is transmitted only
while the modem is transmitting in the answer mode and during the answer
handshake.
-| &GO Guard tones disabled
&G1 550 Hz guard tone enabled (V.22, V.22bis only)
&G2 1800 Hz guard tone enabled (V.22,V.22bis only)
&] - Jack Type The &) command designates the type of jack with which the modem is
Selection (Auxiliary connected to the telephone line. This selection is made by changing the way
Relay Options) the auxiliary relay is controlled. The auxiliary relay connects the A lead to the
Al lead, and is normally open.
&JO The auxiliary relay is never closed (suitable for RJ-11, RJ-41S, or R|-45S type
phone jack)
&|1 The auxiliary relay is closed while modem is off hook (suitable for RJ-12 or
RJ-13 type phone jack)

Note: To determine the jack setting for MI/MIC operation, refer to the description of $92.

&K - Local Flow The &Kn command is used to select the local flow control method for use

Control Options when the modem is operating in error-control mode or asynchronous mode
with Automatic Speed Buffering (ASB). ASB is used for communication
environments requiring a “Fixed Speed Interface” between the modem and
the DTE. Note that local flow control is unidirectional in &Q6 mode and
bidirectional in &Q5 mode.

$39 stores the current flow control setting. Flow control is always inhibited in
command state and is valid only when on-line in error-control mode. Bi-
directional flow control regulates the data stream between the DTE and the
modem. Specific functions depending on parameter value are as follows:

&KO All flow control is disabled. May be selected for use during error-control
mode at the risk of overflowing the buffers and losing data
&K1 RTS/CTS flow control is enabled. Note that the DTE-to-V-series modem cable

must have the supporting wires. The &T19 command may be used by software
to determine if the cable is properly wired

&K2 XON/XOFF flow control is enabled. These characters are not programmable
and are fixed at DC1 and DC3, respectively. This method should not be used
when XON/XOFF characters will be sent as user data or as part of a file
transfer protocol

&K3 RTS/CTS flow control is enabled. Note that the DTE-to-V-series modem cable
must have the supporting wires. The &T19 command may be used by software
to determine if the cable is properly wired

&K4 XON/XOFF flow control is enabled. These characters are not programmable
and are fixed at DC1 and DC3, respectively. This method should not be used
when XON/XOFF characters will be sent as user data or as part of a file
transfer protocol

&K5 Transparent XON/XOFF. The data stream is controlled by characters DC1 and
DC3. The characters DLE, DC1, and DC3 are made transparent by sending DLE
followed by the character XORed (Exclusive ORed) with 2T1hex. See notes on
&KS5 transparent flow control in Appendix D, Transparent XON/XOFF Local
Flow Control in Hayes V-series Modems
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&L - Line Type
Selection
(Dialup/Leased)

&O - PAD Channel
Selection

&Q - Communications
Mode Options

The &L1 command instructs the modem to alter its function for leased line
environments. The modem will act as if $10=255 and MO are in effect. It will
not dial numbers or send answer tone. The modem must receive an X1D or A
command to go on-line. The modem will then go to the dialing or answering
process, respectively. Once the handshaking process is completed, the modem
tries to stay in the on-line state. When it loses carrier, it returns to the dialing
or answering process. Carrier level is determined in one of several techniques,
depending on the particular modem. See the Installation Guide for information
on setting carrier level.

&LO Select Dialup line operation

&L1 Select Leased line (Private Circuit) operation

The &0 command instructs the modem to move from AT command state to a
PAD waiting state where it is ready to receive X.25 commands. A Reset
operation (see Chapter Two: V-series X.25 Communications) is performed on the
selected channel. This command can be issued while off-line so that the PADs
may be configured prior to making a connection.

&00 Move to the PAD command state of the last channel accessed (or to channel
1 if no previous channel has been selected)

&O1 Move to the PAD command state for channel 1

&02 Move to the PAD command state for channel 2

&03 Move to the PAD command state for channel 3

&Q4 Move to the PAD command state for channel 4

The &Q command selects the communication mode. The &Q command
determines how the modem will treat transmitted and received data while in
the on-line state (i.e., asynchronous, synchronous, AutoSync, or error-control)
and establishes certain call setup procedures. Refer also to the &C, &D, and &S
commands in this section.

Command | On-Line State Special Features

&Q0 Asynchronous DCD and DSR behaviors are unique. Refer to &C and &S
commands.

&Q1 Synchronous DTR must be ON after CONNECT when timer value in $25
expires.

&Q2 Synchronous DTR OFF-to-ON executes dialing process; the D command

invalid DTR ON-to-OFF executes the hangup process; the
A command is invalid.

&Q3 Synchronous Dialing and Voice allowed from phone set when DTR is
OFF. DTR OFF-to-ON executes the handshaking process
(in originate mode); the D command is invalid. DTR ON-
to-OFF executes hangup process; the A command invalid.

&Q4 Hayes AutoSync | DTR must be ON after CONNECT when timer equal to S25
expires. DTE data speed is 9600 bps which is not equal
to response speed or line speed, yet all result codes are at
the response speed.

| &Q5 Error-control This enables error-control and is unique to V-series

products. Depending upon which V-series product is
being used, any one of several point to point protocols
can be negotiated: LAPB, LAPM, X.25 or MNP. After the
modem handshake is complete, feature negotiation (see
548) is used to determine which protocol (see S46) will
be used for the communication session. If no common
protocol is found between the local and remote modems,
the fall back options (see S36) will be used.

1-20  Technical Reference for Hayes Modem Users



Command | On-Line State Special Features

&Q6 Buffered Automatic Speed Buffering is useful for DTEs that cannot
Asynchronous adjust to changing transmission speeds. This mode
ensures the DTE-modem speed is set at a constant rate
regardless of the line speed determined during the
modem handshake. With the exception of flow control
(&Kn) between the DTE and the attached modem, this
mode is identical to the standard asynchronous mode
(&Q0). ASB operation is also a fall back option (see
$36) when the modem is set for error-control mode (&Q5.
Because the DTE and DCE speeds are different in ASB, a
256 byte buffer is provided so that flow control does not
occur on every character transmission. Some DTEs are
sensitive to the buffer size so S-registers are provided to
control the lower (S49) and upper (550) boundaries.

&R - RTS/CTS Options The functions of CTS and RTS in synchronous modes (&Q1, &Q2, and &Q3)
are determined by the &R command. The &R command has no effect if &QO,
&Q4, &Q5, or &Q6 is in effect. See also the discussion of the CTS and RTS
signals in Appendix A. Refer to the &K command for other RTS and CTS
functions. Note when &Q4 is in effect (AutoSync operation), RTS and CTS
behaviors are not unlike those specified by RS-232/CCITT V.24.

In Synchronous Modes (&Q1, &Q2, and &Q3):

— &RO CTS tracks RTS while the modem is in on-line state and observes the RTS-to-
CTS delay determined by S26.
&R1 CTS is ON while the modem is in the On-Line State, and RTS is ignored.

In other modes (&QO, &Q4, &Q5, and &Q6), the &R option in effect does not
control the RTS and CTS functions.

&S - Data Set Ready The &S command controls the functions of the DSR circuit. The DSR circuit
Options (pin 6 of the RS-232 interface) indicates when the modem is connected to a
communication channel and is ready.

In synchronous mode, when originating a call, DSR goes high when dialing is
completed and an answer tone is detected from the remote modem. When
answering a synchronous call, DSR goes high when the modem begins
transmitting the answer tone.

In asynchronous or error-control mode, the &S command can be used to
configure the modem to keep the DSR signal high at all times or to have it
operate according to the RS-232 specification (as described in Appendix A).

When &Q0, &Q5, and &Q6 are in effect:

&S0 DSR circuit is always on

&S1 DSR=0 in the idle state and when in a test mode. DSR circuit is turned ON at
start of the handshaking process. DSR is turned OFF when hangup process is
started.

&S2 DSR=0 in the idle state and when in a test mode. DSR circuit is turned ON at
end of handshake prior to issuing of the CONNECT result code. DSR is turned
OFF when hangup process is started.
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&T - Test Options

&TO - Terminate Test
In Progress

&T1 - Initiate Local
Analog Loopback

When &Q1 to &Q4 are in effect:

&S0-1 DSR=0 in the command state and at idle. DSR circuit is turned ON at start of
the handshaking process. DSR is turned OFF when hangup process is started.
&S2 DSR=0 in the command state and at idle. DSR circuit is turned ON at end of

handshake prior to issuing of the CONNECT result code. DSR is turned OFF
when hangup process is started.

The following &T command options are used to configure and place the
modem in various test modes as defined by CCITT V.54. These tests can be
used to verify the analog and digital portions of the modem’s operation, as
well as those of the remote modem. Some of these tests require a connection
be established before running the procedure. The &T19 command (not a
CCITT V.54 test) can be used to test the RTS/CTS functions of the cable used to
attach the modem to the DTE.

Note: &T commands can only be used when the modem is configured for &Q0 (unbuffered
asynchronous mode).

If a V.54 Loopback Test is in progress as a result of executing an &Tn
command, then the &TO command will cause that test to be terminated
provided that the modem is in the command state, or a V.54 state that accepts
commands from the DTE. See specific &T command descriptions for
termination actions.

The modem goes on hook and configures itself for analog loopback (using low
frequency band if no suffix or “O” suffix, and high frequency band if “A”
suffix). DSR is turned off (if &S1 is in effect), the analog loopback state is
entered, and the test timer is set to the value in $S18. A CONNECT result code
is sent to the DTE, and the test timer then begins its count down. The test
terminates when the test timer expires. If S18 equals O, then the test must be
terminated by an &TO, HO, or Z command. While any command may be
entered while the modem is in this test state, the modem response is not
specified except for HO, &TO, and Z - any of which will terminate the test.
Upon termination of the test, the modem enters the command state.

Result Description

Codes:

CONNECT when local analog loopback state is entered

ERROR if any other &Tn test is active (except &TO) or if in the on-line command
state

OK after test is stopped by test timer, the HO command, or the &TO command
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&T3 - Perform Local The modem must be in the command state with a connection established

Digital Loopback when this command is issued. Otherwise an ERROR result code occurs. This
command establishes a loopback of received data, after demodulation, and
sends it back to the distant end. The modem is configured for local digital
loopback, DSR is turned off (if &S1 is in effect), the test timer is started with
the value in S18, and an OK result code is sent to the DTE . If S18 contains a O,
the test must be terminated by a &T0, HO, or Z command. The latter two result
in the modem going on hook. If $18 does not contain 0, the test is terminated
after the number of seconds stored in S18.

Result Description

Codes:

OK after 2s delay

ERROR if any other self test is active (&T1,&T6-&T8) or if in idle state

OK when test is terminated
&T4 - Grant RDL When in the on-line state the modem will honor a remote digital loopback
Requests request from a distant modem if it occurs. This will result in an ERROR if the

command is given while any V.54 test is active (&T1, &T3, &T6, &T7, or &T8).

&TS - Deny RDL The modem will not respond to a remote digital loopback request from a
Requests distant modem. This will result in an ERROR if the command is given while
any V.54 test is active (&T1, &T3, &T6, &T7, or &T8).

&T6 - Initiate Remote  The command is valid only if the modem is in the command state with a

Digital Loopback connection at 1200 or 2400 bps. The modem sends the remote digital
loopback request signal to the distant modem (see CCITT V.22 and V.54).
After the RDL acknowledgment signal is received from the distant modem,
DSR is turned off (if &S1 is in effect), the on-line state is entered, a CONNECT
result code is sent to the DTE, and the test timer is set to the value in S18. If
the modem does not receive the RDL acknowledgment signal from the distant
end in three seconds, it sends an ERROR result code to the DTE and returns to
the command state. The modem sends the signal specified in CCITT V.22 to
release the remote digital loopback when the test is terminated. The test may
be terminated by the HO, Z, or &TO command. The test will also terminate
when the test timer expires (sending the modem to the command state) or
carrier is lost (causing a NO CARRIER result code and the modem to go on
hook in the command state).

Result Description

Codes:

CONNECT when on-line state is entered

ERROR if any V.54 test is active (&T1, &T3, &T6-&T8)
ERROR if not in on-line command State

ERROR if command is issued at other than 1200 or 2400 bps
ERROR if the RDL signal is not acknowledged
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&T7 - Initiate RDL
With Self Test

&T8 - Local Loopback
With Self Test

&T19 - Perform
RTS/CTS Cable Test

The command is only valid if the modem is in the command state with a
connection at 1200 or 2400 bps. The modem sends the remote digital
loopback request signal to the distant end (see CCITT V.22). After the RDL
acknowledgment signal is received from the distant end, DSR is turned off (if
&S1 is in effect), the on-line state is entered, an OK result code is sent to the
DTE, and the test timer is set to the value in S18. While the test is active the
modem sends a test message to the distant end and counts the errors in the
received (looped back) signal. The modem stays in the command state during
the test. When the test is terminated (except by a loss of carrier), the modem
sends the release signal to the distant end, as in &T6, and reports the three-
digit error count to the DTE. The information text is followed by an OK result
code. See the V command for formats. The test is terminated by loss of carrier,
or an HO, &TO, or Z command, and by the S18 timer running out.

Result Description

Codes:

oK when command executed is started

OK after error count is sent to DTE

ERROR if any other self test is active (&T1,&T3,&T6-&T8)
ERROR if not in on-line command state

ERROR if command is issued at other than 1200 or 2400 bps
ERROR if the RDL acknowledgment signal is not received

The modem goes on hook and is configured for analog loopback (low
frequency band if none or O suffix, high frequency band if A suffix). The test
timer is started at the time indicated by S18, DSR is turned off (if &S1 is in
effect), A self test condition is entered, and an OK result code is sent to the
DTE. During the test the modem sends a test message and counts errors in the
looped back signal. The test is terminated when the timer times out (S18) or
the &TO, HO, or Z command is issued. When the test is terminated, the three-
digit error count is sent to the DTE. An OK result code follows the error count.

Result Description

Codes:

OK if a self test state is entered

OK after error count is sent to DTE

ERROR if any other V.54 test is active (&T1,&T3,&T6,&T7), or if on-line

All Hayes V-series modems support &T19. Software can use &T19 to help
determine whether the DTE-to-Modem cable supports the RTS and CTS signals
necessary for hardware flow control, which is selected by the &K3 command.

&T19 in the modem works interactively with the DTE to confirm the RTS and
CTS signal. Only the DTE can detect CTS, and only the modem can detect RTS.
The modem cannot verify both signals without the active involvement of the
DTE software.

The modem performs the following algorithm in response to the AT&T19<CR>
command:

1. Turns OFF CTS (normally ON).

2. Starts a 500 millisecond timer.
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3. Monitors RTS for ON and OFF states.

4. If both states of RTS are detected before the 500ms timer expires then:
a. Restore CTS to the ON state.
b. End the test (stop the timer).
c. Return the OK result code (meaning the modem has verified RTS).

5. If the timer expires before both states of RTS are detected then:
a. Restore CTS to the ON state.
b. Return the ERROR result code (meaning the modem has not verified
RTS).

Note: By itself, the modem cannot verify either signal. The DTE must toggle RTS during the test in
order for the modem to be able to detect a change. Also, the DTE should look for CTS to drop during
the test to verify it is connected.

The following algorithm is used by Hayes Smartcom software in its use of the
&T19 test:

1. Issue AT&T19 <CR>

Note: For more predictable timing, do not combine other commands on the same command
line with &T19. Also, higher DTE port speeds improve the timing resolution.

2. Wait 500ms for CTS to drop. If CTS does not drop in that time, then the
test fails.

3. If CTS drop is detected, then:
a. Drop RTS, wait 50ms, raise RTS, wait 50ms, repeat up to 6 times, or until
CTS is detected high.
b. If CTS is detected returning high before 6 iterations, then the test is
passing (and an OK result code may be expected soon), or if all 6 iterations
did not result in CTS being raised, then the RTS part of the test is failing (
and an ERROR result code may be expected after the 500ms timer expires).

4. Process the result code from the modem. Success during Step 3 above and
an OK result code implies that RTS and CTS are both wired correctly.
Failure during Step 3 or an ERROR result code implies that either RTS or
CTS is not wired in the cable.

Note: Keep in mind that the result code may arrive while you are still in Steps 2 and 3 above.

A modification to the software algorithm could be made to permit software to
detect which signal is missing from the cable. After issuing the AT&T19 <CR>
command, give the modem about 100ms to drop CTS. Then, even if the CTS
drop is not detected, proceed to toggle RTS anyway, keeping in mind that the
CTS part of the test has failed.

RTS/CTS flow control is preferred because it is "out of band", that is, it does not
consume any of the 256 serial codes from the user data. XON/XOFF flow
control uses DC1 (ASCII 17) and DC3 (ASCII 19). If RTS/CTS is not supported,
then Transparent Flow Control (&KS) is the next best option (IF the software
supports it) because it accomplishes Xon/Xoff flow control without interfering
with the user data (e.g. during binary file transfers).
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&U - Trellis Coding The &U command is used to enable and disable Trellis coding for V.32

Options

connections. Trellis coding is a method of forward error correction that adds
information to the base modulation scheme to record successive dependencies
between transmitted signal points. This selection affects V.32 9600 bps
transmissions only.

| &UO Enable Trellis coding
&U1 Disable Trellis coding

&V - View The &V command is used to display the active and stored profiles (commands
Configuration Profiles and S-register settings) along with any stored telephone numbers. Input from
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the DTE is ignored while this view configuration information is being sent to
the DTE.

The example below illustrates typical &V information supplied when the
factory-set default configuration profile is loaded and then stored into the
stored profiles, and an arbitrary phone number is stored in one of the stored
numbers locations. Note that the contents and structure of these profiles vary
from modem to modem.

ACTIVE PROFILE:

BO B41 B60 E1 L2 M1 N1 P Q0 V1 WO X4 YO &CO &DO0 &GO &)0 &K3 &Q5

&RO &S0 &T4 &UO &X0 &YO

500:000 S01:000 $02:043 S03:013 S04:010 S05:008 S06:002 S07:030 S08:002 S09:006
$10:014 S11:070 $12:050 S18:000 $25:005 $26:001 $36:005 S37:000 $38:020 S44:003
546:002 $48:007 S49:008 S50:016 $95:000

STORED PROFILE 0:

BO B41 B60 E1 L2 M1 N1 P QO V1 WO X4 YO &C0 &DO0 &GO &J0 &K3 &Q5

&RO &S0 &T4 &UO &X0

$00:000 $02:043 S06:002 S07:050 S08:002 S09:006 S10:014 S11:095 $12:050 $18:000
525:005 $26:001 $36:005 S37:000 S38:020 S44:003 S46:002 S48:007 $49:008 S50:016

STORED PROFILE 1:

BO B41 B60 E1 L2 M1 N1 P Q0 V1 WO X4 YO &CO &D0 &G0 &0 &K3 &Q5

&RO &S0 &T4 &UO &XO0

S00:000 S02:043 506:002 S07:050 S08:002 S09:006 S10:014 S11:095 S12:050 S18:000
$25:005 $26:001 $36:005 S37:000 S38:020 S44:003 S46:002 S48:007 S49:008 S50:016

TELEPHONE NUMBERS:
0=
1=T9W14045551212
2=

3=

The three-digit numbers after each S-register number are decimal
representations of the S-register contents.
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&V6 -View Blacklisting ~ This command displays "blacklisted" telephone numbers, the number of

Entries attempts to each listed number, and the number of calls attempted since the
last connection to a modem. Note that this command is only available in
modems subject to "blacklisting" regulations set by certain modem approval
agencies. Refer to the modem's Hayes Standard AT Command Set Reference to see
if this command applies.

&W - Write Active The &W command stores certain command options and S-register values into

Profile to Memory one of the modem’s two nonvolatile stored profile memory locations. The
command options and register values stored depend on the particular modem.
These are indicated on the Hayes Standard AT Command Set Reference for your
modem. In addition, the AT speed and parity are stored, according to the
values used at the time the command is issued.

&WO0 Store the Active Profile into Stored Profile 0
&W1 Store the Active Profile into Stored Profile 1
&X - Synchronous The &X command determines how the DTE transmit clock is generated while

Transmit Clock Source  the modem is in the synchronous mode.

&XO0 Modem generates the transmit clock and applies it to pin 15 (RS-232).

&X1 DTE generates the transmit clock on pin 24 (EIA 232D) and the modem
applies this clock to pin 15 (EIA 232D). This setting is available for
external modems only.

&X2 Modem derives the transmit clock from the receive carrier signal and applies
it to pin 15 (RS-232).

&Y - Select Stored The &Y command selects which stored profile will be copied into the active

Profile For Hard Reset profile subsequent to a hard reset (including power-up). The &Y command
execution is nonvolatile, stored at the time the command is executed, not by
the &W command. The value selected with this command is not affected by
the &F command, although &YO is selected as part of the overall factory setup.

&YO0 Select Stored Profile 0 on power-up

&Y1 Select Stored Profile 1 on power-up
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&Zn=x - Store
Telephone Number

The &Zn=x command is used to store up to four dialing strings in the modem's
nonvolatile memory for later dialing. The format for the command is
&Zn="stored number" where n is the location 0-3 to which the number
should be written. For example, the line AT&Z2=5552368<CR> writes
5552368 as the third of four possible numbers to the modem's "telephone
book" in nonvolatile memory. The &Zn=x command can be used to store a
number with as many as 36 characters.

Any dialing string can be saved except the $ dialing modifier (this would cause
a stored dialing string to attempt to dial another stored string), or the ;
modifier if used for automatic dialing in synchronous mode 2. If no dial string
follows the command, the referenced stored number will be cleared.

&Z <dial string><CR>
&Z= <dial string><CR>
&Zn= <dial string><CR> ... where n=0-3

If the delimiter (=) is not present, the characters following the &Zn=x are
treated as telephone numbers and/or modifiers and are stored in location 0.
For example, in &Znxxxx, the n is a part of the phone number. If the delimiter
is present the characters following it are stored in the location specified by the
character preceding the delimiter (which must be in the range 0-3). If no
character precedes the delimiter, the number is stored in location 0. If an
invalid location is specified (n) the modem sends an ERROR result code.

Characters not listed above as storable are ignored. For example, the command
&Z1=3456H;AX would store 3456;A.

L
1.2 Result Code Listing

This section defines the result codes returned by Hayes modems in response to
commands.

The table below shows the various formats in which modem responses can be
presented. Note that the “text” of the info-text may consist of multiple lines of
text. The formats depicted here only refer to the <CR><LF> characters between
info-texts and not within them.

Vo Vi
Information | text <CR><LF>
Text <CR><LF> text
<CR><LF>
Result Codes | numeric code <CR><LF>
<CR> verbose code
<CR><LF>
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1 - CONNECT

2- RING

3 — NO CARRIER

4 - ERROR

5 — CONNECT 1200

6 — NO DIALTONE

7 - BUSY

1.2.1 Command Response and Call Progress Monitoring

This set of result codes includes responses to commands and call progress
monitoring responses. They are available to all modems within the capabilities
of the modem. For example, the result code CONNECT 9600 is not available to
Smartmodem 2400. The factory setting for all high-speed modems enables the
extended set of call progress monitoring (X4). When set up in this way, the
modem performs and reports full call progress monitoring (RING, NO
CARRIER, NO DIALTONE, and BUSY). It also indicates the speed of the
connection (CONNECT 1200 as opposed to simply CONNECT). The factory
setting for Smartmodem 300, Smartmodem 1200, and all others whose highest
speed is 1200 bps is basic call progress monitoring (X0).

The command response and call progress monitoring result codes are defined
below:

This result code indicates that a command or command string was executed. Note that if
more than one command were included on a line and an ERROR result code received, this
means that one or more of the commands was not processed. If one or more were executed
properly, but even one was invalid, no OK will be issued, only the ERROR.

This result code indicates a connection was made between the DTE and the modem. If X4
(extended set of call progress monitoring) were selected, the code indicates that a
connection from at 0 to 300 bps was made. However, if X0 (basic set of call progress
monitoring) were selected, the connection could be 0-300, 1200, 1200/75, 75/1200, 2400,
4800, 7200, 9600, 14400, 19200, or 38400 bps. If the modem is not operating in error-
control or ASB mode, this is the same as the line speed. See other CONNECT messages and
CARRIER messages.

This result code indicates the modem has detected a ring signal. No distinction can be made
as to whether this is a voice call, a modem call, a fax call, or other type.

This result code indicates that no carrier signal was detected, or that the signal was lost.
This is the response the modem will give when no connection is made; see CONNECT result
code. The modem will also return this message when the connection is broken, either
intentionally as when the hangup process completes, or if line difficulties break the
connection.

This result code indicates that an invalid command was issued, or that there was an error in
the command line. For example, if the command line exceeds 40 characters for Smartmodem
Products or 255 characters for V-series products, this result code will be returned. This result
code is also returned in response to the 11 command requesting a ROM checksum, if the
modem detects an error in the computation.

This result code indicates a connection has been established at 1200, 1200/75 or 75/1200
bps between the modem and the DTE. If the modem is not operating in error-control mode,
this is the same as the line speed. This result code is disabled by X0. Only CONNECT is
reported.

This result code indicates that no dial tone was detected when the modem went off hook.
Dial tone detection and this result code are enabled by X2 or X4, or the W dial modifier.

This result code indicates that the modem detected a busy signal when it attempted to
connect with the modem at the number dialed. Busy signal detection and this result code are
enabled by X3 or X4.
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8 - NO ANSWER

10 — CONNECT 2400

11 — CONNECT 4800

12 - CONNECT 9600

13— CONNECT 14400

14 — CONNECT 19200

22 — CONNECT 1200/75

23 — CONNECT 75/1200

24 — CONNECT 7200

25 — CONNECT 12000

28 — CONNECT 38400

This result code indicates no silence was detected when dialing a system not providing a
dial tone. Enabled by the @ dial modifier.

This result code indicates a connection has been established at 2400 bps between the
modem and the DTE. If the modem is not operating in error-control mode, this is the same as
the line speed. This result code is disabled by X0. Only CONNECT is reported.

This result code indicates a connection has been established at 4800 bps between the
modem and the DTE. This result code is disabled by X0.

This result code indicates a connection has been established at 9600 bps between the
modem and the DTE. This result code is disabled by XO0.

This result code indicates a connection has been established at 14400 bps between the
modem and the DTE. This result code is disabled by X0.

This result code indicates a connection has been established at 19200 bps between the
modem and the DTE. This result code is disabled by XO0.

This result code indicates a connection has been established at 1200 bps when transmitting
data and 75 bps when receiving data between the modem and the DTE.

This result code indicates a connection has been established at 75 bps when transmitting
data and 1200 bps when receiving data between the modem and the DTE.

This result code indicates a connection has been established at 7200 bps between the
modem and the DTE. This result code is disabled by XO0.

This result code indicates a connection has been established at 12000 bps between the
modem and the DTE. This result code is disabled by X0.

This result code indicates a connection has been established at 38400 bps between the
modem and the DTE. This result code is disabled by XO0.
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1.2.2 Negotiation Progress Messages

V-series products report special result codes during error-control negotiation.
Whether or not these messages are displayed is selected with the W command
(not to be confused with the W dial modifier). The factory setting is messages
disabled (WO) to avoid conflict with software programs that do not support this
additional level of call progress monitoring.

Negotiation progress messages are reported in the following order:

CARRIER
PROTOCOL
AUTOSTREAM
COMPRESSION
CONNECT

If AutoStream is not used, no message is reported.

40 — CARRIER 300 This message indicates that a carrier signal has been detected at 300 bps (modem-to-modem
line speed).
44 - CARRIER 1200/75 This message indicates that a carrier signal has been detected at 1200 bps when transmitting

and at 75 when receiving (modem-to-modem line speed).

45 — CARRIER 75/1200 This message indicates that a carrier signal has been detected at 75 bps when transmitting
and at 1200 bps when receiving (modem-to-modem line speed).

46 — CARRIER 1200 This message indicates that a carrier signal has been detected at 1200 bps (modem-to-modem
line speed).

47 — CARRIER 2400 This message indicates that a carrier signal has been detected at 2400 bps (modem-to-modem
line speed).

48 — CARRIER 4800 This message indicates that a carrier signal has been detected at 4800 bps (modem-to-modem
line speed).

49 — CARRIER 7200 This message indicates that a carrier signal has been detected at 7200 bps (modem-to-modem
line speed).

50 — CARRIER 9600 This message indicates that a carrier signal has been detected at 9600 bps (modem-to-modem
line speed).

51 — CARRIER 12000 This message indicates that a carrier signal has been detected at 12000 bps (modem-to-

modem line speed).

52 - CARRIER 14400 This message indicates that a carrier signal has been detected at 14400 bps (modem-to-
modem line speed).

66 — COMPRESSION: This message indicates that data compression using MNP Class 5 has been negotiated for the
CLASS 5 connection.

67 — COMPRESSION: This message indicates that data compression using CCITT V.42bis has been negotiated for
V.42BIS the connection.
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68 — COMPRESSION: This message indicates that data compression using Hayes Adaptive Data Compression has
ADC been negotiated for the connection.

69 — COMPRESSION:
NONE

This message indicates that data compression was not negotiated for the connection.

70 — PROTOCOL: NONE This message indicates that no protocol was negotiated for the connection. A standard

asynchronous connection was made.

71 - PROTOCOL: ERROR-  This message indicates that an error-control connection was negotiated with LAPB protocol.
CONTROL/ LAPB This protocol is the one used by the first V-series products.

72 - PROTOCOL: ERROR-  This message indicates that a half-duplex error-control connection was negotiated with
CONTROL/ LAPB/HDX LAPB protocol. This protocol is the one used by the first V-series products communicating at
9600 bps.

73 — PROTOCOL: ERROR-  This message indicates that an error-control connection was negotiated using the Hayes

CONTROL/LAPB/AFT

74 — PROTOCOL:
X.25/LAPB

75 — PROTOCOL:
X.25/LAPB/HDX

76 - PROTOCOL:
X.25/LAPB/AFT

77 — PROTOCOL: L
AP-M

78 — PROTOCOL: L
AP-M/HDX

79 — PROTOCOL:
LAP-M/AFT

80 - PROTOCOL:
ALT

91 — AUTOSTREAM:
LEVEL 1

92 — AUTOSTREAM:
LEVEL 2

93 — AUTOSTREAM:
LEVEL 3

Asynchronous Framing Technique. This protocol is used for connections between modems
such as Smartmodem 1200 that do not communicate synchronously across the telephone line.
AFT enables an error-control protocol to be used.

This message indicates that an error-control connection using the X.25 protocol was
established with a carrier speed of 1200, 2400, 4800, or 9600 bps.

This message indicates that a half-duplex error-control connection using the X.25 protocol
was established with a carrier speed of 4800 or 9600 bps.

This message indicates that an asynchronous error-control connection using the X.25
protocol was established with a carrier speed of 1200 bps. The Hayes Asynchronous Framing
Technique was used.

This message indicates that an error-control connection using the V.42 LAPM protocol was
established with a carrier speed of 1200, 2400, 4800, or 9600 bps.

This message indicates that a half-duplex error-control connection using the V.42 LAPM
protocol was established with a carrier speed of 4800 or 9600 bps.

This message indicates that an asynchronous error-control connection using the V.42 LAPM
protocol was established with a carrier speed of 1200 bps. The Hayes Asynchronous Framing
Technique was used.

This message indicates that an error-control connection using the V.42 LAPM alternative
protocol was established with a carrier speed of 1200, 2400, 4800, or 9600 bps. This
protocol is MNP Classes 2, 3, and 4 compatible.

This message indicates that Hayes AutoStream Level 1 has been negotiated for the
connection. This technique provides for multiplexing of multiple virtual channels.

This message indicates that Hayes AutoStream Level 2 has been negotiated for the
connection. This technique provides for multiplexing of multiple virtual channels, with
transparent control of one PAD (non-simultaneous).

This message indicates that Hayes AutoStream Level 3 has been negotiated for the
connection. This technique provides for multiplexing of multiple virtual channels, with
transparent control of all PADs (simultaneous).
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1.2.3 Information Text (INFO-TEXT)

Some commands, such as &V and Sr? return information text as opposed to
numeric or verbose codes. The alpha characters are headings and commands
and the numbers are command options, ASCII values, counter values, etc. The
example below illustrates a modem response to a command with information
text.

ACTIVE PROFILE:

BO B41 B60 E1 L2 M1 N1 P Q0 V1 WO X4 YO &C0 &D0 &G0 &J0 &K3 &Q5

&RO &SO &T4 &UO &X0 &YO

S00:000 S01:000 S02:043 S03:013 S04:010 S05:008 $06:002 S07:030 $08:002 S09:006
$10:014 $11:070 S12:050 S18:000 S25:005 S26:001 $36:005 S37:000 $38:020 S44:003
$46:002 S48:007 S49:008 $50:016 $95:000

Information Text is always a combination of alpha and numeric characters. The
V command has no affect on the format of this command response. Note that
the contents and format of the profile may vary from model to model.
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T
1.3  S-register Listing

The following definitions include all S-registers defined for the various families
of Hayes modems. Some factory settings and ranges are included here because
they are almost universally implemented with these values; however, be sure to
consult the Hayes Standard AT Command Set Reference that came with your
modem for the S-registers and their ranges/factory settings that your modem
supports. Note that S-register numbers not included in this listing are those for
which no function has been assigned.

50 Ring to Answer After
50 sets the ring number on which the modem automatically answers a call
when auto-answer mode is selected. $0=0, the factory setting, disables auto-
answer.

$1 Ring Count
When the modem is in the command state and set for auto-answer (50>0), the
modem automatically tracks the number of times the phone rings,
incrementing and writing the value in $1. The value reverts to 0 if no ring
occurs for 8 seconds. Once a connection is made, the modem resets the value
of $1 to 0. Note that two short ring bursts within a ring cycle are counted as
two rings.

$2 Ecape Sequence Character
. 52 holds the ASCII value of the escape sequence character. The factory-set
value is ASCII 43, the plus sign (+). The value for this register can be set to any
ASCII value between 0 and 127. Setting $2 to a value greater than 127 disables
the escape sequence, preventing the modem from returning to the command
state and disabling command recognition.

$3 Carriage Return Character
$3 holds the ASCII value of the line terminating character. The factory-set
value is ASCII 13 - carriage return (<CR>) - the range for the register is 0-127.
This character is used both as the command line terminator and the result
code terminator.

$4 Line Feed Character
$4 holds the ASCII value of the line feed character. The factory setting is 10;
the range is 0-127.

$5 Backspace Character
$5 holds the ASCII value of the backspace character. The factory-set value is
ASCII 08; the range for the register is 0-32, 127. This character moves the
cursor left, removing the previous character. As this value actually represents
the combined operation of three characters (a backspace, a space, and another
backspace), the time allotted to process the backspace character must not be
any less than the time required by the modem to transmit three characters.
For this reason, a repeat-key function may not operate properly on backspaces.
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$6 Wait Before Blind Dialing
$6 determines how long the modem waits after going off-hook before it dials.
This delay allows time for the central telephone office to detect the off-hook
condition of the line and apply dial tone. This wait time only applies to the
first dial tone. $6 is used only if X0, X1, or X3 is selected. Selecting X3 or X4
enables dial tone (call progress) detection and disables blind dialing, thus
making the setting of S6 irrelevant. The value of this register can be set for any
number from 4 through 7 seconds. This feature allows you to increase the time
delay if you have difficulty obtaining dial tone within 4 seconds.

Note: The Wait Before Dialing call progress monitoring feature (W dial modifers) applies only to
detection of a second dial tone and is independent of any S-register setting.

$7 Woit for Carrier after Dialing
87 determines the modem's time delay between dialing and responding to an
incoming carrier signal after initial connection. If the modem does not detect
a carrier within this time, the modem hangs up and returns the NO CARRIER
result code. If the modem detects a carrier within the specified time, it goes on
line.

58 Duration of Delay for Comma Dial Modifier

$8 determines the duration of the delay generated by the comma (,) dial
modifier.

$9 Carrier Detect Response Time
$9 determines how many seconds a carrier signal must be present for the
modem to recognize it and issue a carrier detect. The value for the register is
measured in tenths of a second. The factory setting is 6 (0.6 second); the range
is 1 (0.1 second) to 255 (25.5 seconds).

Note: The S9 value affects the time required to recognize the presence of carrier only if X3 or X4
is selected. The modem also ignores the value in register 89 when operating in half-duplex
synchronous or asynchronous mode.

$10 Delay Between Lost Carrier and-Hang Up
$10 specifies the time between loss of remote carrier and local modem
disconnect. The delay permits the carrier to disappear momentarily without
causing the modem to hang up. The value for the register is measured in
tenths of a second. The range for most modems is 1 (0.1 second) to 255 (25.5
seconds).

The modem recognizes a carrier after the period of time specified in §9.
Therefore, if the value of $10 is less than that set for $9, even a momentary
loss of carrier will cause the modem to disconnect. Setting the register to 255
causes the modem to ignore actual carrier status and assume a carrier is always
present. When operating in half-duplex synchronous mode, $10 specifies the
maximum time (in seconds) that a carrier may be continuously present or
absent before causing the modem to disconnect.

$17 Multi-Frequency Tone Duration

$11 determines the duration and spacing of tones in multi-frequency tone
dialing. The value in this register has no effect on the speed of pulse dialing.

The Hayes Standard AT Command Set  1-35



1-36

s12

518

525

526

s30

533

Escape Sequence Guard Time

$12 holds the value of the delay required prior to and following the escape
sequence. The guard time also dictates how quickly the escape sequence
characters must be entered, since the interval between entry of each of the
three characters must be of shorter duration than that specified for the guard
time. If guard time is set to O, timing is not a factor.

Modem Test Timer

$18 establishes the duration of the modem's diagnostic tests. When a test is
active for a length of time equal to the value chosen for this register, the
modem automatically terminates the test. A setting of zero (0) disables the test
timer (factory setting). The range for this register is 0-255 seconds.

DTR Detection

$25 serves two purposes. When the modem is operating in synchronous mode
4, the value assigned to $25 specifies the length of time the modem waits after
a connection has been made, before examining the DTR circuit. This allows
the modem to ignore an on-to-off transition of DTR and gives the user
sufficient time to disconnect the modem from the asynchronous terminal and
attach it to a synchronous terminal, without forcing the modem back to the
asynchronous command state. During this time, the value of $25 is read in full
seconds (e.g., the factory-set value of 5 equals 5 seconds, instead of 0.05
seconds).

In all other modes, and after call establishment in synchronous mode 4, the
value is read in 1/100 seconds. In any mode, a change in DTR (on or off) that
persists for a period shorter than the value held in $25 is ignored by the
modem while it is on-line. The range of values for $25 is 0-255.

RTS to CTS Interval

$26 is used to specify the interval to delay before turning on CTS after an off-
to-on transition of RTS. This value takes effect when the &R0 command
option has been selected. This setting applies to synchronous modes 1, 2, and 3
only. The factory-set value is 1 (.01 seconds) with a range of 0-255.

Inactivity Timeout

$30 monitors the line to prevent unnecessary connection time. If no data
transfer is detected (while the modem is in the on-line state) for a duration
specified by this register, the modem hangs up and returns to the idle state.
When the value of $30 is set to 0, the timer is disabled. The factory setting is O
seconds; the range is 0-255 units of 10 seconds. Note that $30 is only effective
in &QO, &Q5 or &Q6 modes; it is not enabled in any synchronous modes.

AFT Options
Register $33 applies only to communications using a V-series Modem
Enhancer with a Smartmodem 1200 which has an asynchronous DTE link.

This register selects the options to be used with Hayes Asynchronous Framing
Technique (See the description of $44). AFT offers options to prevent certain
characters (like XON and XOFF) from being sent. Normally AFT uses all 256
ASCII character codes; that is, it uses characters with 8 data bits. If intervening
equipment is limited to 7-bit operation, the Eight-Bit Data Transparency option
(833=4) can be enabled.
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With this option, AFT limits itself to using characters with 7 data bits. This
pertains only to the communication link between the two modems, not to the
format of the data. The data itself is unaffected by enabling any AFT
transparency options.

0 No transparency options required (factory setting)

1 Flow Control Transparency. AFT makes transparent the XON and

XOFF control characters sent from the DTE to the modem. The XON

and XOFF characters themselves are not sent over the

communication link; characters that substitute for these functions

are transmitted, instead.

Select Control Character Transparency

Select Eight-Bit Data Transparency

Select both Flow Control Transparency and Eight-Bit Data

Transparency

6 Select both Control Character Transparency and Eight-Bit Data
Transparency

oo N

If feature negotiation is active, the transparency option selected by one modem
is used by both modems.

$36 Negotiation Failure Treatment
When an attempt to make an error-control connection fails, the modem reads
this register to determine whether to terminate the connection, make an
asynchronous connection (otherwise selected with &Q@), or make an
asynchronous connection with ASB (otherwise selected with &Q6). This
register is referenced only when the error-control mode has been selected with
the &Q5 command (factory setting) and this communication mode cannot be

negotiated.

0 Hang up

1 Attempt a standard asynchronous connection (&QO)

3 Attempt an asynchronous connection using automatic speed
buffering (&Q6)

4 Attempt a V.42 Alternative Protocol connection (MNP compatible);
if negotiation fails, hang up.

5 Attempt a V.42 Alternative Protocol connection (MNP compatible);
if negotiation fails, attempt a standard asynchronous connection.

6 Attempt a V.42 Alternative Protocol connection (MNP compatible);
if negotiation fails, hang up.

7 Attempt a V.42 Alternative Protocol connection (MNP compatible);

if negotiation fails, attempt an asynchronous connection using
automatic speed buffering (ASB).

In asynchronous mode, the CONNECT XXXX message will be returned with a
successful connection. This message indicates the speed of the connection, which is
also the speed of data transmitted from computer to modem.

Note: The selected fallback option can be initiated immediately with $48. For example, a connection
attempt using the Alternative Protocol can be forced by setting S48=128 and $36=5 or 7.

The following table shows the order in which the bits of S36 are evaluated:
(Remember, these steps only occur after the $46/548 selections have failed to
make a LAPBased error controlled connection in &Q5 mode.)

S36 Bit 7-3=0 reserved

First Bit 2 (4) If set, means try MNP protocol; reset means don't use MNP.
Third Bit 1 (2) If set, means fall back to ASB; reset means direct async.
Second Bit O (1) If set, means fall back based on Bit 1; reset means hang up.

Also see Appendix D, Establishing the Desired Connection and Fallback Strategy.
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$37 Desired DCE Line Speed
The modem attempts to connect with a remote modem at the highest
supported DCE speed that does not exceed the value specified by this register.
If S37 is set to a speed higher than that supported by the modem, it will
attempt to connect at its highest capability. Note that this is the speed of
modems across the telephone line, not the speed at which the modem
communicates with the attached DTE.

o Attempt to connect at highest line speed that does not exceed the
speed of last AT command issued
Attempt to connect at 75 bps
Attempt to connect at 110 bps
Attempt to connect at 300 bps
Reserved

Attempt to connect at 1200 bps
Attempt to connect at 2400 bps
Attempt to connect at 4800 bps
Attempt to connect at 7200 bps
Attempt to connect at 9600 bps
10 Attempt to connect at 12000 bps
11 Attempt to connect at 14400 bps

\
O OONONODN B WN -

$38 Delay Before Forced Hang up
$38 specifies the delay between the modem's receipt of the command to hang
up (or on-to-off transition of DTR if the modem is configured to follow the
signal) and the disconnect operation. This register is useful for error-control
communications to ensure that data in the modem buffers is sent before the
connection is terminated. The factory setting is 20 (seconds). If this register is
set between 0 and 254, the modem will wait that number of seconds for the
remote modem to acknowledge receipt of all data in buffers before hanging
up. If this timeout occurs before all data can be sent, the NO CARRIER (3)
result code will be sent to indicate that data has been lost. If all data is
transmitted prior to the timeout, the response to the HO command will be OK.

If $38 is set to 255, the modem does not timeout, and continues to attempt to
deliver data in buffers until the connection is lost, or the data is delivered.

$43 Current DCE Speed
The value in $43 indicates the DCE speed of the last carrier established. This is
a read-only register.

No connection
Reserved

110 bps

300 bps
Reserved

1200 bps

2400 bps

4800 bps work
7200 bps

9600 bps
12000 bps
14400 bps

== OV0OONONON s WNR~O

- O
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$44 Asynchronous Framing Technique Selection
Register $44 applies only to communications using a V-series Modem
Enhancer with a Smartmodem 1200 that connects using an asynchronous link
across the telephone line. $44 sets the use of the Hayes Asynchronous Framing
Technique. Connections to a packet-switched network or between two error-
control modems using either Error-control/LAPB or X.25 protocol are usually
synchronous connections, even though the user interface is always
asynchronous. Some environments may require asynchronous to synchronous
conversion in the protocol because equipment is limited to asynchronous
operation, or an asynchronous to synchronous conversion is already in place.
For example, most Hayes 1200 bps modems support only asynchronous
communication over the telephone line. When one of these modems is
connected to a V-series Modem Enhancer, the interface between the two is
always asynchronous. A feature provided by the V-series Modem Enhancer
called the Asynchronous Framing Technique (AFT) makes this possible. When
AFT is enabled, the output of the error-control protocol is asynchronous
instead of synchronous. The values of $44 are as follows:

2 Use AFT. When AFT is selected, the data output is asynchronous
instead of synchronous. AFT is required if the path your call takes
passes through asynchronous-only equipment.

3 The modem automatically selects whether or not to use AFT.
V-series Modem Enhancer, when connected to a Smartmodem
1200, automatically uses AFT (factory setting).

If the modem is configured to use feature negotiation, and the other modem is
using AFT, both modems automatically select AFT.

$46 Error-control Protocol Selection
$46 specifies the error-control method used for subsequent connections. A
V-series product supports at least one additional protocol. Because the factory
setting will be a protocol for point-to-point communications, other
connections, such as the X.25 protocol must be enabled by setting $46.

Feature negotiation enables two communicating modems to identify the
common protocols, and chooses one based on the user-configuration for the
communication session. For example, if a V-series product is configured to use
the X.25 protocol, but connects with a V-series product without X.25 capability,
an error-control protocol is automatically selected because both modems
support it. However, if a V-series Product with X.25 connects with another
V-series product with X.25, both can use X.25 protocol if configured to do so
(546=6).

When attempting a connection to a packet-switched network, automatic
feature negotiation is usually disabled because unless an X.25 connection can
be made, further network connections cannot be made. To disable automatic
feature negotiation and make an X.25 connection or hang up, set $46=134.
The options for this register are described below:

Either LAPM or fallback to LAPB

LAPB only

LAPM or fallback to LAPB; use data compression*
LAPB with data compression*

X.25 or fallback to LAPB; use data compression*
134 X.25

136 LAPM only

138 LAPM with data compression*

awnNR~ O

* Note: The technique negotiated is determined by capabilities and configuration of both modems.
V.42bis is attempted first, then Hayes Adaptive Data Compression. If neither method is supported
by both modems, or if either modem has compression disabled, no compression will be used.
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548

549

550

$53

Enabling/Disabling Feature Negotiation

548 selects how feature negotiation is used when making connections with the
remote system. The negotiation process can be tailored to suit a connection,
or bypassed altogether. For example, when the capabilities of the remote
modem are known, negotiation is unnecessary. The factory setting is 7,
negotiation enabled. With feature negotiation disabled, the V-series product
assumes that the remote modem is configured the same as itself, and proceeds
to activate the error-control protocol specified by the $46 (protocol options)
setting. Use 128 when calling a packet-switched network that does not support
feature negotiation.

0 Negotiation disabled; presume the remote modem is configured
for and has the capabilities necessary for the connection
selected with $46.

3 Negotiation enabled, but originating modem remains silent
during detection phase. For connections with MNP modems;
however, this setting defeats the negotiation sequence with
other V.42 modems.

7 Negotiation enabled.

128 Negotiation disabled; forces fallback options specified in $36 to
be taken immediately.

ASB buffer size lower limit

549 sets the lower limit of the modem's buffer when communicating in
asynchronous mode with ASB. The range of this register is 1-249. The factory
setting is 8 bytes.

ASB buffer size upper limit

550 sets the upper limit of the modem's buffer when communicating in
asynchronous mode with ASB. The range of this register is 2-250 bytes. The
factory setting is 16 bytes.

Global PAD Configuration

$53 defines a set of behavior switches that control the PAD and all four
channels in the V-series product. This fixed user interface provides software
and users with a consistent PAD command interface regardless of current PAD
parameter settings. The fixed user interface is effective in all states except the
on-line (data transfer) state.

For example, the factory-set value of PAD parameter 2 is zero, which turns off
character echo. This is required for a transparent on-line state (e.g., for
Smartmodem product emulation). However, since it may be difficult to enter
PAD commands without seeing them echoed at your terminal, a method of
controlling the PAD despite the parameter settings would be necessary.

The fixed user interface affects the following in all states, except the on-line
state:

Transmission of all PAD result codes, including the prompt PAD result code
¢ Echo control via the E command
Fixed editing characters (delete character is defined by $5, delete line
character is Control-X, line display character is Control-R)
¢ Echo mask masks only the editing characters
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The fixed PAD control interface affects the following in all states:

Disables PAD recall using a character (PAD parameter 1) or a break signal
Disables all PAD flow control (PAD parameters 5, 12)

Disables carriage return (PAD parameter 9) and line feed (PAD parameter
14) padding

Disables line folding (PAD parameter 10)

Existing result codes use result codes for terminal (PAD parameter 19)
Disables page wait (PAD parameter 22)

Disables execution of ANS and EXEC strings

Disables EXEC command

If the value of $53 includes any bit value except 1, the PAD prompt character
changes from * to -. The change in the prompt PAD character provides an
indication that the PAD is not in CCITT mode. The register’s values are
provided below:

0 Normal CCITT-compatibility mode

1 Normal CCITT-compatibility mode. PAD prompt is an asterisk (*)
and appears with the channel number (e.g., 1%).

2 Fixed user interface. PAD prompt is a hyphen (-)

3 Fixed user interface. PAD prompt is a hyphen and appears with the
channel number (e.g., 1-) (factory setting)

4 Fixed control interface. PAD prompt is a hyphen.

S Fixed control interface. PAD prompt is a hyphen and appears with
the channel number.

6 Fixed user and fixed control interface. PAD prompt is a hyphen.

7 Fixed user and fixed control interface. PAD prompt is a hyphen and

appears with the channel number.

$55 AutoStream Protocol Request

$55 allows the user to request one of the AutoStream levels. The range is O to 3
with a factory setting of 0.

Parameter | Description

Value

0 No AutoStream

1 Request AutoStream Level 1 (allows muitiplexing of multiple virtual
channels on the DTE)

2 Request AutoStream Level 2 (allows transparent control over one PAD at a
time — non simultaneous)

3 Request AutoStream Level 3 (allows transparent control over all PADs
simultaneously)
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$56 AutoStream Protocol Status
$56 reflects the status of the current AutoStream level. An alternative to
reading this register is examining the extended result codes (see W1). The
range is 0 to 3 with a factory setting of 0. This register applies to Hayes
modems that support X.25 and AutoStream.

Parameter Description

Value

0 Indicates no AutoStream

1 Indicates AutoStream Level 1 (allows multiplexing of multiple virtual
channels on the DTE)

2 Indicates AutoStream Level 2 (allows transparent control over one PAD at a
time — non simultaneous)

3 Indicates AutoStream Level 3 (allows transparent control over all PADs
simultaneously)

$57 Network Options Register ,
This bit-mapped register allows configuration of the packet layer for operation
with different networks. This register applies to Hayes modems that support
X.25 and AutoStream.

Bit O0: Address may be sent in the call accept or clear request packets.
Otherwise, the address length is set to zero.

Bit 1: Neither address, facility, nor data fields may be set in call accept or clear
request packets. Address is not sent, even if used in combination with bit value 1.

$57=0 In call accept or clear request packets, the address length is set to zero, but
facility and data fields may be present (factory setting)

$57=1 In call accept or clear request packets, address, facility, or data fields may be
present.

$57=2, 3 In call accept or clear request packets, no fields may be sent.

$63 Private Circuit (Leased Line) Carrier Level Adjustment
$63 selects the carrier power level in dBm for leased line operation. This
register specifies a nominal carrier level value. The range for this register is O-
15 (0 dBm to -15 dBm). The factory setting is 0. Note that for those modems
supporting leased line operation, carrier level (if adjustable) may be set by
other means. Please refer to the modem’s installation information for details.

$69 Link Layer Window Size
569 sets the number of frames (packets) sent between acknowledgements
from the remote system. Each frame is one packet and the window size is how
many frames you can send before you must stop and wait for the remote end
to send an acknowledgement that it received the frames and is ready to
receive more frames. The range is 1-15 with a factory setting of 15. LAPM
connections use a window size of 1-15; LAPB connections and X.25
connections use a window size of 1-8. If a LAPB or X.25 connection is made,
any value greater than 8 is treated as 8.

Reducing window size can reduce performance. Reduce the window size only
when so instructed by the network (this rarely occurs).
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$70 Maximum Number of Retransmissions
$70 limits the number of times the modem will retransmit a frame.
Retransmissions become necessary when data errors introduced by noise
disrupt the reception of a frame. When the limit set by $70 is reached, the
modem hangs up. Raising this limit may be necessary if, for example,
telephone lines are extremely noisy. The retransmission delays may be
undesirable, but the modem will not hang up. The range for this register is 0-
255, with a factory setting of 10.

$71 Link Layer Timeout
When the link layer sends a character, it starts a timer referenced in the
formula below as “T1.” If the remote end does not respond after T1 seconds,
the link layer retransmits. The value of T1 is computed automatically based on
the connection speed and maximum packet size.

T1 = 2 « (maximum packet size + 11) « (8 + bits per second) + T2 + 500 msec

The $71 setting is represented by the “T2” in the formula. The setting affords
some control over the final value of T1. You can increase T1 by increasing T2.
You may want to do this if your communication environment has unusually
long delays transmitting information from one end to the another (such as
with satellite connections), or if the computer at the other end takes a long
time to respond. The range for this register is 1-255 milliseconds, with a factory
setting of 20.

$72 Loss of Flag idle Timeout
A transmitter not currently sending data to send is described as “idle.”
Normally, idle transmitters send a repeating pattern called “flag idle.” Your
modem always monitors the line to make sure the remote end of the
communication link is either sending data or a flag idle. This ensures that the
modem is operating. $72 determines how long the local modem waits before
hanging up when it no longer is receiving data or a flag idle.

In some systems, periods of “mark idle” (periods where all ones are
transmitted instead of the flag pattern) are normal. When using such a system,
it may be necessary to increase the value in $72. If the register is set to 0, this
monitoring function is disabled. The range for this register is 1-255 seconds;
the factory setting is 30.

$73 No Activity Timeout
If your modem is receiving good carrier and flag idle from the remote modem
but does not receive any data for the time period specified by $73, it will send
a query (called an “RR”) to the remote modem to make sure the modem is
operating properly.

The range for this register is 1-255 seconds; the factory setting for this register
is 5. Decreasing this value causes the modem to test more frequently for
malfunctions at the remote end. However, the modem will not hang up for
approximately 2 * T1 * N2 seconds because it retransmits the RR query several
times.
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574, S75

$76, 577

578, 579

1.3.1 Logical Channel Number Selectors-$74, S75, $76, $77, $78, S79

Although V-series products support four virtual channels, numbered 1 through
4, packet-switched networks can support up to 4096 channels (numbered 0-
4095). Each network has its own channel numbering system to support
multiple users. For example, if there are 15 calls, each with four virtual
connections, the packet-switched network can support all 60 (4*15) virtual
calls, but each has to have a different logical channel number.

Networks often set up their system so that all incoming calls are within one
range and all outgoing calls are within another range. Logical Channel
Numbers are automatically assigned by the V-series product, but the ranges
need to be configurable in order to be compatible with different network
requirements.

Minimum Incoming Logical Channel Number (LCN)

$74 and $75 combine to specify the lowest incoming Logical Channel Number
the packet layer will report or accept. The value used is formed by using $74 as
the two high decimal digits and $75 as the two low decimal digits, or the value
can be expressed by the formula $74*100+875. If the resulting value is outside
the range (0-4095), the value is assigned to the appropriate corresponding
limit (e.g., if a value of 4099 is used, it is assigned to the upper limit value of
4095).

$74=0 Factory setting from a range of 0-40

$75=1 Factory setting from a range of 0-99

Maximum Incoming Logical Channel Number (LCN)

576 and $77 combine to specify the highest incoming Logical Channel
Number the packet layer will report or accept. The value used is formed by
using $76 as the high two decimal digits and $77 as the two low decimal digits,
or the value can be expressed by the formula $76*100+S877. If the resulting
value is outside the range (0-4095), the value is assigned to the appropriate
corresponding limit (e.g., if a value of 4099 is used, it is assigned to the upper
limit value of 4095).

$76=40 Factory setting from a range of 0-40

S$77=95 Factory setting from a range of 0-99

Outgoing Logical Channel Number (LCN)

The setting of registers $78 and $79 should be adjusted if the network requires
a range of Logical Channel Numbers outside those specified with the
combination of these two registers. $78 and $79 combine to determine the
outgoing Logical Channel Number the packet layer will use to place a call. The
value is derived using $78 as the two high decimal digits and $79 as the low
two decimal digits, or the value can be expressed by the formula $78 * 100 +
579. If the resulting value is outside the range (4-4095), the value is then
assigned to the appropriate limit. The highest Logical Channel Number would
be that derived from the above formula, and the lowest would be the value
minus the maximum number of channels supported plus one. The user has the
ability to override this factory setting and explicitly specify an LCN using the
PAD selection command (CALL).

$78=0 Factory setting from a range of 0-40

$79=16 Factory setting from a range of 0-99
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1.3.2 Packet Layer Parameters-$80, $81

The values in $80 and $81 combine to set time and duration for packet layer
restart requests.

580 Packet Layer N20 Parameter
$80 sets the maximum number of times a restart request can be
retransmitted. The factory setting is 1 (§80=1) from a range of 0-255. Setting
this register may be necessary if the network requires a restart attempt to
abandon a connection earlier than planned.

$81 Packet Layer T20 Parameter
$81 sets the maximum amount of time the transmitter will wait for
acknowledgment of a restart request frame before initiating a recovery
procedure, in 10-second increments. The factory setting is 18 from a range of
0-255. Setting this register may be necessary if the network requires a restart
attempt to abandon a connection earlier than planned.

$82 Break Signaling Technique
$82 selects a method of break signal handling for V.42 communications: in
sequence, expedited, and destructive. Break signals provide a way for you to get
the attention of the remote host. The break type used depends on your
application. The values for $82 are:

3 Expedited signaling regardless of its sequence in data sent and
received; data integrity maintained

7 Destructive signaling regardless of its sequence in data sent and
received; data in process at time is destroyed

128 In sequence signaling as data is sent and received; data integrity

maintained ahead of and after break

$84 Adaptive Start Up (ASU) negotiation
$84 selects the adaptive start up (ASU) method to be negotiated for subsequent

connections.
0 Do not negotiate ASU connection
126 Negotiate ASU with fixed start up
129 Negotiate ASU with fast start up on both sides
130 Negotiate ASU with smooth start up on both sides
131 Negotiate ASU with configuring modem using fast start up and
the other modem using smooth start up
132 Negotiate ASU with configuring modem using smooth start up

and the other modem using fast start up

$85 ASU Negotiation Report
$85 indicates whether adaptive start up and method were negotiated for the
current connection. To read $85, issue the escape sequence to place the
modem in the command state, then issue ATS85? <CR>. The modem will
report one of the values below.

0 ASU not negotiated; fixed start up in use

126 ASU negotiated with fixed start up

129 ASU negotiated with fast start up on both sides

130 ASU negotiated with smooth start up on both sides

131 ASU negotiated with reporting modem using fast start up and
the other modem using smooth start up .

132 ASU negotiated with reporting modem using smooth start up

and the other modem using fast start up
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586

587

591

Connection Failure Cause

586 can help you determine the cause of a connection failure. When the
modem issues a NO CARRIER result code, a value’is written to this register. To
read this register, following the connection failure, issue ATS86? <CR>. The
modem will report one of the values below.

0 Normal hang up; no error occurred

4 Physical carrier loss

S Feature negotiation failed to detect presence of another error-
control modem at the other end

6 Other error-control modem did not respond to feature
negotiation message sent by this modem

7 Other modem is synchronous-only; this modem is
asynchronous-only

8 Modems could not find a common framing technique

9 Modems could not find a protocol in common

10 Feature negotiation message sent by other modem incorrect

11 Synchronous information (data or flags) not received from
other modem. Modem waited 30 seconds before hanging up.

12 Normal disconnect initiated by other modem

13 Other modem did not respond after many transmissions of the
same message. Modem made 10 attempts then hung up.

14 Protocol violation occurred

15 Compression failure

Note: Multiple occurrences may contribute to a NO CARRIER message; $86 records the first
event that occurred.

Fixed Speed DTE Interface (Default High AT Speed)

The modem always accepts AT commands up to and including 9600 bps. Above
9600 bps, the S87 setting determines which additional speed will be available
for autobauding. (Autobauding is the process by which a modem determines
the DTE speed from the A (and possibly T) of an AT command). Refer to the
description of the r2-string in the I command description.

The following list identifies the possible values of $87. The factory default value
is the lowest available value in the modem. Refer to the Hayes Standard AT
Command Set Reference supplied with your modem to determine if S87 is
supported by your modem and which values of S87 it supports.

Value Indicated Speed
14 19200
28 38400

PSTN Transmit Level Adjustment

The PSTN (Public Switched Telephone Network) line transmit level can be
adjusted using register S91. This register specifies a carrier level value that is
not to be exceeded. The allowable range for register S91 is listed in the
modem's Hayes Standard AT Command Set Reference document.
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5§92 MIi/MIC Options
$92 enables and selects or disables the mode indicate/mode indicate common
interface. The settings available for this register support various combinations
of edge and level detection in either originate or answer mode with ring
indicator (RI) pulse enabled or disabled. For particulars as to how the jack
setting specified with the &) command interacts with this register, see your
modem’s installation information.

MI/MIC disabled

level triggered, originate mode, RI pulse enabled
edge triggered, originate mode, RI pulse enabled
level triggered, answer mode, RI pulse enabled
edge triggered, answer mode, RI pulse enabled
level triggered, originate mode, RI pulse disabled
11 edge triggered, originate mode, RI pulse disabled
13 level triggered, answer mode, RI pulse disabled
15 edge triggered, answer mode, RI pulse disabled

ON»nw—Oo

Note: This feature is not available to all modems. Refer to the feature list in your modem’s
installation information. Setting S92 to a value other than its factory-set default of 0
automatically redefines the telephone line jack setting specified by the & command.

5§93 V.25bis DTE Interface Speed
$93 selects the speed used when the modem is configured for V.25bis mode.
When autobauding in any mode other than V.25bis, the modem uses the value

held in S37.

3 300 bps

S 1200 bps
6 2400 bps
7 4800 bps
8 7200 bps
9 9600 bps
10 12000 bps
11 14400 bps
12 19200 bps
13 38400 bps

Note that the V.25bis feature is not available in all modems and if supported,
not all values may apply. Refer to the feature list in your modem’s installation
information.
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$94 Mode Selection Register
594 provides an alternative to setting internal DIP switches when choosing
between the AT command mode (factory setting) and the various CCITT
V.25bis command modes supported by the modem. To use this register, the
related DIP switches in the modem must be set to select the "AT Command
Mode" (factory setting). See your modem's installation information.

With the modem's DIP switches set to select "AT Command Mode," the
operating mode after a soft reset is determined by $94. This register is read
from nonvolatile memory at power-on; the &W command saves the current
setting of this register in nonvolatile memory. Here are the values for $94:

Synchronous Operation
Value Sync/Async | AT/V.25bis | Addressed/ HDLC/BSC ASCII/EBCDI
Direct C

0 Async AT - - -
1 Async V.25bis Addressed - -
2 Sync V.25bis Addressed HDLC ASClII

3 Sync V.25bis Addressed BSC ASCII
4 Async AT - - -
5 Async V.25bis Direct - -
6 Sync V.25bis Direct HDLC ASCII

7 Sync V.25bis Direct BSC ASClII

8 Async AT - - -
9 Async V.25bis Addressed - -
10 Sync V.25bis Addressed HDLC EBCDIC
11 Sync V.25bis Addressed BSC EBCDIC
12 Async AT - - -
13 Async V.25bis Direct - -
14 Sync V.25bis Direct HDLC EBCDIC
15 Sync V.25bis Direct BSC EBCDIC

An alternative way of presenting the V.25bis mode selection options listed
above follows:

Value

Mode

Standard AT command operation (factory setting)

Asynchronous V.25bis using addressed access

Synchronous V.25bis (HDLC framing) using addressed access

Synchronous V.25bis (BSC framing) using addressed access

Direct access calling procedure

B|5[w[™]=]e

EBCDIC character set options instead of ASCII
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$95 Negotiation Message Options
§95 enables various result codes that indicate the sequence of events in the
establishment of an error-control connection. This register does not affect the
way in which the modem negotiates the connection; it merely enables
message options. The factory setting for this register is value 0, no bits
selected. To enable any combination of the bits, add the value(s) to the right of
the bit number and set the register to this sum.

Note: The bit values of S95 may be set to override some of the characteristics of the Wn
command. Setting any of the S95 bits to "1" enables the corresponding result codes regardless of
the Wn command in effect. Changing the Wi command setting does not affect the value set for
this register.

Bit Value Explanation

0 1 Verbose CONNECT result code indicates the DCE speed (rather
than DTE speed). Numeric result codes are also different when
CONNECT reports DCE speed.

1 2 Append “/ARQ” to CONNECT result code when an error-
control connection is made.

2 4 Add CARRIER messages

3 8 Add PROTOCOL messages

4 16 Add AUTOSTREAM messages

5 32 Add COMPRESSION messages

For example, if you want to add the compression result code (with W1
selected), you would select bit 5 (value of 32). The command line
ATS95=32 <CR> will then enable the COMPRESSION negotiation messages.

Refer to the Wn and Xn commands for additional and related information.

$97 V.32 Automode V.22/V.22bis Probe Timing
$97 sets the duration of the signal used by the modem in the answer mode
during a V.32 automode handshake to determine if the calling modem is of
V.22 or V.22bis type. The value of $97 also sets the time during which the
modem will reject the V.22/V.22bis probe signal when executing the V.32
automode handshake in the originate mode. The range of S97 values is 15 to
70, representing 1.5 to 7.0 seconds. The default value of 30 (3.0 seconds)
provides the timing necessary to connect to most V.22bis compatible modems.
When compatibility with V.32 "late connecting modems" is a primary
requirement, $97 should be set to 15. This value is also compatible with the
timing specified in CCITT recommendation V.22bis.

$105 Link Layer (N401/V.42 or N1/X.25) Frame Size Selector

$105 sets the maximum frame size (N401 in V.42, N1 in X.25) according to
the following parameter value-to-frame size (in bytes) conversions:

Value Explanation

16 bytes

32 bytes

64 bytes

128 bytes (default)
256 bytes

512 bytes

Vi (N || |H
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5108 Signal Quality Selector
5108 sets the signal quality required for the modem handshake at the highest
designated V.32bis speed and for automatic rate re-negotiation. If the modem
determines during a carrier handshake or connection that the signal quality is
less than that specified by the value assigned to $108, the modem will attempt
to connect at the next lower carrier speed specified by S109 — unless the NO
command has been selected. If the NO command has been selected, then only
the carrier speed specified by $37 is used. This register only affects V.32bis
connections. (Refer to the discussion of rate re-negotiation in the description
of register $110 for related information.)

Value Explanation

0 No limit.

1 Low quality.

2 Medium quality.
3 High quality.

$109 V.32bis Carrier Speed Selector
5109 controls the speeds available for V.32bis carrier handshake, retrains, and
rate re-negotiation. This permits disabling speeds lower than the highest
carrier speed while enabling the highest carrier speed or other carrier speeds.
(Refer to the discussion of rate re-negotiation in the description of register
3110 for related information.)

$37 selects the highest carrier speed. If the NO command is selected, the carrier
speed specified by $37 and one of the carrier speeds specified by $109 must
match; the modem will connect only at that carrier speed. While the modem is
in V.32bis mode, the $37 and NO command settings do not affect the modem
speed during retrain or rate re-negotiation procedures.

Caution: If speed negotiation is disabled by the NO command and $37 indicates a V.32bis speed
that is not enabled by S109, then the modem will not connect. NO and $37 have no effect during
retrains and rate re-registration.

Decimal Explanation
Value

1 reserved

2 4800 bps

4 7200 bps

8 9600 bps
16 12000 bps
32 14400 bps
64 reserved
128 reserved

Note: The decimal values may be added to specify several speeds from which the modem can
choose. For example, the factory default is 62 which is the addition of decimal values 2, 4, 8, 16,
and 32 (2+4+8+16+32=62).
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V.32/V.32bis Selector

The V.32 and V.32bis carrier handshake procedures are compatible. The rate
sequence (defined in V.32 and V.32bis) contains bit combinations that specify
which procedure shall be used. $110 provides control of that selection for
users who want to disable automatic rate re-negotiation or limit the carrier
handshake procedure to that specified by V.32. (Refer to the description of
registers $108 and $109 for related information.)

When the value of S110 is O, the V.32 handshake procedure follows. This means
that rate re-negotiation, which is allowed by V.32bis, is disabled, and the &U
command determines whether or not Trellis coding is enabled.

When the value of S110 is 1, the V.32bis handshake is enabled, but automatic
rate re-negotiation (defined on the next page) is disabled. The modem shall
respond to a rate re-negotiation request from the other end.

When the value of S110 is 2 (factory-setting), V.32bis handshake and automatic
rate re-negotiation are enabled.

Value Explanation
0 V.32 enabled.
1 V.32bis enabled.
2 V.32bis and automatic rate re-negotiation enabled.

Retrain and rate re-negotiation may be initiated, as follows, by either modem
involved in a V.32bis connection.

Rate Re-Negotiation:

Rate re-negotiation may be initiated by the other end modem, manually by the O3
command (while in the on-line command state), and by the modem when the signal
quality or frame error rate indicate a lower or higher speed should be used.

When in the V.32bis mode, the modem always responds to a rate re-negotiation
request from the other modem. The speeds to be indicated to the other modem
correspond to the speeds allowed by S109.

Automatic Rate Re-negotiation:

Retrains and rate re-negotiation initiated by the modem are called "automatic"
retrains or rate re-negotiations, respectively. Automatic rate re-negotiation is
always disabled when:

e the &X1 command is selected and the modem is in the synchronous mode
(&Q1, &Q2, or &Q3 selected) or
e the modem is in asynchronous mode (&QO selected).

When the modem recognizes that signal quality has dropped, the modem may
(if enabled by the &B1 command or the value of S110) initiate a retrain or rate
re-negotiation. The procedure is to try a retrain first. If that does not yield
acceptable signal quality or frame error rate, the modem will try to re-
negotiate a lower speed.

Line speed changes are only allowed when the modem is using a constant DTE
speed and in synchronous mode when the modem controls the DTE speed. That
is, rate re-negotiation speed changes are allowed only when the &Q4, &QS5, or
&Q6 command is selected and when the &X0 or &X2 commands and one of
the synchronous mode commands (&Q1, &Q2, or &Q3) are selected.
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AutoSync Mode:

Increases in line speed are allowed when AutoSync is in use only to the extent
that the current DTE speed will support AutoSync. The following DTE speeds
are required for the indicated line speeds, and are established when the initial
connection is made. If the line speed is reduced from the initial line speed of a
call, then the DTE speed will always support a return to the initial line speed.
The following table shows the maximum line speeds (in bps) that will be
supported by initial AutoSync DTE speeds.

Maximum AutoSync Line Speeds

Initial line speed DTE speed Maximum line speed
4800 9600 4800

7200 19200 12000

9600 19200 . 12000

12000 34400 14400

14400 34400 14400

Error-control Mode:
When error correction is provided by the modem, automatic rate re-
negotiation, if enabled, is based on the current frame error rate.

Non Error-control Mode:

Automatic rate re-negotiation is based on signal quality when the modem is
using a constant DTE speed and not providing error correction and when the
modem is operating in synchronous mode. That is, 1) when the &#Q6 command
is selected, or 2) &Q4 is selected and BSC mode is in use, or 3) the &XO0
command is selected and the modem is in &Q1, &Q2, or &Q3 mode.

Rate changes may be attempted according to the following:

¢ |f the signal quality falls below the limit set by $108, first try a retrain. If the
signal quality stays below the limit, attempt the next lower speed if that speed is
allowed by $109.

* Never attempt to increase the line speed.

Note: Sometimes a rate re-negotiation attempt will not produce a different speed because the
speeds which the distant modem has enabled match the local modem speeds only at the current
speed.

DTE Interface Leads:

Depending on the settings of &Q, and &R, interface leads CTS (circuit 106) and
RD (circuit 104) may be clamped when a retrain or rate re-negotiation process
starts, and released when the process is completed.
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1.4 Additional AT Command Definitions

Command Prefix

Modem commands begin with an AT prefix that gets the modem’s attention.
The speed and character format at which the DTE sends this prefix tells the
modem the speed and format for responding to commands, and at which
speed to attempt the connection. See your modem's installation information
for the speeds, formats, and transmission methods supported by your modem.

Escape Sequence
The patented escape sequence with guard time mechanism (U.S. Patent
#4,549,302) returns the modem to the command state from the on-line state.

The escape sequence with guard time can be used when the modem is on-line
and you need to enter commands to the modem, but you do not want to
disconnect from a call. The escape sequence with guard time ensures that the
modem connection will not be dropped and no data will be lost while the
modem is off-line in the command state.

Because of this patented invention, intelligent modems can provide reliable
transmission of data, distinguishing the predetermined escape sequence
characters from the random occurrence of like characters in user data.

A guard time must precede and follow the escape sequence to prevent the
modem from interpreting similar data (for example, another series of plus (+)
characters) as the escape sequence. The default guard time is 1 second.

To enter the escape sequence with guard time, pause a little longer than the
guard time, then type:

+++
Then pause again a little longer than the guard time. The guard time pauses
before and after the escape sequence, ensure that the modem will distinguish

the escape sequence from random user data.

When you receive OK from the modem, which acknowledges that it has
"escaped" from the on-line data state, you may enter AT commands.

When you are ready to resume your call to a remote system, type:
ATO <CR>
This is the command to return on-line.
The escape sequence character and the guard time interval can be changed by

assigning different values to registers $2 (for the escape character) and $12 (for
the guard time).
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<CR>

A/

End-of-line Character

<CR> represents the key on your keyboard that terminates the command line.
The key enabling this function is determined by the value stored in $3. The
factory setting is ASCII 13, the carriage return character. When the end-of-line
character is entered, the modem executes the commands that follow the AT
prefix. In this reference, this key is referred to as <CR>. For example, the
command line ATVO <CR> gets the modem’s attention, then instructs the
modem to display its responses to commands (result codes) as numbers.

Repeat Last Command

A/ re-issues the command string most recently placed in the command bulffer.
This keystroke combination can be used to re-issue the command string last
entered. For example, the A/ (if permitted by your local telephone system) is
useful as a re-dial function.
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Chapter 2
V-series X.25 Communications

This chapter includes information about the use of X.25 communications with
V-series products. The command and parameter descriptions are more detailed
than those offered in the V-series Products User’s Reference. Also included are
four recommended PAD (Packet Assembler/Disassembler) profiles that can be
recalled from memory to use with the modem’s PAD.

The factory settings and available options/ranges for these commands and
parameters are provided here because they are the same for all V-series
Products that support the X.25 feature.

|
2.1 Modem Configuration for X.25 Communications

X.25 connections begin the same as point-to-point connections - with a modem
call to a remote system. Your modem is configured from the factory to
automatically negotiate the best point-to-point error-control connection. If the
purpose of the call is to establish a link with an X.25 network, the modem must
be re-configured with several S-registers.

2.1.1 Controlling Automatic Feature Negotiation

The S-registers which control and specify a connection are described in the
sections that follow. An overview of the connection options that can be set with
S-registers is provided in the chart below.

Communication Environment &Q 536 544 546 548
X.25 enabled (use X.25 if remote system has X.25; 5 0 3 6 3
otherwise, use LAPB point-to-point connection)

X.25 only (point-to-point connection) 5 0 3 134 3
X.25 network without feature negotiation 5 0 3 6 0
X.25 network with feature negotiation 5 0 3 6 3
X.25 network with feature negotiation and AFT 5 0 2 6 3

The suggested configuration for establishing a synchronous X.25 connection
with a packet-switched network or a remote V-series product that supports
X.25, can be selected with AT&QS5 $44=3 $46=6 $S48=0 <CR>. Refer to the
"S-register Listing" in Chapter 1 for a description of the registers that can be
used to configure the modem.
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2.1.2 PAD Channel Selection

The &0 command is used to move from the AT command state to the PAD
command state in order to issue PAD commands. The optional channel number
identifies the desired virtual channel number. If the virtual channel number is
zero (&00), or not specified (&0), the last channel number accessed is used.
Each time &O is issued, it resets the current PAD before it enters the PAD
command state (provided a virtual connection is established).

Once the PAD command state is entered, the CHAN command can be used to
switch among the PAD command states of the four virtual channels.

If an X.25 connection has already been established and you have escaped to the
AT command state, the PROTOCOL and CONNECT result codes are transmitted
to your terminal. The ERROR result code is transmitted if the modem is on-line
but not in X.25 mode (e.g., modem is in error-control/LAPB mode).

Example of &0 command use:

String Result Code/Explanation

AT&O01 <CR> OK (PAD channel 1 selected)

AT&O09 <CR> ERROR (value entered is out of selectable range)

See the description of the &0 command in the "AT Command Listing" in
Chapter 1.

2-2

T
2.2 PAD Configuration

Like your modem, the PAD can be configured according to the communications
requirements of the remote systems you call.

Although a small number of S-registers control some PAD options (packet and
window sizes, for example), the PAD is primarily configured with separate
memory locations. A set of PAD parameters can be configured for each
channel. The set consists of standard X.25 PAD parameters and National PAD
parameters.

Although the PAD'’s factory-set configuration will be suitable for many
applications, sets of predefined PAD parameter settings can be defined as
profiles to be recalled for later use.
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2.2.1 PAD Commands

Each PAD command consists of characters and occasionally symbols that
specify the command’s action. Like the AT command line, you can place as
many as 255 characters on a single PAD command line.

The only exception to this format is the EXEC command. This command for
storing and executing a series of instructions to configure the PAD uses a plus
sign (+) to tie commands together in the command string. When these
commands are executed, the plus signs are treated as carriage returns. For
more on storing a PAD configuration with the EXEC command, see “PAD
Profiles.”

Issuing PAD commands

PAD commands are typed at the PAD prompt, then entered with <CR>. This
action and most other conventions for editing a line and entering commands
are the same as those used when issuing AT commands.

PAD command format

Each PAD command consists of characters and occasionally symbols that
specify what the command will do. A PAD command is typed on the command
line, then entered using the carriage return key (factory setting for $3).

When you type in a command, the PAD ignores spaces, delete characters,
control characters, and upper/lower case. For example, the commands RESET,
RE SET, and reset are all interpreted as the same command. The backspace key
can be used to correct any mistakes made while entering a command. In this
chapter, the following symbols are used when describing PAD commands.

Symbol Meaning

[1 Indicates optional parameters, parameters which can be entered with the
PAD command

<> Indicates a named parameter, such as a user ID requested by the network

Indicates a repeated item within brackets, for example the command PAR?
[<parameter>][,<parameter>...]

These symbols represent the kinds of information that can accompany a PAD
command. Do not type these symbols when entering a PAD command.
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Any characters that appear with a PAD command, other than the symbols
mentioned above, are interpreted literally. For example, the command: ACC
[R] [<facility> -] is interpreted:

Symbol Meaning
ACC Issue the Accept command which indicates that you want to accept a call
[R] Include an optional parameter (R) instructing network that you will

accept charges for the call if requested

[<facility> -] Include an optional facility parameter, such as your user ID, or some other
information required by the network. Several facilities can be strung
together, separating each by a comma and ending the string with a
hyphen ().

PAD commands are of two types: those used for call related activities, such as
placing a call, answering a call, initializing and changing channels, etc., and
those used to configure the PAD. These commands can be used in the following

ways:
* place and answer calls (CALL, ACC)

¢ move between channels (CHAN, EXIT)

¢ create, save, and execute a PAD command string (EXEC)

* clear and initialize channels (CLR, INT)

s display the current status of a call (STAT)

¢ display one of several available PAD configuration profiles (PROF)

* display the current settings of the PAD's parameters (PAR?)

¢ display the current settings of the remote system's PAD parameters (RPAR?)
¢ set and read the value of specific PAD parameters (SET, SET?)

L]

set and read the value of specific PAD parameters of the remote system
(RSET, RSET?)

The commands supported by the PAD are listed in the following sections. Each
command is defined with sample formats, allowable parameters, and possible
result codes for the command.

ACC - Accept Call When you have established a connection to the network node and a remote
Command system on the network wants to call you, a PAD result code is sent to your

2-4

computer announcing the incoming call. Enter the ACC command to accept
the call and establish a virtual connection.

To configure the PAD to automatically answer incoming calls, use the EXEC
command described following this command.

Example Format

ACC [R] [<facility>]

Parameter Description

[R] Instructs the network that you will accept charges for the call if requested
to do so ’

<facility> Represents optional call facilities which may be entered

Result Description

Codes:

CON ACC received

ERR Invalid command format, or command not entered in response to an
incoming call, or virtual connection not established
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CALL - Call Command

The CALL command is the PAD command you use to make a virtual
connection to a remote system. Once the PAD is configured, this is the primary
command you will use.

Once a physical connection to the X.25 network has been established, a virtual

connection to the remote system is made with the CALL command. If the call is
accepted by the remote system, the PAD enters the data transfer state. If the
call is not accepted, a “call cleared” response is sent and the PAD remains in
the PAD command state.

Example Formats

CALL

[CALL] [<facility>] [<called> [,[<calling>] [,<lcn>] ] ]

[CALL] <facility> D <user_data>

[CALL] <called> D <user_data>

[CALL] <facility> <called> [,[<calling>] [,<lcn>] ] D <user_data>

Parameter Description

<facility> One or more call parameter facilities that can be strung together on a
command line and separated by commas; the last facility is followed by a
hyphen ()

<called> Represents remote system's address containing up to 15 digits (0-9)

<calling> Represents source address containing up to 15 digits (0-9)

<lcn> X.25 logical channel number (1-4095)

<user_data>

Character string containing up to 12 ASCIl characters

Result Codes

Description

ERR

Call cannot be placed due to call in progress; or virtual connection not
established

CLR Remote PAD cleared virtual connection; may be followed by a string of
diagnostic characters
CON Call connected; may be followed by a string of diagnostic characters

Cail Facilities

In the above CALL command formats, notice the <facility> field. This field is
provided to specify "call facilities." A call facility is an optional parameter that

can be specified to meet a network's requirements, such as entering a network

user ID (NUI), or indicating that charges are to be reversed (R).

When subscribing to a packet-switched network, you are informed of the
required or permitted call facilities. In order to respond to your CALL
command, different networks may require specific call facilities.

Any of the following call facilities can be entered with the CALL command.
When two or more facilities are entered on a line, they are separated by
commas. A hyphen (-) terminates the string. For example: CALL R,N, -
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CHAN - Channel
Selection Command

CLR - Clear Channel
Command

2-6

The table below provides a description of the available call facilities.

Call
Facility

Description

R

Instructs network that you will accept charges for the call if requested to do
SO.

N <NUI>

Provides network with network user ID, identifying the caller to the
network.

T <RPOA>

Specifies which networks the data packets take to their destination. Any
number of addresses may be specified; each address is four digits (0-9).
RPOA stands for “Recognized Private Operating Agencies."

P <num>

Requested maximum packet size according to the following packet size-to-
bytes conversions: P4=16, P5=32, P6=64, P7=128, P8=256, P9=512. If P is
not specified, the default value (128) of National PAD Parameter 100 is
used.

W <num>

Requested maximum window size (2-7). If W is not specified, the default
value (2) of National PAD parameter 101 is used.

X <hex>

Hexadecimal data (0-9, A-F). Caution: Putting data directly into the facilities
field of the call packet, specifies facility codes not directly supported by the
modem.

Use the CHAN command to switch from one virtual channel to another. The
modem remains in the PAD command state.

Example Format

CHAN <channel>

Parameter

Description

<channel>

Specifies which virtual channel to switch to, indicated by an ASCII digit
Q-4

Result
Codes:

Description

ERR

Invalid <channel> specified

After a virtual connection has been established, the CLR command can be used
to clear (disconnect) a call on a virtual channel and place that channel in the

PAD command state.

Example Format

CLR [X <extended_codes> -] [<diagnostic_code>]

Parameters

Description

<extended_codes> Hexadecimal data (0-9, A-F) supporting facilities not supported by

the V-series X.25 product

<diagnostic_code> String of up to three digits from a range of 1-255, indicating the

error that has occurred

Result
Codes

Description

ERR

Virtual connection not established on this channel, or invalid parameter
entered

Technical Reference for Hayes Modem Users




EXEC - Execute String  The EXEC command is used to define and save a PAD command and then

Command automatically execute it when a physical connection to a network node is
established. EXEC is commonly used to define the CALL command. Another
common use of EXEC is to automatically answer an incoming call.

The string stored in each virtual channel as the factory setting is ANS+ACC,
which instructs the PAD to answer and accept incoming calls to the channel. To
display the string currently stored, you can issue EXEC? <CR>.

Sample EXEC Sequence:

To use the EXEC command, from the PAD command state type EXEC <CR>. The
PAD will display the prompt: EXEC>. After the prompt, enter the PAD command
you wish to save. For example:

EXEC> CALL R- 3110 20200202 <CR>

This stores a CALL command for connecting to a packet-switched network. As
soon as the modem establishes a physical connection to the network node, the
EXEC string is processed, placing the call.

In the EXEC string that you define, plus signs can be used to separate multiple
commands. When the EXEC string is executed, the plus signs are treated like
carriage returns. For example, the following EXEC string defines how the PAD
will respond to an incoming call from remote system:

EXEC> ANS+PROF VSM+SET 0:0,74:1+ACC <CR>

In this EXEC string, the PAD is instructed to:

ANS Respond to an incoming call request.

PROF VSM Load the V-series emulation PAD profile.

SET 0:0 Set the National marker in order to change a National PAD
parameter.

74:1 Change National parameter 74 to 1.

ACC Accept the call.

In another example:
EXEC>ANS+ACC+Welcome to Hayes/M/)X.25//dial-up!/M/) <CR>
the PAD is instructed to:

ANS Respond to an incoming call request.
ACC Accept the call.

Welcome to Hayes/M/JX.25//dial-up!/M/] is sent to the remote system.

"/M" means "control M," a carriage return;
"/]" means "control J," a line feed.

This message is received by the remote system as:

Welcome to Hayes
X.25/dial-up!

To display the current EXEC string (if any) stored in memory, type EXEC?
<CR>.
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EXIT - Exit PAD
Command

INT - Interrupt
Command

PAR? — Read
Parameter Command

Use the EXIT command to leave the PAD command state and enter the
modem's AT command state. For example, if you are in the PAD command
state (of any virtual channel) and you want to hang up the phone, first type:

EXIT <CR> the OK result code is sent from the modem to the attached
computer

then type:

ATHO <CR> This AT command hangs up the modem, breaking the physical
connection to the network; the OK result code is returned if
the modem hangs up before the network; if the network hangs
up first, the NO CARRIER result code is returned. Hanging up
clears all virtual connections still engaged.

During a virtual connection, the INT command can be issued to send an
interrupt, placing the PAD in the on-line state. Networks respond to interrupts
differently, however. This command can result in lost data. It should not be
used unless its use has been cleared through the network.

Example Format

INT

Result Codes: Description

<CR/LF> The remote host has acknowledged the interrupt
ERR Virtual connection not established on this channel

The PAR? command displays the current settings of the local PAD. Settings for
selected PAD parameters can be requested or if the command is issued with no
parameters, the settings for all twenty-two PAD parameters are requested.

Note: To display the settings for the National PAD parameters, enter a zero (0) after the
command (PAR?0).

Example Format

PAR? [<parameter>] [,<parameter>...]

Parameter Description

<parameter> Number of specific PAD parameter settings to display. If no PAD
parameters are specified, the settings for all 22 PAD parameters are
displayed. Enter a zero (0) to display the settings for all of the
National PAD parameters.

Result Codes Description

ERR Invalid command format

<parameter>:INV | Invalid parameter entered. For example, if PAR?40 were typed, PAR
40:INV would be displayed since 40 is out of the range 1-22.
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PROF - PAD Profile
Command

For example, issuing PAR? 1,4,0,70,71 displays the current settings for the
specified parameters (1,4,0,70, 71) of the local PAD: PAR 1:0, 4:0, 0:0, 70:1,
71:0

If no parameters are specified: PAR? the settings for all twenty-two PAD
parameters are displayed:

PAR 1:0, 2:0, 3:0, 4:0, 5:0, 6:5, 7:5, 8:0, 9:0, 10:0, 11:14,12:0, 13:0, 14:0,
15:0, 16:8, 17:24, 18:18, 19:1, 20:65, 21:0,22:0

A “profile” is a predefined collection of PAD parameter settings used for a
virtual connection, similar to the profiles that can be defined for the modem's
general configuration. With the PROF command, one of four standard profiles
can be selected, or a particular configuration can be defined and saved as a
profile in nonvolatile memory.

Example Format
PROF <identifier>

Parameter Description

<identifier> | Enter the alphanumeric characters that specify the profile to be recalled for
the current channel. Possible identifiers are:

DEF Selects the factory default profile

SIM Selects CCITT simple standard profile

TRA Selects CCITT transparent standard profile

VSM Selects V-series error-control/LAPB emulation profile

NVM Selects the profile saved in nonvolatile memory

SAV Saves the current PAD configuration profile in nonvolatile memory

Result Description

Codes:

ERR Invalid <identifier>

The V-series Emulation Profile (VSM) is automatically set if feature negotiation

results in an error-control/LAPB connection on virtual channel 1 (error-
control/LAPB connections always use virtual channel 1). The configuration
profile is automatically restored to its factory setting when the the modem
hangs up.

To create a profile, use the CHAN command to move to the desired channel.
For example, issue CHAN3 <CR> to move to channel 3. At the prompt, type in
the PAD parameters you want to adjust and store, issuing them with <CR>. To
save the settings as a profile, issue PROF SAV <CR>.
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RESET — PAD Reset
Command

RPAR? — Read Remote
PAD Parameter
Command

RSET - Set Remote
PAD Parameter
Command

A “profile” is a predefined collection of PAD parameter settings used for a
virtual connection, similar to the profiles that can be defined for the modem'’s
general configuration. With the PROF command, one of four standard profiles
can be selected, or a particular configuration can be defined and saved as a
profile in nonvolatile memory.

Example Format
RESET [ <diagnostic> ]

Parameter Description

<diagnostic> | String of up to three numeric digits from a range of 0-255 indicating an
error has occurred

Result Codes: | Description

ERR Virtual connection not established on this channel

To display the current settings of the remote system’s PAD parameters, use the
RPAR? command. If no parameters are specified, the settings for all of the
remote system's PAD parameters are displayed.

Example Format

RPAR? [<parameter>] [,<parameter>...]

Parameter Description

<parameter> Specifies the remote system's PAD parameter(s) to display

Result Codes Description

ERR Invalid command format, or virtual connection not established on this
channel

<parameter>:INV | Invalid parameter entered, or remote system does not support parameter
specified

For example, issuing RPAR? 1,4,0,70,71 <CR> displays the current settings for
the specified parameters of the remote system’s PAD. The string: RPAR 1:0,
4:0, 0:0, 70:1, 71:0 is displayed.

If no parameters are specified, issuing RPAR? displays the settings for all of the
remote system’s PAD parameters.

To set and display the remote system's PAD parameters, use the RSET
command.

Example Format

RSET [?] [<parameter>:<value>] [,<parameter>:<value>] [, ...]
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STAT - Status of
Current Channel
Command

SET - Set PAD
Parameter Command

Parameter

Description

<parameter> Specifies the number of the remote system's PAD parameter you want to
set/display
<value> Value that you want to set for the specified PAD parameter

Result Codes

Description

ERR

Invalid command format

<parameter>:INV

Invalid parameter or value

For example, entering RSET 2:1 <CR> sets the remote system's PAD parameter
2 to a value of 1.

To display the setting, type: RSET? 2:1<CR>. The new parameter setting will be
displayed: RPAR 2:1

The STAT command displays the current status of a virtual connection.

Example Format

STAT

Result Codes:

Description

FREE

No call in progress

ENGAGED

Call in progress

To set (and display) the local PAD’s parameters, use the SET command.

Example Format

SET [?] [<parameter>:<value>] [,<parameter>:<value>] [, ...]

Parameter Description
<parameter> Specifies the number of the PAD parameter to set/display
<value> Value that you want to set for the specified PAD parameter

Result Codes

Description

ERR

Invalid command format

<parameter>:INV

Invalid parameter or value

For example, issuing SET 2:1 <CR> sets PAD parameter 2 to a value of 1.

To display the setting, type: SET? 2:1 <CR>. The new parameter setting will be
displayed: PAR 2:1
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Parameter 1 — PAD
Recall Using a
Character

Parameter 2 - Echo

2.2.2 PAD Parameters

PAD parameters are used to control the display and transmission of data over
the packet-switched network.

Parameters are of two types: PAD Parameters and National PAD Parameters.
Twenty-two PAD parameters (1-22) and an additional set of “National PAD
Parameters” offer configuration options. National PAD Parameters (numbers
starting at 70) are used to support and control the enhanced functionality
provided by the Hayes X.25 feature. All parameters are set and read the same
way.

Values for some parameters are calculated by adding the bit values of the
options you want active. For example, in PAD parameter 3, if you want the
character set to include A-Z, a-z, 0-9 (bit value=1) and CR (bit value=2), you
would set the PAD parameter 3 to 3.

A marker (0:0), called a “National Marker,” is used to separate the National
PAD Parameters from the PAD parameters. For example, in the PAD command:
SET 1:1, 2:0, 0:0, 70:1, the characters to the right of the marker refer to
National PAD parameters. Characters to the left of the National marker refer to
PAD parameters.

PAD recall defines the character that will force the PAD to escape from the PAD
on-line state and return to the PAD command state. When the PAD receives
this character, the PAD prompt (- or *) is displayed on the user's terminal
monitor.

Values Description
0 PAD cannot be recalled using a character (factory setting)
32-126 ASCIl graphic character

To send the PAD recall character as data, enter it twice. The PAD will remain in
the on-line state.

When parameter 2 is set, all characters received from the terminal are echoed,
excluding those specified by parameter 20 (echo mask), parameter 5 (ancillary
device control), parameter 12 (flow control of the PAD by the terminal) and
parameter 22 (page wait). Setting parameters 12 or 22 to non-zero values
causes the echo of characters DC1 and DC3 (XON and XOFF) to be suppressed,
even if parameter 2 is set to value 1.

Values Description
0 No echo (factory setting)
1 Echo
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Parameter 3 — The value of parameter 3 is bit-mapped; the binary bit values represent the

Selection of Data character sets listed below. If the character(s) set by the combination of binary

Forwarding Signal bit values of this parameter is received from your terminal, the current packet
(including this character) is forwarded.

Values Description

0-127 Sum of bits for selected characters

0 No data forwarding signal (factory setting)

Bit Value Description

1 A-Z, a-z, 0-9

2 CR

4 ESC, BEL, ENQ, ACK

8 DEL, CAN, DC2

16 ETX, EOT

32 HT, LF, VT, FF

64 NUL, SOH, STX, BS, SO, SI, DLE, DC1, DC3, DC4, NAK, SYN, ETB, EM, SUB, FS,
GS, RS, US, DEL

Parameter 4 — In addition to character forwarding, this parameter provides the capability to
Selection of Idle Timer  forward data to the host based on an idle time. If data is in the buffer and no
Delay additional characters have been received for the specified period, the buffer

contents are sent to the host. Parameter 4 is ignored if National PAD
Parameter 70 (streaming data forwarding) is set to 1, or if parameter 15 is set

to 1.
Values Description
0 No data forwarding on timeout
1-255 Data forwarding on timeout of <value> multiplied by 0.05 seconds
50 50 msec. timeout (factory setting)

Parameter 5 — Ancillary This parameter specifies whether or not the PAD transmits XON-XOFF

Device Control characters to the DTE. If flow control is disabled, the user must be careful not
to overflow the PAD's buffer in order to prevent data loss. Local flow control is
also enabled by the &K command. '

Values Description

0 No XON/ XOFF flow control (factory setting)

1 XON/XOFF flow control in data transfer state

2 XON/XOFF flow control in both data transfer and PAD command states

Parameter 6 — Control ~ Parameter 6 controls how PAD result codes (those generated by the PAD) are to

of PAD Result Codes be transmitted to your terminal.
Values Description
0 No PAD result codes are sent to your terminal.
1 PAD result codes are sent in their standard formats. The prompt PAD result

code is not sent.

Only the prompt PAD result code is sent.

5 All PAD result codes, including the prompt PAD result code, are sent in the
standard format (factory setting).
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Parameter 7 — Action Parameter 7 is bit-mapped; binary bit values represent the following actions
on Receipt of Break when the break signal is received by the PAD.
from Terminal

Values 0-31
Factory 5 (send interrupt and indication of break)
Setting:

Bit Values Description

1 Send an X.25 interrupt packet to the remote system

2 Send an X.25 reset packet to the remote system

4 Send an X.25 indication of break packet to the remote system
8 Escape from the data transfer state to the PAD command state
16 Set PAD parameter 8 to 1 (discard output)

Note: If bit 2 of $53 is set, using the break signal to escape from the data transfer state is not
possible.

Parameter 8 — Discard  This parameter is set if the user wishes to abort a process running on the

Output remote system by pressing the break key. When the break key is used,
incoming data is discarded until the remote system reacts to the break signal,
and sets parameter 8 back to 0.

Values Description
0 Normal data delivery to your terminal (factory setting)
1 Discard output destined to your terminal

Note: Parameter 8 cannot be set using the SET command; only the remote PAD can set it.

Parameter 9 — Padding  Parameter 9 specifies the number of ASCII NUL characters to transmit after a
after Carriage Return carriage return. This may be necessary to allow time for mechanical devices to
return to a home position after a carriage return has been sent.

Values Description
0 No padding characters sent after carriage return (factory setting)
1 Number of padding characters (NUL) sent after carriage return
Parameter 10 - Line This parameter specifies line length. When the specified number of
Folding displayable characters have been sent to the terminal, a carriage return/line
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